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*** 1st Change ***

4.2.3.1
General

The procedure in the present subclause is applicable when the NF service consumer modifies an existing AM policy association (including the case where  the AMF is relocated and the new AMF selects to maintain the policy association with the old PCF and to update the Notification URI).

Figure 4.2.3.1-1 illustrates the update of a policy association.
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Figure 4.2.3.1-1: Update of a policy association
The AMF as NF service consumer invokes this procedure when a policy control request trigger (see subclause 4.2.3.2) occurs. When the Service Area restriction change trigger or the RFSP index change trigger occur, the AMF shall always invoke the procedure. When the location change trigger or the change of UE presence in PRA trigger occurs, the AMF shall only invoke the procedure if the PCF has subscribed to that event trigger.

If an AMF knows by implementation specific means that the UE context has been transferred to an AMF with another GUAMI within the AMF set, it may also invoke this procedure to update the Notification URI.

NOTE:
Either the old or the new AMF can invoke this procedure.
During the AMF relocation, if the new AMF received the resource URI of the individual AM Policy from the old AMF and selects the old PCF, the new AMF shall also invoke this procedure to update the Notification URI.

To request policies from the PCF and/or to update the Notification URI, and/or to update the trace control configuration, and/or to request the termination of trace, the NF Service Consumer (e.g. AMF) shall request the update of an AM Policy Association by providing relevant parameters about the UE context by sending an HTTP POST request with "{apiRoot}/npcf-am-policy-control/v1/policies/{polAssoId}/update" as Resource URI and the PolicyAssociationUpdateRequest data structure as request body that shall include:

-
at least one of the following:

1.
a new Notification URI encoded in the "notificationUri" attribute; and/or
2.
observed Policy Control Request Trigger(s) (see subclause 4.2.3.2) encoded as "triggers" attribute;
3.
if a Service Area restriction change occurred, the Service Area Restrictions (see subclause 4.2.2.3.1) as obtained from the UDM encoded as "servAreaRes" attribute;

4.
if a RFSP index change occurred, the RFSP index (see subclause 4.2.2.3.2) as obtained from the UDM encoded as "rfsp" attribute;
5.
if a UE location change occurred, the UE location encoded as "userLoc" attribute;

6.
if a "MANAGE UE POLICY COMPLETE" message or a "MANAGE UE POLICY COMMAND REJECT" message of the UE policy delivery protocol defined in Annex D of 3GPP TS 24.501 [15] has been received by the NF service consumer, the message encoded as "uePolDelResult" attribute;
7.
if the Policy Control Request Trigger "Change of UE presence in PRA" is provided, the presence reporting areas for which reporting was requested and the status has changed encoded as "praStatuses" attribute.
8.
if the trace control configuration needs to be updated, trace control and configuration parameters information encoded as "traceReq" attribute;and
9.
if trace needs to be terminated, the "traceReq" attribute set to the Null value;
NOTE:
An alternate NF service consumer than the one that requested the generation of the subscription resource can send the request. For instance, an AMF as service consumer can change.
Upon the reception of the HTTP POST request, the PCF:

-
shall update the corresponding individual AM Policy resource based on the information provided by the AMF;
-
if the PCF is a V-PCF and has an established policy association, shall determine based on operator policy and requested event triggers of the H-PCF whether to send as the NF service consumer towards the H-PCF a request for the update of the policy association as described in the present clause;

-
shall determine the applicable policy based on local policy and for the V-PCF any policy received from the H-PCF in the reply to the possible request for the update of a policy association;

-
for the succesfull case shall send a HTTP "200 OK" response with the PolicyUpdate data type as body with possible updates for that applicable policy and Policy Control Request Trigger(s) encoded as described in subclause 4.2.3.3;
-
if errors occur when processing the HTTP POST request, shall apply error handling procedures as specified in subclause 5.7; and

If the PCF received a "traceReq" attribute, it shall perform trace procedures as defined in 3GPP TS 32.422 [18].
*** End of Changes ***

_1588683285.vsd
1. POST …/policies/{polAssoId}/update



