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	Title:	
	API version update

	
	

	Source to WG:
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	Work item code:
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	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
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Rel-10	(Release 10)
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	Reason for change:
	CRs modifying the Nsmf_PDUSession API have been agreed and the version number of the corresponding OpenAPI file thus needs to be incremented following the rules in TS 29.501, subclause 4.3.1.

The following agreed CRs update the Nsmf_PDUSession API for the present release:
+ TS 29.502 CR#0090 (C4-190096) is a backward compatible correction
+ TS 29.502 CR#0091 (C4-190392) is a backward compatible correction
+ TS 29.502 CR#0092 (C4-190393) is a backward compatible correction
+ TS 29.502 CR#0097 (C4-190212) is a backward compatible correction
+ TS 29.502 CR#0102 (C4-190403) is a backward compatible correction
+ TS 29.502 CR#0103 (C4-190405) is a backward compatible correction
[bookmark: _GoBack]+ TS 32.291 CR#0032 (S5-191411) is a backward compatible correction

The following agreed CRs do not require a version update of the Nsmf_PDUSession API for the present release:
+ TS 29.502 CR#0093 (C4-190099)
+ TS 29.502 CR#0096 (C4-190396) 
+ TS 29.502 CR#0098 (C4-190398) 
+ TS 29.502 CR#0099 (C4-190399) 
+ TS 29.502 CR#0100 (C4-190400)
+ TS 29.502 CR#0104 (C4-190408) 


	
	

	Summary of change:
	The Nsmf_PDUSession API version number is incremented from v1.0.0 to v1.0.1


	
	

	Consequences if not approved:
	Incorrect API version number.
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[bookmark: _Toc532985502]* * * First Change * * * *
[bookmark: _Toc532985302][bookmark: _Toc532985309][bookmark: _Toc532985439][bookmark: _Toc532985441][bookmark: _Toc532985312]A.2	Nsmf_PDUSession API
openapi: 3.0.0

info:
  version: '1.0.0'1'
  title: 'Nsmf_PDUSession'
  description: 'SMF PDU Session Service'

externalDocs:
  description: 3GPP TS 29.502 V15.2.1; 5G System; Session Management Services; Stage 3
  url: http://www.3gpp.org/ftp/Specs/archive/29_series/29.502/
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