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* * * First Change * * * *
3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GC	5G Core Network
AMF	Access and Mobility Management Function
AUSF	Authentication Server Function
DNN	Data Network Name
FQDN	Fully Qualified Domain Name
GPSI	Generic Public Subscription Identifier
GUAMI	Globally Unique AMF Identifier
JSON	Javascript Object Notation
LADN	Local Area Data Network
MICO	Mobile Initiated Connection Only
NAI	Network Access Identifier
NAS	Non-Access Stratum
NEF	Network Exposure Function
NRF	Network Repository Function
NSSAI	Network Slice Selection Assistance Information
PEI	Permanent Equipment Identifier
QFI	QoS Flow Identifier
SBI	Service Based Interface
SMF	Session Management Function
SMSF	Short Message Service Function
SUCI	Subscription Concealed Identifier
SUPI	Subscription Permanent Identifier
UDM	Unified Data Management
UDR	Unified Data Repository

[bookmark: _Toc532989521]* * * Next Change * * * *
[bookmark: _Toc532989736][bookmark: _Hlk515202402]6.1.6.2.6	Type: DnnInfo
Table 6.1.6.2.6-1: Definition of type DnnInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	dnn
	Dnn
	M
	1
	Data Network Name

	defaultDnnIndicator
	DefaultDnnIndicator
	O
	0..1
	Indicates whether this DNN is the default DNN:
true: The DNN is the default DNN;
false: The DNN is not the default DNN;
If this attribute is absent  it means the DNN is not the default DNN.

	lboRoamingAllowed
	LboRoamingAllowed
	O
	0..1
	Indicates whether local breakout for the DNN is allowed when roaming:
true: Allowed;
false: Not allowed;
If this attribute is absent it means not allowed.

	iwkEpsInd
	IwkEpsInd
	O
	0..1
	Indicates whether interworking with EPS is subscribed:
true: Subscribed;
false: Not subscribed;
If this attribute is absent it means not subscribed.

	ladnIndicator
	LadnIndicator
	O
	0..1
	Indicates whether the DNN is a local area data network.
If this attribute is absent, it means that the DNN is not a local area data network.



[bookmark: _Toc532989737]* * * Next Change * * * *
[bookmark: _Toc532989739]6.1.6.2.9	Type: DnnConfiguration 
Table 6.1.6.2.9-1: DnnConfiguration
	Attribute name
	Data type
	P
	Cardinality
	Description

	pduSessionTypes
	PduSessionTypes
	M
	1
	Default/Allowed session types

	sscModes
	SscModes
	M
	1
	Default/Allowed SSC modes

	iwkEpsInd
	IwkEpsInd
	O
	0..1
	Indicates whether interworking with EPS is subscribed:
true: Subscribed;
false: Not subscribed;
If this attribute is absent it means not subscribed.

	ladnIndicator
	LadnIndicator
	O
	0..1
	Indicates whether the DNN is a local area data network

	5gQosProfile
	SubscribedDefaultQos
	O
	0..1
	5G QoS parameters associated to the session for a data network

	sessionAmbr
	Ambr
	O
	0..1
	The maximum aggregated uplink and downlink bit rates to be shared across all Non-GBR QoS Flows in each PDU Session

	3gppChargingCharacteristics
	3GppChargingCharacteristics
	O
	0..1
	Subscribed charging characteristics data associated to the session for a data network

	staticIpAddress
	array(IpAddress)
	O
	1..2
	Subscribed static IP address(es) of the IPv4 and/or IPv6 type

	upSecurity
	UpSecurity
	O
	0..1
	When present, this IE shall indicate the security policy for integrity protection and encryption for the user plane.



[bookmark: _Toc532989740]* * * Next Change * * * *
[bookmark: _Toc532989763]6.1.6.3.2	Simple data types 
The simple data types defined in table 6.1.6.3.2-1 shall be supported.
Table 6.1.6.3.2-1: Simple data types
	Type Name
	Type Definition
	Description

	DefaultDnnIndicator
	boolean
	Indicates whether a DNN is the default DNN

	LadnIndicator
	boolean
	Indicates whether the DNN is a local area data network

	LboRoamingAllowed
	boolean
	This flag indicates whether local breakout is allowed when roaming.

	UeUsageType
	integer
	Indicates the usage characteristics of the UE, enables the selection of a specific Dedicated Core Network for EPS interworking

	MpsPriorityIndicator
	boolean
	Indicates whether UE is subscribed to multimedia priority service

	McsPriorityIndicator
	boolean
	Indicates whether UE is subscribed to mission critical service

	3GppChargingCharacteristics
	string
	16-bit string identifying charging characteristics as specified in 3GPP TS 32.251 [11] Annex A and 3GPP TS 32.298 [12] section 5.1.2.2.7, in hexadecimal representation. Each character in the string shall take a value of "0" to "9" or "A" to "F" and shall represent 4 bits. The most significant character representing the 4 most significant bits of the charging characteristics shall appear first in the string, and the character representing the 4 least significant bits of the charging characteristics shall appear last in the string.

Example: 
The charging characteristic 0x123A shall be encoded as "123A".

	DlPacketCount
	integer
	The following values are defined:

0: "Extended DL Data Buffering NOT REQUESTED"

-1: "Extended DL Data Buffering REQUESTED, without a suggested number of packets" 

n>0: "Extended DL Data Buffering REQUESTED, with a suggested number of n packets"

	InternalGroupId
	GroupId
	See 3GPP TS 23.003 [8] subclause 28.x

	MicoAllowed
	boolean
	Indicates whether MICO mode is allowed for the UE.

	SmsSubscribed
	boolean
	Indicates whether the UE subscription allows SMS delivery over NAS.

	SharedDataId
	string
	Identifies globally and uniquely a piece of subscription data shared by multiple UEs. The value shall start with the HPLMN id (MCC/MNC) followed by a hyphen followed by a local Id as allocated by the home network operator.
	pattern: "[0-9]{5,6}-.+"

	IwkEpsInd
	boolean
	Indicates whether Interworking with EPS is supported

	SecuredPacket
	string
	Indicates the secured packet as specified in 3GPP TS 24.501 [27]. It is encoded using base64 and represented as a String.



[bookmark: _Toc532989764]* * * Next Change * * * *
[bookmark: _Toc532989986]A.2	Nudm_SDM API
openapi: 3.0.0

************text not shown for clarity***********


    DnnInfo:
      type: object
      required:
        - dnn
      properties:
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        defaultDnnIndicator:
          $ref: '#/components/schemas/DnnIndicator'
        lboRoamingAllowed:
          $ref: '#/components/schemas/LboRoamingAllowed'
        iwkEpsInd:
          $ref: '#/components/schemas/IwkEpsInd'
        ladnIndicator:
          $ref: '#/components/schemas/LadnIndicator'


************text not shown for clarity***********


    DnnConfiguration:
      type: object
      required:
        - pduSessionTypes
        - sscModes
      properties:
        pduSessionTypes:
          $ref: '#/components/schemas/PduSessionTypes'
        sscModes:
          $ref: '#/components/schemas/SscModes'
        iwkEpsInd:
          $ref: '#/components/schemas/IwkEpsInd'
        ladnIndicator:
          $ref: '#/components/schemas/LadnIndicator'
        5gQosProfile:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SubscribedDefaultQos'
        sessionAmbr:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Ambr'
        3gppChargingCharacteristics:
          $ref: '#/components/schemas/3GppChargingCharacteristics'
        staticIpAddress:
          type: array
          items:
            $ref: '#/components/schemas/IpAddress'
          minItems: 1
          maxItems: 2
        upSecurity:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UpSecurity'


************text not shown for clarity***********


    LadnIndicator:
      type: boolean


[bookmark: _Toc532989987][bookmark: historyclause]* * * End Of Change * * * *
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