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* * * First Change * * * *
5.4.1	General
This subclause specifies the application data model supported by the API.
Table 5.4.1-1 specifies the data types defined for the Nudr service based interface protocol.
Table 5.4.1-1: Nudr Subscriber Data specific Data Types
	Data type
	Section defined
	Description

	AuthenticationData
	5.4.2.2
	A UE's authentication data

	OperatorSpecificDataContainer
	5.4.2.3
	Container for operator specific data

	SmfRegList
	5.4.2.4
	The list of all the SMF registrations of a UE

	SubscriptionDataSubscriptions
	5.4.2.5
	A subscription to notifications.

	DataChangeNotify
	5.4.2.6
	Container for data which have changed and notification was requested when changed.

	IdentityData
	5.4.2.7
	Identity data corresponds to the provided ueId

	ProvisionedDataSets
	5.4.2.8
	

	SorData
	5.4.2.9
	SOR data for later checking

	PermanentKey
	5.4.2.10
	

	Milenage
	5.4.2.11
	

	Tuak
	5.4.2.12
	

	Op
	5.4.2.13
	

	Opc
	5.4.2.14
	

	Top
	5.4.2.15
	

	Topc
	5.4.2.16
	

	Rotations
	5.4.2.17
	

	Constants
	5.4.2.18
	

	AmfSubscriptionInfo
	5.4.2.19
	Information the UDR stores and retrieves related to active subscriptions at the AMF(s)

	EeProfileData
	5.4.2.20
	Event Exposure Profile Data



Table 5.4.1-2 specifies data types re-used by the Nudr service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudr service based interface. 
Table 5.4.1-2: Nudr re-used Data Types
	`
	Reference
	Comments

	AccessAndMobilitySubscriptionData
	3GPP TS 29.503 [6]
	Access and Mobility Subscription Data

	SmfSelectionSubscriptionData
	3GPP TS 29.503 [6]
	SMF Selection Subscription Data

	SessionManagementSubscriptionData
	3GPP TS 29.503 [6]
	Session Management Subscription Data

	Amf3GppAccessRegistration
	3GPP TS 29.503 [6]
	

	AmfNon3GppAccessRegistration
	3GPP TS 29.503 [6]
	The complete set of information relevant to the AMF where the UE has registered via non 3GPP access.

	SmfRegistration
	3GPP TS 29.503 [6]
	

	SmsfRegistration
	3GPP TS 29.503 [6]
	

	SmsManagementSubscriptionData
	3GPP TS 29.503 [6]
	

	SupportedFeatures
	3GPP TS 29.571 [7]
	Used to negotiate the applicability of the optional features

	ProblemDetails
	3GPP TS 29.571 [7]
	Detailed information about the status code.

	PpData
	3GPP TS 29.503 [6]
	

	SmsSubscriptionData
	3GPP TS 29.503 [6]
	

	PatchItem
	3GPP TS 29.571 [7]
	Data structure used for JSON patch.

	SdmSubscription
	3GPP TS 29.503 [6]
	

	EeSubscription
	3GPP TS 29.503 [6]
	

	Uri
	3GPP TS 29.571 [7]
	

	TraceData
	3GPP TS 29.571 [7]
	

	Dnn
	3GPP TS 29.571 [7]
	Data Network Name

	Snssai
	3GPP TS 29.571 [7]
	Single NSSAI

	VarUeId
	3GPP TS 29.571 [7]
	String represents the SUPI or GPSI.


	NfInstanceId
	3GPP TS 29.571 [7]
	

	NotifyItem
	3GPP TS 29.571 [7]
	Common data type used for data change notification.

	OdbData
	3GPP TS 29.571 [7]
	Operator Determined Barring Data

	EventType
	3GPP TS 29.503 [6]
	


* * * End Of Change * * * *
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