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6.2.3
NF (NF Service) Restart

Figure 6.2.3-1 describes a NF restart scenario and how other NFs can be notified of this restart.
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3. NF restart

 2. Nnrf_NFManagement_NFStatusSubscribe Req/Rsp 

 5. Nnrf_NFManagement_NFStatusNotify Req/Rsp 

6. Restoration or Clean-up actions

 4. Nnrf_NFManagement_NFRegister Req/Rsp 

 1. Nnrf_NFManagement_NFRegister Req/Rsp 


Figure 6.2.3-1: NF Restart Detection and Notification 

1.
NF B (or OAM) registers NF B Profile to the NRF. The NF B Profile may include the recoveryTime attribute, if a restart of NF B results in losing contexts. 

2
NF A subscribes to the NRF to receive notifications of changes of the NF B Profile.

3.
NF B restarts.

4.
If contexts are lost during the restart, NF B (or OAM) updates the recoveryTime in its NF Profile in the NRF.

5.
The NRF notifies NFs having subscribed to receive notifications of changes of NF B Profile about the updated recoveryTime of the NF B Profile.

6.
NF A may consider that all the resources created in the NF B before the NF B recovery time as have been lost. NF A triggers then appropriate restoration or clean-up actions.

Figure 6.2.3-2 describes a NF service restart scenario and how other NFs can be notified of this restart.
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3. NF Service restart

 2. Nnrf_NFManagement_NFStatusSubscribe Req/Rsp 

 5. Nnrf_NFManagement_NFStatusNotify Req/Rsp 

6. Restoration or Clean-up actions

 4. Nnrf_NFManagement_NFUpdate Req/Rsp 

 1. Nnrf_NFManagement_NFRegister Req/Rsp 


Figure 6.2.3-2: NF Service Restart Detection and Notification 

1.
NF B (or OAM) registers its NF B Profile (and its services) to the NRF. The NF B Profile may include the recoveryTime attribute for the NF Services it supports, if a restart of a NF B service results in losing contexts. 

2
NF A subscribes to the NRF to receive notifications of changes of the NF B Profile.

3.
A NF B service restarts.

4.
If contexts are lost during the service restart, NF B (or OAM) updates the recoveryTime of the corresponding NF Service in the NRF.

5.
The NRF notifies NFs having subscribed to receive notifications of changes of the NF B Profile about the updated recoveryTime of the NF B Service.

6.
NF A may consider that all the resources created in the NF B service before the NF B service recovery time as have been lost. NF A triggers then appropriate restoration or clean-up actions.

* * * End of Changes * * * *
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