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	Reason for change:
	Clarify the conditions of returning Configured NSSAI. During the Nnssf_NSSelection procedure, if the defaultConfiguredSnssaiInd was set to “true”, the NSSF should also return the Configured NSSAI. This is specified in Case B of clause 5.15.5.2.1 of TS 23.501
-
If no Requested NSSAI is provided or the Requested NSSAI includes an S-NSSAI that is not valid in the Serving PLMN or the Default Configured NSSAI Indication is received from AMF, the NSSF based on the Subscribed S-NSSAI(s) and operator configuration may also determine the Configured NSSAI for the Serving PLMN and, if applicable, the associated mapping of the Configured NSSAI to HPLMN S-NSSAIs, so these can be configured in the UE.



	
	

	Summary of change:
	Clarify the conditions of returning Configured NSSAI.

	
	

	Consequences if not approved:
	Missing the condition of returning Configured NSSAI when default configured NSSAI indication was included in the request. This mismatches stage 2 requirements.
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	Other comments:
	This CR does not require a version update of the OpenAPI file for API Nnssf_NSSelection.


* * * First Change * * * *

6.1.6.2.2
Type: AuthorizedNetworkSliceInfo

Table 6.1.6.2.2-1: Definition of type AuthorizedNetworkSliceInfo

	Attribute name
	Data type
	P
	Cardinality
	Description

	allowedNssaiList
	array(AllowedNssai)
	C
	1..N
	This IE shall be included if:

-
the NSSF received the Requested NSSAI and the subscribed S-NSSAI(s); or 
-
the "requestMapping" flag in the corresponding request was set to "true".
When present, this IE shall contain the allowed S-NSSAI(s) authorized by the NSSF in the serving PLMN per access type.

	configuredNssai
	array(ConfiguredSnssai)
	C
	1..N
	This IE shall be included if:
-
the NSSF did not receive any Requested NSSAI; or
-
the Requested NSSAI includes an S-NSSAI that is not valid in the Serving PLMN; or 
-
the NSSF has received "defaultConfiguredSnssaiInd" set to “true”.
When present, this IE shall contain the configured S-NSSAI(s) authorized by the NSSF in the serving PLMN,

	targetAmfSet
	string
	O
	0..1
	This IE may be included by the NSSF based on configuration and if the NSSF received the Requested NSSAI and the subscribed S-NSSAI(s). When present, this IE shall contain the target AMF set.

This IE shall not be included if the "requestMapping" IE was included in the request message and was set to "true".

	candidateAmfList
	array(NfInstanceId)
	O
	1..N
	This IE may be included by the NSSF based on configuration and if the NSSF received the Requested NSSAI and the subscribed S-NSSAI(s). When present, this IE shall contain the list of candidate AMF(s).

This IE shall not be included if the "requestMapping" IE was included in the request message and was set to "true".

	rejectedNssaiInPlmn
	array(Snssai)
	O
	1..N
	This IE may be included by the NSSF if the NSSF received the Requested NSSAI and the subscribed S-NSSAI(s). When present, this IE shall contain the rejected NSSAI in the PLMN.

	rejectedNssaiInTa
	array(Snssai)
	O
	1..N
	This IE may be included by the NSSF if the NSSF received the Requested NSSAI and the subscribed S-NSSAI(s). When present, this IE shall contain the rejected NSSAI in the current TA.

	nsiInformation
	NsiInformation
	C
	0..1
	This IE shall be included by the NSSF if the NSSF received the S-NSSAI. (i.e. during PDU session establishment procedure)

This IE shall not be included if the "requestMapping" IE was included in the request message and was set to "true".

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in subclause 6.1.8 is supported

	nrfAmfSet
	Uri
	O
	0..1
	This IE may be included by the NSSF based on configuration and if the target AMF Set is included.

When present, this IE shall contain the API URI of the NRF to be used to determine the list of candidate AMF(s) from the AMF Set.
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