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[bookmark: _Toc533074298]8.143	PDU Session Establishment parameters
	Byte(s)
	Description
	Length

	1
	PDU Session Establishment parameters tag
	1

	2 to (Y+1)
	Length (Z+X)
	Y

	(Y+2) to (Y+Z+1)
	DNN
	Z

	(Y+Z+2) to (Y+Z+X+1)
	PDU Session Establishment parameters
	X



The DNN is coded as specified in TS 24.501 [70] clause 9.11.2.1A9.11.3.21.
The PDU Session Establishment parameters are coded as the PDU SESSION ESTABLISHMENT REQUEST message as specified in TS 24.501 [70].
NOTE: 	If the "SM PDU DN container" in the PDU SESSION ESTABLISHMENT REQUEST message is too large (i.e. greater than 207-Z, where Z is the length of the DNN Information Element), the ME may decide not to include the "SM PDU DN container" and any subsequent information elements of the PDU SESSION ESTABLISHMENT REQUEST message inside the "PDU Session Establishment parameters". If the "Extended protocol configuration options" in the PDU SESSION ESTABLISHMENT REQUEST message is too large (i.e. greater than 207-Z-L, where Z is the length of the DNN Information Element, L is the length of the "SM PDU DN container", and L<=(207-Z)), the ME may decide not to include the "Extended protocol configuration options" inside the "PDU Session Establishment parameters".

