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	Reason for change:
	(1) The case that UE enters substate 5GMM-DEREGISTERED.ATTEMPTING-REGISTRATION due to congestion control back-off timer is specified in subclause 5.5.1.2.5, not subclause 5.5.1.2.7, in suclause 5.1.3.2.1.3.4, TS 24.501 v15.2.1.
(2) The case that UE enters substate 5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE due to congestion control back-off timer is specified in subclause 5.5.1.3.5, not subclause 5.5.1.3.7, in subclause 5.1.3.2.1.4.4, TS 24.501 v15.2.1.

	
	

	Summary of change:
	(1) [bookmark: _GoBack]Change subclause 5.5.1.2.7 into subclause 5.5.1.2.5, in suclause 5.1.3.2.1.3.4, TS 24.501 v15.2.1.
(2) Change subclause 5.5.1.3.7 into subclause 5.5.1.3.5, in suclause 5.1.3.2.1.4.4, TS 24.501 v15.2.1.
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	Consequences if not approved:
	Incorrectly refer to to subclause 5.5.1.2.7 and subclause 5.5.1.3.7 which describe the abnormal case in registration procedure without mentioning the substate transfer due to congestion control back-off timer.

	
	

	Clauses affected:
	5.1.3.2.1.3.4, 5.1.3.2.1.4.4

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	



Page 1



*** Next change ***
[bookmark: _Toc533171802]5.1.3.2.1.3.4	5GMM-DEREGISTERED.ATTEMPTING-REGISTRATION
The substate 5GMM-DEREGISTERED.ATTEMPTING-REGISTRATION is chosen in the UE if the initial registration procedure failed due to a missing response from the network or due to the circumstances described in subclauses 5.5.1.1, 5.5.1.2.4, 5.5.1.2.7 5 and 5.5.1.3.4.
*** Next change ***
[bookmark: _Toc533171812]5.1.3.2.1.4.4	5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE
The substate 5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE is chosen by the UE if the registration procedure for mobility and periodic registration update failed due to a missing response from the network, or due to the circumstances described in subclauses 5.3.9 and 5.5.1.3.75. No 5GMM procedure except registration procedure for mobility and periodic registration update (i.e. the 5GS registration type IE set to "mobility registration updating" in the REGISTRATION REQUEST message) shall be initiated by the UE in this substate. No data shall be sent or received.
NOTE:	The registration procedure for mobility and periodic registration update over non-3GPP access can be triggered by, e.g. the change of S1 UE network capability or renegotiating some parameters.
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