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	Reason for change:
	subclause 6.4.1.3 states:

---------

If the PDU session is a non-emergency PDU session, the SMF shall set the DNN IE of the PDU SESSION ESTABLISHMENT ACCEPT message to the DNN of the PDU session.

---------

while subclause 8.3.2.11 states:

---------

The IE shall be included in the message when the SMF received from the AMF a DNN together with the PDU SESSION ESTABLISHMENT REQUEST message, and the PDU session is a non-emergency PDU session.

---------

When the UE sends the PDU SESSION ESTABLISHMENT REQUEST along with the request type set to "existing PDU session" and without DNN, the PDU SESSION ESTABLISHMENT REQUEST transfers a PDU session from non-3GPP access connected to 5GCN to 3GPP access connected to 5GCN (or vice versa), and the same AMF was serving both accesses, then the AMF had valid PDU session routing context, did not need to determine the DNN and does not provide the DNN to the SMF since subclause 5.4.5.2.3 states:
-------------

5.4.5.2.3
UE-initiated NAS transport of messages accepted by the network
Upon reception of a UL NAS TRANSPORT message, if the Payload container type IE is set to:

a)
"N1 SM information", the AMF looks up a PDU session routing context for:

1)
the UE and the PDU session ID IE in case the Old PDU session ID IE is not included, and:

NOTE 1:
If the Old PDU session ID IE is not included in the UL NAS TRANSPORT message and the AMF has received a reallocation requested indication from the SMF, the AMF needs to ignore the reallocation requested indication.

...
ii)
if the AMF has a PDU session routing context for the PDU session ID and the UE, the PDU session routing context indicates that the PDU session is not an emergency PDU session, the Request type IE is included and is set to "existing PDU session", and the S-NSSAI associated with the PDU session identified by the PDU session ID is allowed for the target access type, the AMF shall forward the 5GSM message, the PDU session ID, the S-NSSAI, the mapped configured S-NSSAI from the S-NSSAI(s) of the HPLMN (if available in roaming scenarios), the DNN (if received) and the request type towards the SMF identified by the SMF ID of the PDU session routing context;
...
-------------
Even thought AMF does not provide DNN in this particular moment, the SMF knows the DNN since the DNN was provided by the AMF when the PDU session was established.

	
	

	Summary of change:
	Subclause 8.3.2.11 is aligned subclause 6.4.1.3 on DNN being included in the PDU SESSION ESTABLISHMENT ACCEPT message whenever the PDU session is a non-emergency PDU session.
Interoperability impact analysis:

1) UE compliant to 24.501 v15.2.0 interworking with network compliant to this CR.

Interoperability is improved as an SMF compliant to the CR is able to perform transfer of a PDU session, among 5G-ANs served by the same AMF, when the UE does not provide the DNN when requesting the transfer.

	
	

	Consequences if not approved:
	Not possible to build compliant SMF, able to perform transfer of a PDU session among 5G-ANs served by the same AMF, when the UE does not provide the DNN when requesting the transfer.
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	Other comments:
	


***** change *****
8.3.2.11
DNN
The IE shall be included in the message when the PDU session is a non-emergency PDU session.
