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	Reason for change:
	CRs modifying AMF Service APIs (Namf_Communicatoin, Namf_EventExposure, Namf_MT and Namf_Location) have been agreed and the version number of the corresponding OpenAPI files thus need to be incremented following the rules in TS 29.501, subclause 4.3.1.
The following agreed CRs update the API Namf_Communication for the present release:
CRs introduce backward compatible corrections:
+ TS 29.518 CR#0154 (C4-191059)
+ TS 29.518 CR#0172 (C4-192293)
+ TS 29.518 CR#0137 (C4-192231)
+ TS 29.518 CR#0145 (C4-192336)
+ TS 29.518 CR#0148 (C4-192337)
+ TS 29.518 CR#0151 (C4-192338)
+ TS 29.518 CR#0177 (C4-192400)

The following agreed CRs update the API Namf_EventExposure for the present release:
CRs introduce backward compatible corrections:
+ TS29.518 CR#0166 (C4-191424)
+ TS 29.518 CR#0174 (C4-192128)
+ TS 29.518 CR#0179 (C4-192338)
+ TS 29.571 CR#0181 (C4-192341)
+ TS 29.518 CR#0177 (C4-192400)


The following agreed CRs update the API Namf_MT for the present release:
CRs introduce backward compatible corrections:
+ TS 29.518 CR#0172 (C4-192293)
+ TS 29.518 CR#0177 (C4-192400)


The following agreed CRs update the API Namf_Location for the present release:
CRs introduce backward compatible corrections:
+ TS 29.518 CR#0177 (C4-192400)


	
	

	Summary of change:
	The Namf_Communication API version number is incremented from v1.0.1 to v1.0.2

The Namf_EventExposure API version number is incremented from v1.0.1 to v1.0.2

The Namf_MT API version number is incremented from v1.0.to v1.0.2

The Namf_Location API version number is incremented from v1.0.1 to v1.0.2
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[bookmark: _Hlk536022488]* * * First Change * * * *
[bookmark: _Toc532996018]A.2	Namf_Communication API

openapi: 3.0.0
info:
  version: 1.0.21
  title: Namf_Communication
  description: AMF Communication Service
security:
  - {}
  - oAuth2ClientCredentials:
      - namf-comm
externalDocs:
  description: 3GPP TS 29.518 V15.3.0; 5G System; Access and Mobility Management Services
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.518/'
servers:
  - url: '{apiRoot}/namf-comm/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in subclause subclause 4.4 of 3GPP TS 29.501

[…]

[bookmark: _Toc532996019]* * * Next Change * * * *
A.3	Namf_EventExposure API
openapi: 3.0.0
info:
  version: 1.0.21
  title: Namf_EventExposure
  description: AMF Event Exposure Service
security:
  - {}
  - oAuth2ClientCredentials:
      - namf-evts
externalDocs:
  description: 3GPP TS 29.518 V15.3.0; 5G System; Access and Mobility Management Services
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.518/'
servers:
  - url: '{apiRoot}/namf-evts/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in subclause subclause 4.4 of 3GPP TS 29.501


[…]
[bookmark: _Toc532996020]
* * * Next Change * * * *
A.4	Namf_MT
[bookmark: _Toc532996021]openapi: 3.0.0
info:
  version: 1.0.21
  title: Namf_MT
  description: AMF Mobile Termination Service
security:
  - {}
  - oAuth2ClientCredentials:
      - namf-mt
externalDocs:
  description: 3GPP TS 29.518 V15.3.0; 5G System; Access and Mobility Management Services
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.518/'
servers:
  - url: '{apiRoot}/namf-mt/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in subclause subclause 4.4 of 3GPP TS 29.501


[…]

* * * Next Change * * * *
A.5	Namf_Location
openapi: 3.0.0
info:
  version: 1.0.21
  title: Namf_Location
  description: AMF Location Service
security:
  - {}
  - oAuth2ClientCredentials:
      - namf-loc
externalDocs:
  description: 3GPP TS 29.518 V15.3.0; 5G System; Access and Mobility Management Services
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.518/'
servers:
  - url: '{apiRoot}/namf-loc/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in subclause subclause 4.4 of 3GPP TS 29.501


[…]

* * * End of Changes * * * 
