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***** 1st change *****
8.3.9
PDU session modification command

8.3.9.1
Message definition
The PDU SESSION MODIFICATION COMMAND message is sent by the SMF to the UE to indicate a modification of a PDU session. See table 8.3.9.1.1
Message type:
PDU SESSION MODIFICATION COMMAND
Significance:
dual

Direction:

network to UE
Table 8.3.9.1.1: PDU SESSION MODIFICATION COMMAND message content

	IEI
	Information Element
	Type/Reference
	Presence
	Format
	Length

	
	Extended protocol discriminator
	Extended protocol discriminator

9.2
	M
	V
	1

	
	PDU session ID
	PDU session identity

9.4
	M
	V
	1

	
	PTI
	Procedure transaction identity

9.6
	M
	V
	1

	
	PDU SESSION MODIFICATION COMMAND message identity
	Message type

9.7
	M
	V
	1

	59
	5GSM cause
	5GSM cause

9.11.4.2
	O
	TV
	2

	2A
	Session AMBR
	Session-AMBR

9.11.4.14
	O
	TLV
	8

	56
	RQ timer value
	GPRS timer

9.11.2.3
	O
	TV
	2

	8-
	Always-on PDU session indication
	Always-on PDU session indication
9.11.4.3
	O
	TV
	1

	7A
	Authorized QoS rules
	QoS rules

9.11.4.13
	O
	TLV-E
	7-65538

	75
	Mapped EPS bearer contexts
	Mapped EPS bearer contexts

9.11.4.8
	O
	TLV-E
	7-65538

	79
	Authorized QoS flow descriptions
	QoS flow descriptions

9.11.4.12
	O
	TLV-E
	6-65538

	7B
	Extended protocol configuration options
	Extended protocol configuration options

9.11.4.6
	O
	TLV-E
	4-65538

	xx
	Session-TMBR
	Session-TMBR
9.11.4.19
	O
	TLV
	8

	XX
	ATSSS container
	ATSSS container
9.11.4.22
	O
	TLV-E
	3-65538


NOTE:
It is possible for networks compliant with earlier versions of this specification to send the Mapped EPS bearer contexts IE with IEI of value "7F" for this message.
8.3.9.2
5GSM cause
This IE is included when the network performs the PDU session anchor relocation for SSC mode 3.
8.3.9.3
Session-AMBR
This IE is included when the session-AMBR of the PDU session is modified.
8.3.9.4
RQ timer value
This IE is included when the network needs to provide the RQ timer value.

8.3.9.5
Always-on PDU session indication

The network shall include this IE if the network decides to inform the UE whether the PDU session is an always-on PDU session.

8.3.9.6
Authorized QoS rules
This IE is included when the authorized QoS rules of the PDU session are modified.
8.3.9.7
Mapped EPS bearer contexts
This IE is included when interworking with EPS is supported for the PDU session and the mapped EPS bearer contexts is modified.
8.3.9.8
Authorized QoS flow descriptions
This IE is included when the authorized QoS flow descriptions of the PDU session are modified.

8.3.9.9
Extended protocol configuration options
This IE is included in the message when the network needs to transmit (protocol) data (e.g. configuration parameters, error codes or messages/events) to the UE.
8.3.9.10
Session-TMBR
The IE is included when the network needs to send session-TMBR.
8.3.9.x
ATSSS container
The IE is included in the message when the network needs to indicate that the ATSSS parameters of the MA PDU session are modified.
***** End of changes *****
