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L.3.1.7
RLOS

L.3.1.7.1
General

The support for RLOS as described in this subclause is optional for the UE.
L.3.1.7.2
Registration

A UE containing a UICC on sending an unprotected REGISTER request for RLOS,  shall perform the actions as specified in subclause 5.1.1.2 wih the following additions:

a)
the UE shall in the REGISTER request include a "+g.3gpp.rlos" Contact header field parameter, as defined in subclause 7.9.9.
NOTE:
The UE can choose to use initial registration using IMS AKA or initial registration using GPRS-IMS bundled authentication.

A UE not containing a UICC on sending an uprotected REGISTER request for RLOS shall perform the actions as specified in subclause 5.1.1.2 for registration using GPRS-IMS bundled authentication with the following additions:

a)
the UE shall generate a home network domain name according to the rules specified in 3GPP TS 23.003 [3] using the PLMN to which the UE is currently attached and set the Request-URI to the SIP URI of the so generated home network domain name;

b)
the UE shall include a To header field set to "sip:unavailable@unknown.invalid" (specified in 3GPP TS 23.003 [3]);
c)
the UE shall include a From header field set to "sip:unavailable@unknown.invalid" (specified in 3GPP TS 23.003 [3]); and
d)
the UE shall in the REGISTER request include a "+g.3gpp.rlos" Contact header field parameter, as defined in subclause 7.9.9
On reception of a 200 (OK) response to the REGISTER request for RLOS, the UE shall perform the actions as specified in subclause 5.1.1.2 and shall locally store an indication that RLOS session setup is possible. The indication is valid for an implementation specific time.
On receiving a 403 (Forbidden) response containing a Response-Source header field with a "fe" header field parameter set to "<urn:3gpp:fe:s-cscf>" for an initial registration that included a "+g.3gpp.rlos" Contact header field parameter in the REGISTER request, then the UE shall locally store an indication that setup of a RLOS session is possible. The indication is stored for an implementation dependent time.

