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[bookmark: _Toc11419127][bookmark: _Toc11419148][bookmark: _GoBack]4.14.2	Stand-alone non-public network
The functions and procedures of NAS described in the technical specification are applicable to an SNPN and an SNPN enabled UE unless indicated otherwise. The key differences brought by the SNPN to the NAS layer are as follows:
a)	instead of the PLMN selection process, the SNPN selection process is performed by a UE operating in SNPN access mode (see 3GPP TS 23.122 [5] for further details on the SNPN selection);
b)	a "permanently forbidden SNPNs" list andis managed by a UE operating in SNPN access mode;
c)	 a "temporarily forbidden SNPNs" list isare managed by a UE operating in SNPN access mode instead of forbidden PLMN lists; and
dc)	inter-system change to and from S1 mode is not supported.
[bookmark: _Toc11419147]***** Next change *****
5.1.3.2.1.3.2	5GMM-DEREGISTERED.NORMAL-SERVICE
The substate 5GMM-DEREGISTERED.NORMAL-SERVICE is chosen in the UE when a suitable cell has been found and the PLMN, SNPN, or tracking area is not in the forbidden list.
***** Next change *****
5.1.3.2.1.3.3	5GMM-DEREGISTERED.LIMITED-SERVICE
The substate 5GMM-DEREGISTERED.LIMITED-SERVICE is chosen in the UE, when it is known that a selected cell for 3GPP access or TA for non-3GPP access is unable to provide normal service (e.g. the selected cell over 3GPP access is in a forbidden PLMN or SNPN or is in a forbidden tracking area or TA for non-3GPP access is forbidden).
[bookmark: _Toc11419185]***** Next change *****
5.2.2.3.3	ATTEMPTING-REGISTRATION
The UE in 3GPP access:
a)	shall initiate an initial registration procedure on the expiry of timers T3502, T3511 or T3346;
b)	may initiate an initial registration procedure for emergency services even if timer T3346 is running;
c)	shall initiate an initial registration procedure when entering a new PLMN or SNPN, except
i)	if timer T3346 is running and the new PLMN is equivalent to the PLMN where the UE started timer T3346;
ii)	if the PLMN identity of the new cell is in the forbidden PLMN lists or the SNPN identity of the new cell is in the "permanently forbidden SNPNs" list or the "temporarily forbidden SNPNs" list; or
ii)	if the tracking area is in one of the lists of 5GS forbidden tracking areas;
d)	shall initiate an initial registration procedure when the tracking area of the serving cell has changed, if timer T3346 is not running, the PLMN identity of the new cell is not in one of the forbidden PLMN lists or the SNPN identity of the new cell is in neither the "permanently forbidden SNPNs" list nor the "temporarily forbidden SNPNs" list and the tracking area of the new cell is not in one of the lists of 5GS forbidden tracking areas; and
e)	shall initiate an initial registration procedure if the 5GS update status is set to 5U2 NOT UPDATED, and timers T3511, T3502 and T3346 are not running.
The UE in non-3GPP access:
a)	shall initiate an initial registration procedure on the expiry of timers T3502, T3511 or T3346;
b)	may initiate an initial registration procedure for emergency services even if timer T3346 is running;
c)	shall initiate an initial registration procedure when entering a new PLMN, except if timer T3346 is running and the new PLMN is equivalent to the PLMN where the UE started timer T3346; and
d)	shall initiate an initial registration procedure if the 5GS update status is set to 5U2 NOT UPDATED, and timers T3511, T3502 and T3346 are not running.
[bookmark: _Toc11419197]***** Next change *****
5.2.3.2.3	ATTEMPTING-REGISTRATION-UPDATE
The UE in 3GPP access:
a)	shall not send any user data;
b)	shall initiate a registration procedure for mobility and periodic registration update on the expiry of timers T3502, T3511 or T3346;
c)	shall initiate a registration procedure for mobility and periodic registration update when entering a new PLMN, if timer T3346 is running and the new PLMN is not equivalent to the PLMN where the UE started timer T3346, the PLMN identity of the new cell is not in the forbidden PLMN lists or the SNPN identity of the new cell is in neither the "permanently forbidden SNPNs" list nor the "temporarily forbidden SNPNs" list, and the tracking area is not in one of the lists of 5GS forbidden tracking areas;
d)	shall initiate a registration procedure for mobility and periodic registration update when the tracking area of the serving cell has changed, if timer T3346 is not running, the PLMN identity of the new cell is not in one of the forbidden PLMN lists or the SNPN identity of the new cell is in neither the "permanently forbidden SNPNs" list nor the "temporarily forbidden SNPNs" list and the tracking area is not in one of the lists of 5GS forbidden tracking areas;
e)	may initiate a registration procedure for mobility and periodic registration update upon request of the upper layers to establish an emergency PDU session;
f)	may perform de-registration locally and initiate a registration procedure for initial registration for emergency services even if timer T3346 is running;
g)	shall initiate registration procedure for mobility and periodic registration update upon reception of paging, or upon reception of NOTIFICATION message with access type indicating 3GPP access; 
h)	may initiate a registration procedure for mobility and periodic registration update upon request for an MMTEL voice call or MMTEL video call from the upper layers, if timer T3346 is not running;
i)	shall initiate a registration procedure for mobility and periodic registration update if the 5GS update status is set to 5U2 NOT UPDATED, and timers T3511, T3502 and T3346 are not running;
j)	if configured for eCall only mode as specified in 3GPP TS 31.102 [22], shall perform the eCall inactivity procedure at expiry of timer T3444 or timer T3445 (see subclause 5.5.3); and
k)	shall not initiate de-registration procedure unless timer T3346 is running and the current TAI is part of the TAI list.
The UE in non-3GPP access:
a)	shall not send any user data;
b)	shall initiate the registration procedure for mobility and periodic registration update on the expiry of timers T3502, T3511 or T3346;
c)	may initiate a registration procedure for mobility registration update upon request of the upper layers to establish an emergency PDU session;
d)	may perform de-registration locally and initiate a registration procedure for initial registration for emergency services even if timer T3346 is running;
e)	may initiate a registration procedure for mobility and periodic registration update upon request for an MMTEL voice call or MMTEL video call from the upper layers, if timer T3346 is not running;
f)	shall initiate a registration procedure for mobility and periodic registration update if the 5GS update status is set to 5U2 NOT UPDATED, and timers T3511, T3502 and T3346 are not running; and
g)	shall not initiate de-registration procedure unless timer T3346 is running.

