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	Reason for change:
	1) P-CSCF restorating involving EPC-5GC interworking:
In EPC-5GC interworking, it may be that the HSS has the MME info (or  has the AAA info for untrusted WLAN), and UDM has the PGW-C+SMF info. Example scenarios are:
UE starts PDN connection in EPC, moves to 5GC and then moves back to EPC; or
UE starts PDU Session in 5GC and then moves to EPC.

How the P-CSCF restoration is handled in HSS+UDM is not specified.

It’s proposed to clarify that HSS+UDM shall send P-CSCF restoration indication either to MME/AAA or to the PGW-C+SMF.

2) P-CSCF restoration if S6b is replaced with N10 (Rel-16)
[bookmark: S2-1906368]In SA2#133, S2-1906368 (on 23.501) and S2-1906782 (on 23.502) made replacement of S6b with N10 possible. If S6b is not deployed in the network (and replaced by N10), then the P-CSCF restoration indication will not be able to reach PGW over HSS->AAA->PGW, and in this case, the P-CSCF restoration indication must be sent over N10 to PGW-C+SMF.
It’s proposed to clarify that when HSS has the AAA information but S6b is not deployed (or partly deployed), and the UDM has the PGW-C+SMF info, the HSS+UDM shall send the P-CSCF restoration indication to the PGW-C+SMF.  


See Discussion Paper in C4-193322.

	
	

	Summary of change:
	- Add a new clause describing the P-CSCF Restoration in EPC with 5GC interworking.
- Add a new clause describing the P-CSCF Restoration in EPC for untrusted WLAN when N10 is used instead of S6b 

	
	

	Consequences if not approved:
	P-CSCF restoration in EPC-5GC not specified.
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	Other comments:
	- Clause 5.X (new) is the same as introduced in CR#0109
- The new clauses 5.X and 5.Y should be implemented right after 5.8
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	Rev. 1:
[bookmark: _GoBack]- Remove from the CR the unchanged text from 5.8, and clarify in "Other comments" where the new 5.X and 5.Y should be implemented
- Replace a "tab" with a "whitespace" in 5.X
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[bookmark: _Toc532985502][bookmark: _Toc3975984]* * * First Change * * * *
5.X	P-CSCF Restoration in EPC with 5GC interworking
If IMS service is required in EPC with 5GC interworking as specified in 3GPP TS 23.501 [28], HSS+UDM and PGW-C+SMF are involved in the P-CSCF procedures.
After mobility from 5GC to EPC happens for a UE as specified in 3GPP TS 23.502 [29], the MME via S6a (or AAA for WLAN via SWx) registers itself to HSS+UDM and PGW-C+SMF registered itself via N10 in the HSS+UDM when the UE was in 5GC. In this case, when P-CSCF restoration indication is received from S-CSCF, the HSS+UDM shall, either:
-	send a P-CSCF restoration indication to the MME serving the UE as specified in clause 5.4 "HSS-based P-CSCF restoration for 3GPP access", or to the AAA for WLAN as specified in clause 5.6.2 "Basic mechanism for the HSS-based solution", or
-	send a P-CSCF restoration indication via N10 interface to the PGW-C+SMF serving IMS PDN connection as described in subclause 5.8.4.2 step 6, and the PGW-C+SMF thus initiates IMS PDN connection update procedure in EPC or the IMS PDN connection deactivation with reactivation required, to trigger the UE re-selects P-CSCF and registers again to IMS as described in subclause 5.4.3.2 from step 8 to 10, in subclause 5.6.2.2 from step 8 to 10, or in subclause 5.6.5.2 step 8 to 11.
5.Y	P-CSCF Restoration in EPC for untrusted WLAN when N10 is used instead of S6b
If the IMS service is required to be served by untrusted WLAN where N10 is used instead of S6b interface as specified in 3GPP TS 23.502 [29], the AAA registers itself in HSS+UDM via SWx interface, and PGW-C+SMF registers itself in HSS+UDM via N10. 
When P-CSCF restoration indication is received, the HSS+UDM shall send a P-CSCF restoration indication via N10 interface to the PGW-C+SMF serving the IMS PDN connection as described in subclause 5.X to continue with the P-CSCF restoration.
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