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6.4.6.2.2	Type: RequestPosInfo
Table 6.4.6.2.2-1: Definition of type RequestPosInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	lcsClientType
	ExternalClientType
	M
	1
	This IE shall contain the type of LCS client (Emergency, Lawful Interception etc.,.) issuing the location request

	lcsLocation
	LocationType
	M
	1
	This IE shall contain the type of location measurement requested, such as current location, initial location, last known location, etc.

	supi
	Supi
	C
	0..1
	If the SUPI is available, this IE shall be present.

	gpsi
	Gpsi
	C
	0..1
	If the GPSI is available, this IE shall be present.

	priority
	LcsPriority
	O
	0..1
	If present, this IE shall contain the priority of the LCS client issuing the positioning request.

	lcsQoS
	LocationQoS
	O
	0..1
	If present, this IE shall contain the quality of service requested, such as the accuracy of the positioning measurement and the response time of the positioning operation

	velocityRequested
	VelocityRequested
	O
	0..1
	If present, this IE shall contain an indication of whether or not the Velocity of the target UE is requested.

	lcsSupportedGADShapes
	SupportedGADShapes
	O
	0..1
	If present, this IE shall contain onethe list of supported GAD shapes supported by the LCS client.

	additionalLcsSuppGADShapes
	array(SupportedGADShapes)
	C
	1..N
	Shall be absent if lcsSupportedGADShapes is absent. 
Shall be present if the LCS client supports more than one GAD shape.

	locationNotificationUri
	Uri
	O
	0..1
	The callback URI on which location change event notification is reported.

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.4.8 is supported. 



[bookmark: _Toc11342997]* * * Next Change * * * *
[bookmark: _Toc11343017]A.5	Namf_Location
openapi: 3.0.0

*************text not shown for clarity**************

    RequestPosInfo:
      type: object
      properties:
        lcsClientType:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/ExternalClientType'
        lcsLocation:
          $ref: '#/components/schemas/LocationType'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        priority:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LcsPriority'
        lcsQoS:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LocationQoS'
        velocityRequested:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityRequested'
        lcsSupportedGADShapes:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/SupportedGADShapes'
        additionalLcsSuppGADShapes:
          type: array
          items:
            $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/SupportedGADShapes'
          minItems: 1
        locationNotificationUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
      required:
        - lcsClientType
        - lcsLocation
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