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	Reason for change:
	Clause 5.21.2.2.1 of TS 23.501 specifies:

[bookmark: _Toc11137101]5.21.2.2.2	AMF planned removal procedure without UDSF

… Upon receipt of the notification that an AMF is unavailable, the other CP NFs shall take the following action:
-	Mark this AMF and its associated GUAMI(s) as unavailable while not changing the status of UE(s) associated to this AMF (UE(s) previously served by the corresponding AMF still remain registered in the network), and AMF Set information.
-	For the UE(s) that were associated to the corresponding AMF, when the peer CP NF needs to initiate a transaction towards the AMF that is marked unavailable and the old unavailable AMF was replaced by the target AMF, CP NF should forward the transaction together with the old GUAMI to the target AMF(s). If CP NF needs to send a notification to new AMF which is associated with a subscription from the old AMF, the CP NF shall exchange the old AMF information embedded in the Notification Address with the new AMF information, and use that Notification Address for subsequent communication.
It shall thus be possible for a CP NF to signal the old GUAMI when invoking service operations towards the Target AMF. 
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- N1N2MessageTransfer
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Namf_EventExposure:
- Subscribe

Namf_MT:
- EnableUEReachability
- ProvideDomainSelectionInfo

Namf_Location: 
- ProvidePositioningInfo
- ProvideLocationInfo
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* * * First Change * * * *
[bookmark: _Toc11342766][bookmark: _Toc11343144][bookmark: _Toc11343157][bookmark: _Toc11342970][bookmark: _Toc9501017][bookmark: _Toc11336234][bookmark: _Toc11336237]6.1.6.2.5	Type: AssignEbiData
Table 6.1.6.2.5-1: Definition of type AssignEbiData
	Attribute name
	Data type
	P
	Cardinality
	Description

	pduSessionId
	PduSessionId
	M
	1
	Represents the identifier of the PDU Session requesting EBI(s) to be assigned.

	arpList
	array(Arp)
	C
	1..N
	This IE shall be present if the NF Service Consumer (e.g SMF) requests the AMF to assign EBI(s) for the PDU session. When present, this IE shall contain the ARP list mapped to the QoS flow(s) for which EBI(s) are requested.

	releasedEbiList
	array(EpsBearerId)
	C
	1..N
	This IE shall be present if the NF Service Consumer (e.g. SMF) needs to release the assigned EBI(s) from QoS flows (e.g. when the QoS flow is released).

	oldGuami
	Guami
	C
	0..1
	This IE shall be present during an AMF planned removal procedure when the NF Service Consumer initiates a request towards the target AMF, for a UE associated to an AMF that is unavailable (see clause 5.21.2.2 of 3GPP TS 29.502 [16]).



* * * Next Change * * * *
[bookmark: _Toc11342773][bookmark: _Toc11343151]6.1.6.2.12	Type: UeN1N2InfoSubscriptionCreateData
Table 6.1.6.2.12-1: Definition of type UeN1N2InfoSubscriptionCreateData
	Attribute name
	Data type
	P
	Cardinality
	Description

	n2InformationClass
	N2InformationClass
	C
	1
	This IE shall be present if the NF service consumer subscribes for a N2 information notification. This IE represents the class of N2 information that the NF Service Consumer requires to be notified.

	n2NotifyCallbackUri
	Uri
	C
	1
	This IE shall be present if the NF service consumer subscribes for a N2 information notification. This IE represents the callback URI on which the N2 information shall be notified.

	n1MessageClass
	N1MessageClass
	C
	1
	This IE shall be present if the NF service consumer subscribes for a N1 message notification.
This IE represents the class of N1 message that the NF Service Consumer requires to be notified.

	n1NotifyCallbackUri
	Uri
	C
	1
	This IE shall be present if the NF service consumer subscribes for a N1 message notification. This IE represents the callback URI on which the N1 message shall be notified.

	nfId
	NfInstanceId
	C
	0..1
	This IE shall be present if the subscription is for "NRPPa" N2 information class and/or "LPP" N1 information class. When present, this IE shall carry the value to be used for NGAP "Routing ID" IE, which identifies the Network Function (e.g. LMF) instance handling the NRPPa and/or LPP data. 

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported. 

	oldGuami
	Guami
	C
	0..1
	This IE shall be present during an AMF planned removal procedure when the NF Service Consumer initiates a request towards the target AMF, for a UE associated to an AMF that is unavailable (see clause 5.21.2.2 of 3GPP TS 29.502 [16]).




* * * Next Change * * * *
[bookmark: _Toc11342779]6.1.6.2.18	Type: N1N2MessageTransferReqData
Table 6.1.6.2.18-1: Definition of type N1N2MessageTransferReqData
	Attribute name
	Data type
	P
	Cardinality
	Description

	n1MessageContainer
	N1MessageContainer
	C
	0..1
	This IE shall be included if a N1 message needs to be transferred.

	n2InfoContainer
	N2InfoContainer
	C
	0..1
	This IE shall be included if a N2 information needs to be transferred.

	skipInd
	boolean
	C
	0..1
	This IE shall be present and set to "true" if the service consumer (e.g. SMF) requires the N1 message to be sent to the UE only when UE is in CM-CONNECTED, e.g. during SMF initiated PDU session release procedure (see clause 4.3.4.2 of 3GPP TS 23.502 [2]).

When present, this IE shall be set as following:
-	true: AMF should skip sending N1 message to UE, when the UE is in CM-IDLE.
-	false (default): the AMF shall send the N1 message to the UE.

	lastMsgIndication
	boolean
	O
	0..1
	This flag when present shall indicate that the message transferred is the last message. (See clause 4.13.3.3 of 3GPP TS 23.502 [2].

	pduSessionId
	PduSessionId
	O
	0..1
	PDU Session ID for which the N1 / N2 message is sent, if the N1 / N2 message class is SM.

	lcsCorrelationId
	CorrelationID
	O
	0..1
	LCS Correlation ID, for which the N1 message is sent, if the N1 message class is LPP (see clause 4.13.5.4 of 3GPP TS 23.502 [2]).

	ppi
	Ppi
	O
	0..1
	This IE when present shall indicate the Paging policy to be applied. The paging policies are configured at the AMF.

	arp
	Arp
	O
	0..1
	This IE when present shall indicate the Allocation and Retention Priority of the PDU session for which the N1/N2 message transfer is initiated. This IE shall not be present when the N1/N2 message class is not SM.

	5qi
	5Qi
	O
	0..1
	This IE when present shall indicate the 5QI associated with the PDU session for which the N1 / N2 message transfer is initiated. This IE shall not be present when the N1/N2 message class is not SM.

	n1n2FailureTxfNotifURI
	Uri
	O
	0..1
	If included, this IE represents the callback URI on which the AMF shall notify the N1/N2 message transfer failure.

	smfReallocationInd
	boolean
	O
	0..1
	This IE shall indicate that the SMF is requested to be reallocated (see clause 4.3.5.2 of 3GPP TS 23.502 [2]). 
When present, this IE shall be set as follows:
-	true: the SMF is requested to be reallocated.
-	false (default): the SMF is not requested to be reallocated.

	areaOfValidity
	AreaOfValidity
	O
	0..1
	This IE represents the list of TAs where the provided N2 information is valid. See clause 5.2.2.2.7 and 4.2.3.3 of 3GPP TS 23.502 [3].

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported. 

	oldGuami
	Guami
	C
	0..1
	This IE shall be present during an AMF planned removal procedure when the NF Service Consumer initiates a request towards the target AMF, for a UE associated to an AMF that is unavailable (see clause 5.21.2.2 of 3GPP TS 29.502 [16]).

	NOTE:	For N1 message class "UPDP", as per 3GPP TS 24.501 [11] Annex D, the messages between UE and PCF carry PTI which is used by the PCF to correlate the received N1 message in the notification with a prior transaction initiated by the PCF. 





* * * Next Change * * * *
[bookmark: _Toc11342893][bookmark: _Toc11343272]6.2.6.2.12	Type: AmfCreateEventSubscription
Table 6.2.6.2.12-1: Definition of type AmfCreateEventSubscription
	Attribute name
	Data type
	P
	Cardinality
	Description

	subscription
	AmfEventSubscription
	M
	1
	Represents the AMF Event Subscription resource to be created.

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.2.8 is supported. 

	oldGuami
	Guami
	C
	0..1
	This IE shall be present during an AMF planned removal procedure when the NF Service Consumer initiates a request towards the target AMF, for a UE associated to an AMF that is unavailable (see clause 5.21.2.2 of 3GPP TS 29.502 [16]).



* * * Next Change * * * *
[bookmark: _Toc11342939][bookmark: _Toc11343318][bookmark: _Toc11343326]6.3.3.3.3.1	GET
This method shall support the URI query parameters specified in table 6.3.3.3.3.1-1.
Table 6.3.3.2.3.1-1: URI query parameters supported by the GET method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	Info-class
	UeContextInfoClass
	M
	1
	Indicates the class of the UE Context information elements to be fetched.

	Supported-features
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.3.8 is supported. 

	old-guami
	Guami
	C
	0..1
	This IE shall be present during an AMF planned removal procedure when the NF Service Consumer initiates a request towards the target AMF, for a UE associated to an AMF that is unavailable (see clause 5.21.2.2 of 3GPP TS 29.502 [16]).



This method shall support the request data structures specified in table 6.3.3.3.3.1-2 and the response data structures and response codes specified in table 6.3.3.3.3.1-3.
Table 6.3.3.3.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a

	
	
	



Table 6.3.3.3.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	UeContextInfo
	M
	1
	200 OK
	This represents the operation is successful and request UE Context information is returned.

	ProblemDetails
	M
	1
	307 Temporary Redirect
	This represents the case when the related UE context is not fully available at the target NF Service Consumer (e.g. AMF) during a planned maintenance case (e.g. AMF planned maintenance without UDSF case). The "cause" attribute shall be set to one of the following application error:
-	NF_CONSUMER_REDIRECT_ONE_TXN
See table 6.3.7.3-1 for the description of these errors
The Location header of the response shall be set to the URI of the resource located on the target NF Service Consumer (e.g. AMF) to which the request is redirected.

	ProblemDetails
	M
	1
	403 Forbidden
	Indicates the operation has failed due to application error.

The "cause" attribute shall be set to the following application error:
-	UNABLE_TO_PAGE_UE

See table 6.3.7.3-1 for the description of these errors.

	ProblemDetails
	M
	1
	404 Not Found
	Indicates the operation has failed due to application error.
The "cause" attribute shall be set to the following application error:
-	CONTEXT_NOT_FOUND

See table 6.3.7.3-1 for the description of these errors



* * * Next Change * * * *
[bookmark: _Toc11342947]6.3.6.2.2	Type: EnableUeReachabilityReqData
Table 6.3.6.3.2-1: Definition of type EnableUeReachabilityReqData
	Attribute name
	Data type
	P
	Cardinality
	Description

	reachability
	UeReachability
	M
	1
	Indicates the desired reachability of the UE

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.3.8 is supported. 

	oldGuami
	Guami
	C
	0..1
	This IE shall be present during an AMF planned removal procedure when the NF Service Consumer initiates a request towards the target AMF, for a UE associated to an AMF that is unavailable (see clause 5.21.2.2 of 3GPP TS 29.502 [16]).



* * * Next Change * * * *
[bookmark: _Toc11342996][bookmark: _Toc11343375]6.4.6.2.2	Type: RequestPosInfo
Table 6.4.6.2.2-1: Definition of type RequestPosInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	lcsClientType
	ExternalClientType
	M
	1
	This IE shall contain the type of LCS client (Emergency, Lawful Interception etc.,.) issuing the location request

	lcsLocation
	LocationType
	M
	1
	This IE shall contain the type of location measurement requested, such as current location, initial location, last known location, etc.

	supi
	Supi
	C
	0..1
	If the SUPI is available, this IE shall be present.

	gpsi
	Gpsi
	C
	0..1
	If the GPSI is available, this IE shall be present.

	priority
	LcsPriority
	O
	0..1
	If present, this IE shall contain the priority of the LCS client issuing the positioning request.

	lcsQoS
	LocationQoS
	O
	0..1
	If present, this IE shall contain the quality of service requested, such as the accuracy of the positioning measurement and the response time of the positioning operation

	velocityRequested
	VelocityRequested
	O
	0..1
	If present, this IE shall contain an indication of whether or not the Velocity of the target UE is requested.

	lcsSupportedGADShapes
	SupportedGADShapes
	O
	0..1
	If present, this IE shall contain the list of supported GAD shapes by the LCS client.

	locationNotificationUri
	Uri
	O
	0..1
	The callback URI on which location change event notification is reported.

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.4.8 is supported. 

	oldGuami
	Guami
	C
	0..1
	This IE shall be present during an AMF planned removal procedure when the NF Service Consumer initiates a request towards the target AMF, for a UE associated to an AMF that is unavailable (see clause 5.21.2.2 of 3GPP TS 29.502 [16]).



* * * Next Change * * * *
[bookmark: _Toc11342999][bookmark: _Toc11343378]6.4.6.2.5	Type: RequestLocInfo
Table 6.4.6.2.5-1: Definition of type RequestLocInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	req5gsLoc
	boolean
	C
	0..1
	This IE shall be present and set to "true", if 5GS location information is requested in NPLI.

When present, the IE shall be set as following:
-	true: the location of the UE is requested
-	false (default): the location of the UE is not requested

	reqCurrentLoc
	boolean
	C
	0..1
	This IE may be present if 5GS location information is requested in NPLI.

When present, the IE shall be set as following:
-	true: the current location of the UE is requested
-	false (default): the current location of the UE is not requested

	reqRatType
	boolean
	C
	0..1
	This IE shall be present and set to "true", if the RAT Type of the UE is requested in NPLI.

When present, the IE shall be set as following:
-	true: the RAT type of the UE is requested
-	false (default): the RAT type of the UE is not requested

	reqTimeZone
	boolean
	C
	0..1
	This IE shall be present and set to "true, if the local timezone of the UE is requested in NPLI.

When present, the IE shall be set as following:
-	true: the local timezone of the UE is requested
-	false (default): the local timezone of the UE is not requested.

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.4.8 is supported. 

	oldGuami
	Guami
	C
	0..1
	This IE shall be present during an AMF planned removal procedure when the NF Service Consumer initiates a request towards the target AMF, for a UE associated to an AMF that is unavailable (see clause 5.21.2.2 of 3GPP TS 29.502 [16]).



* * * Next Change * * * *
[bookmark: _Toc11343393]A.2	Namf_Communication API
openapi: 3.0.0
info:
  version: 1.0.2
  title: Namf_Communication
  description: |
    AMF Communication Service
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

[…]

    AssignEbiData:
      type: object
      properties:
        pduSessionId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionId'
        arpList:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Arp'
          minItems: 1
        releasedEbiList:
          type: array
          items:
            $ref: '#/components/schemas/EpsBearerId'
          minItems: 1
        oldGuami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
      required:
        - pduSessionId

[…]

    N1N2MessageTransferReqData:
      type: object
      properties:
        n1MessageContainer:
          $ref: '#/components/schemas/N1MessageContainer'
        n2InfoContainer:
          $ref: '#/components/schemas/N2InfoContainer'
        skipInd:
          type: boolean
          default: false
        lastMsgIndication:
          type: boolean
        pduSessionId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionId'
        lcsCorrelationId:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/CorrelationID'
        ppi:
          $ref: '#/components/schemas/Ppi'
        arp:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Arp'
        5qi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/5Qi'
        n1n2FailureTxfNotifURI:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        smfReallocationInd:
          type: boolean
          default: false
        areaOfValidity:
          $ref: '#/components/schemas/AreaOfValidity'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        oldGuami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'


[…]

    UeN1N2InfoSubscriptionCreateData:
      type: object
      properties:
        n2InformationClass:
          $ref: '#/components/schemas/N2InformationClass'
        n2NotifyCallbackUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        n1MessageClass:
          $ref: '#/components/schemas/N1MessageClass'
        n1NotifyCallbackUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        nfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        oldGuami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'


[…]

* * * Next Change * * * *
[bookmark: _Toc11343394]A.3	Namf_EventExposure API
openapi: 3.0.0
info:
  version: 1.0.2
  title: Namf_EventExposure
  description: |
    AMF Event Exposure Service
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

[…]

    AmfCreateEventSubscription:
      type: object
      properties:
        subscription:
          $ref: '#/components/schemas/AmfEventSubscription'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        oldGuami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
      required:
        - subscription

[…]

* * * Next Change * * * *
[bookmark: _Toc11343395]A.4	Namf_MT
openapi: 3.0.0
info:
  version: 1.0.2
  title: Namf_MT
  description: |
    AMF Mobile Termination Service
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

[…]

paths:
  '/ue-contexts/{ueContextId}':
    get:
      summary: Namf_MT Provide Domain Selection Info service Operation
      tags:
        - ueContext (Document)
      operationId: Provide Domain Selection Info
      parameters:
        - name: ueContextId
          in: path
          description: UE Context Identifier
          required: true
          schema:
            type: string
            pattern: '^(imsi-[0-9]{5,15}|nai-.+|.+)$'
        - name: info-class
          in: query
          description: UE Context Information Class
          schema:
            $ref: '#/components/schemas/UeContextInfoClass'
        - name: supported-features
          in: query
          description: Supported Features
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        - name: old-guami
          in: query
          description: Old GUAMI
          content:
            application/json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'

[…]

    EnableUeReachabilityReqData:
      type: object
      properties:
        reachability:
          $ref: 'TS29518_Namf_EventExposure.yaml#/components/schemas/UeReachability'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        oldGuami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
      required:
        - reachability

[…]

* * * Next Change * * * *
[bookmark: _Toc11343396]A.5	Namf_Location
openapi: 3.0.0
info:
  version: 1.0.2
  title: Namf_Location
  description: |
    AMF Location Service
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

[…]

    RequestPosInfo:
      type: object
      properties:
        lcsClientType:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/ExternalClientType'
        lcsLocation:
          $ref: '#/components/schemas/LocationType'
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        priority:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LcsPriority'
        lcsQoS:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/LocationQoS'
        velocityRequested:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/VelocityRequested'
        lcsSupportedGADShapes:
          $ref: 'TS29572_Nlmf_Location.yaml#/components/schemas/SupportedGADShapes'
        locationNotificationUri:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Uri'
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        oldGuami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
      required:
        - lcsClientType
        - lcsLocation

[…]

    RequestLocInfo:
      type: object
      properties:
        req5gsLoc:
          type: boolean
          default: false
        reqCurrentLoc:
          type: boolean
          default: false
        reqRatType:
          type: boolean
          default: false
        reqTimeZone:
          type: boolean
          default: false
        supportedFeatures:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        oldGuami:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'


[…]

* * * End of Changes * * * *
