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* * * * Begin of Change * * * *
[bookmark: _Toc11336129][bookmark: _Toc11338587][bookmark: _Toc11336377]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[5]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[6]	3GPP TS 29.518: "5G System; Access and Mobility Management Services; Stage 3".
[7]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces; Stage 3".
[8]	ECMA-262: "ECMAScript® Language Specification", https://www.ecma-international.org/ecma-262/5.1/.
[9]	IETF RFC 7540: "Hypertext Transfer Protocol Version 2 (HTTP/2)".
[10]	OpenAPI Initiative, "OpenAPI 3.0.0 Specification", https://github.com/OAI/OpenAPI-Specification/blob/master/versions/3.0.0.md.
[11]	IETF RFC 7807: "Problem Details for HTTP APIs".
[12]	3GPP TS 23.003: "Numbering, Addressing and Identification".
[13]	IETF RFC 6902: "JavaScript Object Notation (JSON) Patch".
[14]	IETF RFC 6901: "JavaScript Object Notation (JSON) Pointer".
[15]	3GPP TS 33.501: "Security architecture and procedures for 5G system".
[16]	IETF RFC 6749: "The OAuth 2.0 Authorization Framework".
[17]	IETF RFC 3986: "Uniform Resource Identifier (URI): Generic Syntax".
[18]	IETF RFC 4122: "A Universally Unique IDentifier (UUID) URN Namespace".
[19]	IETF RFC 7232: "Hypertext Transfer Protocol (HTTP/1.1): Conditional Requests".
[20]	IETF RFC 7234: "Hypertext Transfer Protocol (HTTP/1.1): Caching".
[21]	3GPP TS 29.244: "Interface between the Control Plane and the User Plane Nodes; Stage 3".
[22]	IETF RFC 8259: "The JavaScript Object Notation (JSON) Data Interchange Format".
[23]	IETF RFC 2782: "A DNS RR for specifying the location of services (DNS SRV)".
[24]	IETF RFC 7515: "JSON Web Signature (JWS)".
[25]	IETF RFC 7519: "JSON Web Token (JWT)".
[26]	W3C HTML 4.01 Specification, https://www.w3.org/TR/2018/SPSD-html401-20180327/.
[27]	3GPP TS 23.527: "5G System; Restoration Procedures; Stage 2".
[28]	3GPP TS 29.513: "5G System; Policy and Charging Control signalling flows and QoS parameter mapping; Stage 3".
[29]	3GPP TS 38.413: "NG-RAN; NG Application Protocol (NGAP)".
[30]	IETF RFC 1952: "GZIP file format specification version 4.3".
[31]	3GPP TR 21.900: "Technical Specification Group working methods".
[32]	3GPP TS 29.520: "5G System; Network Data Analytics Services; Stage 3".
[x]	3GPP TS 23.288: "Architecture enhancements for 5G System (5GS) to support network data analytics services".

* * * * Next Change * * * *
[bookmark: _Toc11336132]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GC	5G Core Network
CHF	Charging Function
NF	Network Function
NRF	NF Repository Function
NWDAF	Network Data Analytics Function


* * * * Next Change * * * *
[bookmark: _Toc11336133]4	Overview
[bookmark: _Hlk497146051]The Network Function (NF) Repository Function (NRF) is the network entity in the 5G Core Network (5GC) supporting the following functionality:
-	Maintains the NF profile of available NF instances and their supported services;
-	Allows other NF instances to subscribe to, and get notified about, the registration in NRF of new NF instances of a given type;  
-	Supports service discovery function. It receives NF Discovery Requests from NF instances, and provides the information of the available NF instances fulfilling certain criteria (e.g., supporting a given service).
Figures 4-1 shows the reference architecture for the 5GC, with focus on the NRF:




[bookmark: _Hlk497146139]Figure 4-1: 5G System architecture
For the sake of clarity, the NRF is never depicted in reference point representation figures, given that the NRF interacts with every other NF in the 5GC. As an exception, in the roaming case, the reference point between the vNRF and the hNRF is named as N27. The reference point name of N27 is used only for representation purposes, but its functionality is included in the services offered by the Nnrf Service-Based Interface.

* * * * End of Change * * * *
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