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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
5.4.2.15
Type SmPolicyDnnData

Table 5.4.2.15-1: Definition of type SmPolicyDnnData 

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	dnn
	Dnn
	M
	1
	DNN associated with the data
	

	allowedServices
	array(string)
	O
	1..N
	List of subscriber's allowed service identifiers
	

	subscCats
	array(string)
	O
	1..N
	List of categories associated with the subscriber
	

	gbrUI
	BitRate
	O
	0..1
	Maximum aggregate UL bitrate that can be provided across all GBR QoS Flows in the DNN
	

	gbrDl
	BitRate
	O
	0..1
	Maximum aggregate DL bitrate that can be provided across all GBR QoS Flows in the DNN
	

	adcSupport
	boolean
	O
	0..1
	Indicates whether application detection and control can be enabled for a subscriber. The default value is "FALSE".
	

	subscSpendingLimits
	boolean
	O
	0..1
	Indicates whether the PCF must enforce policies based on subscriber spending limits. The default value is "FALSE".
	

	ipv4Index
	IpIndex
	O
	0..1
	Information that identifies which IP pool or external server is used to allocate the IPv4 address.
	

	ipv6Index
	IpIndex
	O
	0..1
	Information that identifies which IP pool or external server is used to allocate the IPv6 address.
	

	offline
	boolean
	O
	0..1
	Indicates the offline charging is applicable to the PDU session. The default value is "FALSE".
	

	online
	boolean
	O
	0..1
	Indicates the online charging is applicable to the PDU session. The default value is "FALSE".
	

	chfInfo
	ChargingInformation
	O
	0..1
	The address of the Charging Function
	

	refUmdLimitIds
	map(LimitIdToMonitoringKey)
	O
	1..N
	A reference to the "UsageMonitoringDataLimit" or "UsageMonitoringData" instances for this DNN and SNSSAI that may also include the related monitoring key(s). The key of the map is the limit identifier.
	

	mpsPriority
	boolean
	O
	0..1
	Indicates subscription to the MPS priority service; priority applies to all traffic on the PDU Session. The default value is "FALSE".
	

	imsSignallingPrio
	boolean
	O
	0..1
	Indicates subscription to the IMS signalling priority service; priority only applies to IMS signalling traffic. The default value is "FALSE".
	

	mpsPriorityLevel
	integer
	O
	0..1
	Relative priority level for the multimedia priority services
	

	praInfos
	map(PresenceInfo)
	O
	1..N
	Presence reporting area information. Each PresenceInfo element shall include the Presence Reporting Area Identifier within the "praId" attribute and, for a UE-dedicated presence reporting area, may also include the list of elements composing the presence reporting area.

A "praId" may indicate a Presence Reporting Area Set.

The "praId" attribute within the PresenceInfo data type shall also be the key of the map.

The attribute "presenceState" shall not be present.
	


*** Next Change ***
6.2.2
Resource Structure
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Figure 6.2.2-1: Resource URI structure of the Nudr_DataRepository API for application data

Table 6.2.2-1 provides an overview of the resources and applicable HTTP methods.

Table 6.2.2-1: Resources and methods overview

	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	PFD Data
	{apiRoot}/nudr-dr/{apiVersion}/
application-data/pfds
	GET
	Retrieve PFDs for application identifier(s) identified by query parameter(s).

Retrieve PFDs for all application identifier(s) if no query parameter is included in the Request URI.

	Individual PFD Data
	{apiRoot}/nudr-dr/{apiVersion}/
application-data/pfds/{appId}
	GET
	Retrieve the corresponding PFDs of the specified application identifier.

	
	
	DELETE
	Delete the corresponding PFDs of the specified application identifier.

	
	
	PUT
	Create or update the corresponding PFDs for the specified application identifier.

	Influence Data
	{apiRoot}/nudr-dr/{apiVersion}/
application-data/influenceData
	GET
	Retrieve the Session Influence Data of given services, S-NSSAIs and DNNs or Internal Group Identifiers or SUPIs.

	Individual Influence Data
	{apiRoot}/nudr-dr/{apiVersion}/
application-data/influenceData/
{influenceId}
	PUT
	Create an individual Influence Data resource identified by {influenceId}, or modify all of the properties of an individual Influence Data resource identified by {influenceId}.

	
	
	PATCH
	Modify part of the properties of an individual Influence Data resource identified by {influenceId}.

	
	
	DELETE
	Delete an individual Influence Data resource identified by {influenceId}.

	Influence Data Subscription
	{apiRoot}/nudr-dr/{apiVersion}/
application-data/influenceData/
subs-to-notify
	POST
	Create a new Individual Influence Data Subscription resource.

	
	
	GET
	Read subscriptions for a given S-NSSAI and DNN or Internal Group Identifier or SUPI.

	Individual Influence Data Subscription
	{apiRoot}/nudr-dr/{apiVersion}/
application-data/influenceData/
subs-to-notify/{subscriptionId}
	GET
	Get an existing individual Influence Data Subscription resource identified by {subscriptionId}.

	
	
	PUT
	Modify an existing individual Influence Data Subscription resource identified by {subscriptionId}.

	
	
	DELETE
	Delete an individual Influence Data Subscription resource identified by {subscriptionId}.


*** Next Change ***
6.2.6.3.2
PATCH
This method shall support the URI query parameters specified in table 6.2.6.3.2-1.

Table 6.2.6.3.2-1: URI query parameters supported by the PATCH method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	n/a


This method shall support the request data structures specified in table 6.2.6.3.2-2 and the response data structures and response codes specified in table 6.2.6.3.2-3.

Table 6.2.6.3.2-2: Data structures supported by the PATCH Request Body on this resource

	Data type
	P
	Cardinality
	Description

	TrafficInfluDataPatch
	M
	1
	The Traffic Influence Data to be updated in the UDR.


Table 6.2.6.3.2-3: Data structures supported by the PATCH Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	TrafficInfluData
	M
	1
	200 OK
	The update of an Individual Traffic Influence Data resource is confirmed and a response body containing Traffic Influence Data shall be returned.

	n/a
	
	
	204 No Content
	The Individual Traffic Influence Data resource has been successfully updated.

	NOTE:
The mandatory HTTP error status codes for the PATCH method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.


*** Next Change ***
6.2.7.3.2
GET

This method shall support the URI query parameters specified in table 6.2.7.3.2-1.

Table 6.2.7.3.2-1: URI query parameters supported by the GET method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	dnn
	Dnn
	O
	0..1
	Identifies a DNN.

	snssai
	Snssai
	O
	0..1
	Identifies a slice.

	internal-Group-Id
	string
	O
	0..1
	Identifies a group of users.(NOTE x)

	supi
	Supi
	O
	0..1
	Identifies a user.

	NOTE 1:
At least one of the above attribute shall be provided.
NOTE x:
For the Traffic Influence Data applies to any UE, the "interGroupId" sets to "AnyUE".


This method shall support the request data structures specified in table 6.2.7.3.2-2 and the response data structures and response codes specified in table 6.2.7.3.2-3.

Table 6.2.7.3.2-2: Data structures supported by the GET Request Body on this resource

	Data type
	P
	Cardinality
	Description

	n/a
	
	
	


Table 6.2.7.3.2-3: Data structures supported by the GET Response Body on this resource

	Data type
	P
	Cardinality
	Response

codes
	Description

	array(TrafficInfluSub)
	M
	0..N
	200 OK
	The subscription information as request in the request URI query parameter(s) are returned.

	NOTE:
The mandatory HTTP error status codes for the GET method listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.


*** Next Change ***
6.4.2.2
Type TrafficInfluData

Table 6.4.2.2-1: Definition of type TrafficInfluData

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	upPathChgNotifCorreId
	string
	C
	0..1
	Contains the Notification Correlation Id allocated by the NEF for the UP path change notification. It shall be included when the NEF requests the UP path change notification.
	

	appReloInd
	boolean
	O
	0..1
	Identifies whether an application can be relocated once a location of the application has been selected.
	

	afAppId
	string
	O
	0..1
	Identifies an application.

(NOTE 1) (NOTE 3)
	

	dnn
	Dnn
	O
	0..1
	Identifies a DNN
	

	ethTrafficFilters
	array(EthFlowDescription)
	O
	1..N
	Identifies Ethernet packet filters.

(NOTE 1) (NOTE 3)
	

	snssai
	Snssai
	O
	0..1
	The identification of slice.
	

	interGroupId
	string
	O
	0..1
	Identifies a group of users. (NOTE 2) (NOTE 3)(NOTE x)
	

	supi
	Supi
	O
	0..1
	Identifies a user. (NOTE 2) (NOTE 3)
	

	trafficFilters
	array(FlowInfo)
	O
	1..N
	Identifies IP packet filters.

(NOTE 1) (NOTE 3)
	

	trafficRoutes
	array(RouteToLocation)
	O
	1..N
	Identifies the N6 traffic routing requirement.
	

	validStartTime
	DateTime
	O
	0..1
	Identifies when the traffic routings are start to be applicable.
	

	validEndTime
	DateTime
	O
	0..1
	Identifies when the traffic routings are not applicable.
	

	nwAreaInfo
	NetworkAreaInfo
	O
	0..1
	Identifies a network area information that the request applies only to the traffic of UE(s) located in this specific zone.
	

	upPathChgNotifUri
	Uri
	C
	0..1
	Contains the URI where the NEF receives the UP path change notification. It shall be included when the NEF requests the UP path change notification.
	

	subscribedEvents
	array(SubscribedEvent)
	O
	1..N
	Identifies the requirement to be notified of the event(s).
	

	dnaiChgType
	DnaiChangeType
	O
	0..1
	Identifies a type of notification regarding UP path management event.
	

	NOTE 1:
One of "afAppId", "trafficFilters" or "ethTrafficFilters" shall be included.

NOTE 2:
Either "supi" or "interGroupId" shall be included. 

NOTE 3:
To indicate the deletion of a Traffic Individual Influence Data resource, only the appropriate combination of "supi" or "interGroupId", and "afAppId", "trafficFilters" or "ethTrafficFilters" that identify the resource shall be included. The rest of attributes shall be omitted.
NOTE x: 
If the Traffic Influence Data applies to any UE, then the "interGroupId" sets to "AnyUE".


*** Next Change ***
6.4.2.4
Type TrafficInfluSub

Table 6.4.2.4-1: Definition of type TrafficInfluSub

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	dnns
	array(Dnn)
	O
	1..N
	Each element identifies a DNN.
	

	snssais
	array(Snssai)
	O
	1..N
	Each element identifies a slice.
	

	internalGroupIds
	array(string)
	O
	1..N
	Each element identifies a group of users.(NOTE x)
	

	supis
	array(Supi)
	O
	1..N
	Each element identifies the user.
	

	notificationUri
	Uri
	M
	1
	URI provided by the NF service consumer indicating where to receive the subscribed notifications from the UDR.
	

	expiry
	DateTime
	C
	0..1
	This IE shall be included in a subscription response if, based on operator policy and taking into account the expiry time included in the request, the UDR needs to include an expiry time.

This IE may be included in a subscription request. When present, this IE shall represent the time after which the subscription becomes invalid.

The absence of this attribute in the subscription response means the subscription to be valid without an expiry time.
	

	supportedFeatures
	SupportedFeatures
	O
	0..1
	Used to negotiate the applicability of the optional features. This attribute shall be provided in the POST request and in the response of successful resource creation.
	

	NOTE 1:
At least one of "dnns", "snssais", "internalGroupIds" or "supis" shall be provided.
NOTE x:
For the Traffic Influence Data applies to any UE, the "interGroupIds" needs to have an entry set to "AnyUE".


*** End of Changes ***
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