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	Reason for change:
	As agreed in SA2#134 CR S2-1907845, UPF while registering to NRF, will also provide UE IPv4 Address Ranges and/or IPv6 Prefix Range(s) per (S-NSSAI, DNN) so that SMFcan select the appropriate UPF based on the static IP address/prefix that is received in Session Management Subscription Data from UDM. Please note the below agreed excerpt from the CR

  “UPFs may be associated with UPF Provisioning Information in the NRF. The UPF Provisioning Information consists of: 
-	a list of (S-NSSAI, DNN); 
-	UE IPv4 Address Ranges and/or IPv6 Prefix Range(s) per (S-NSSAI, DNN); and 
NOTE 2: 	The above information can be used by the SMF for UPF selection when static IP address/prefix allocation is required for a UE.
”

	
	

	Summary of change:
	Addition of static IP address range in upfInfo, which is used during UPF registration with NRF.

	
	

	Consequences if not approved:
	SMF cannot select the appropriate UPF based on the static IP address/prefix that is received in Session Management Subscriptoin Data from UDM.
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	Other comments:
	This CR introduces backward compatible corrections to the OpenAPI Nnrf_NFManagement and Nnrf_NFDiscovery as specified in TS 29.510.
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* * * First Change * * * *

[bookmark: _Toc11335112]6.1.6.2.15	Type: DnnUpfInfoItem
Table 6.1.6.2.15-1: Definition of type DnnUpfInfoItem
	Attribute name
	Data type
	P
	Cardinality
	Description

	dnn
	Dnn
	M
	1
	Supported DNN

	dnaiList
	array(Dnai)
	O
	1..N
	List of Data network access identifiers supported by the UPF for this DNN. The absence of this attribute indicates that the UPF can be selected for this DNN for any DNAI.

	pduSessionTypes
	array(PduSessionType)
	O
	1..N
	List of PDU session type(s) supported by the UPF for a specific DNN. The absence of this attribute indicates that the UPF can be selected for this DNN for any PDU session type supported by the UPF (see clause 6.1.6.2.13).

	ipv4AddressRanges
	array(Ipv4AddressRange)
	O
	1..N
	List of ranges of static IPv4 addresses handled by UPF.

	ipv6PrefixRanges
	array(Ipv6PrefixRange)
	O
	1..N
	List of ranges of static IPv6 prefixes handled by the UPF.




* * * Next Change * * * *
[bookmark: _Toc11336377]A.2	Nnrf_NFManagement API
******** not shown for Clarity**********
    DnnUpfInfoItem:
      type: object
      required:
        - dnn
      properties:
        dnn:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnn'
        dnaiList:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Dnai'
          minItems: 1
        pduSessionTypes:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionType'
          minItems: 1
        ipv4AddressRanges:
          type: array
          items:
            $ref: '#/components/schemas/Ipv4AddressRange'
          minItems: 1
        ipv6PrefixRanges:
          type: array
          items:
            $ref: '#/components/schemas/Ipv6PrefixRange'
          minItems: 1

******** not shown for Clarity**********
* * * End of Change * * * *


