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	Reason for change:
	The monitored resource is identifed by URI in SubscriptionDataSubscriptions data structure. Currently there is no requirement on the URI form, i.e. both absolute URI and relative URI can be used for monitored resource URI. For relative URI it is unclear how to obtain the base URI, and which form the relative URI shall take.
Different implementations have been identified, which will lead to interop issue.
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********* First Change *********
[bookmark: _Toc11338918][bookmark: _Toc11431736]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK4][bookmark: OLE_LINK3][bookmark: OLE_LINK2]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 29.504: "5G System; Unified Data Repository Services; Stage 3".
[3]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces Stage 3".
[4]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[5]	3GPP TS 23.003: "Numbering, addressing and identification".
[6]	3GPP TS 29.503: "Unified Data Management Services".
[7]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[8]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[9]	3GPP TS 33.501: "Security architecture and procedures for 5G system".
[10]	3GPP TS 33.102: "3G Security; Security architecture".
[11]	3GPP TS 35.206: "An example algorithm set for the 3GPP authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5*; Document 2: Algorithm specification".
[12]	3GPP TS 35.231: "A second example algorithm set for the 3GPP authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5*; Document 1: Algorithm specification ".
[13]	3GPP TS 29.518: "5G System; Access and Mobility Management Services; Stage 3".
[14]	3GPP TR 21.900: "Technical Specification Group working methods".
[15]	3GPP TS 29.509: "Authentication Server Services; Stage 3".
[r1]	IETF RFC 3986: "Uniform Resource Identifier (URI): Generic Syntax".

********* Next Change *********
[bookmark: _Toc11339138][bookmark: _Toc11431956]5.4.2.5	Type: SubscriptionDataSubscriptions
Table 5.4.2.5-1: Definition of type SubscriptionDataSubscriptions 
	Attribute name
	Data type
	P
	Cardinality
	Description

	callbackReference
	Uri
	M
	1
	Identifies the UDM/NF pool or an individual UDM/NF which should be used by the UDR to send notification to UDM/NF.

	originalCallbackReference
	Uri
	O
	0..1
	URI provided by the NF service consumer to the UDM to receive notifications from the UDR. 

If "sdmSubscription" is present, this attribute may be absent (and, if it is also present, it shall take the same value as the attribute "callbackReference" of "sdmSubscription").

	ueId
	VarUeId
	O
	0..1
	User identity if subscription to notifications is related to a user.

	monitoredResourceUris
	array(Uri)
	M
	1..N
	A set of URIs that identify the resources for which a modification of the representation triggers a notification.
The URI shall take the form of either an absolute URI or an absolute-path reference as defined in IETF RFC 3986 [r1].

	expiry
	DateTime
	C
	0..1
	This IE shall be included in a subscription response, if, based on operator policy and taking into account the expiry time included in the request, the UDR needs to include an expiry time. 
This IE may be included in a subscription request. When present, this IE shall represent the time after which the subscription becomes invalid. 
The absence of this attribute in the subscription response means the subscription to be valid without an expiry time.

	sdmSubscription
	SdmSubscription
	O
	0..1
	Data related to the subscription to changes on SDM data, created by the NF Service Consumer of the UDM (see 3GPP TS 29.503 [6], clause 6.1.6.2.3).

	subscriptionId
	string
	C
	0..1
	This attribute shall be present if the SubscriptionDataSubscriptions is sent in a GET response message or in a Notification. It identifies the individual SubscriptionDataSubscriptions stored in the UDR and may be used by the UDM to e.g. delete or update a SubscriptionDataSubscriptions.

Read Only: true

	supportedFeatures
	SupportedFeatures
	O
	0..1
	Used to negotiate the applicability of optional features




********* End of Changes *********


