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* * * * Begin of Change * * * *

[bookmark: _Toc11338335]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[5]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[6]	3GPP TS 33.501: "Security Architecture and Procedures for 5G System".
[7]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces Stage 3".
[8]	3GPP TS 23.003: "Numbering, addressing and identification".
[9]	3GPP TS 29.504: "5G System; Unified Data Repository Services; Stage 3".
[10]	3GPP TS 29.505: "5G System; Usage of the Unified Data Repository Services for Subscription Data; Stage 3".
[11]	3GPP TS 32.251: "Charging management; Packet Switched (PS) domain charging".
[12]	3GPP TS 32.298: "Charging management; Charging Data Record (CDR) parameter description".
[13]	IETF RFC 7540: "Hypertext Transfer Protocol Version 2 (HTTP/2)".
[14]	OpenAPI Initiative, "OpenAPI 3.0.0 Specification", https://github.com/OAI/OpenAPI-Specification/blob/master/versions/3.0.0.md
[15]	IETF RFC 8259: "The JavaScript Object Notation (JSON) Data Interchange Format".
[16]	IETF RFC 7807: "Problem Details for HTTP APIs".
[17]	IETF RFC 7396: "JSON Merge Patch".
[18]	IETF RFC 6749: "The OAuth 2.0 Authorization Framework".
[19]	3GPP TS 29.510: "Network Function Repository Services; Stage 3".
[20]	3GPP TS 23.122: "Non-Access-Stratum (NAS) functions related to Mobile Station in idle mode".
[21]	3GPP TS 29.002: "Mobile Application Part (MAP) specification".
[22]	3GPP TS 29.338: "Diameter based protocols to support Short Message Service (SMS) capable Mobile Management Entities (MMEs)"
[23]	ITU-T Recommendation E.164: "The international public telecommunication numbering plan".
[24]	3GPP TS 29.509: "Authentication Server Services; Stage 3".
[25]	IETF RFC 7232: "Hypertext Transfer Protocol (HTTP/1.1): Conditional Requests".
[26]	IETF RFC 7234: "Hypertext Transfer Protocol (HTTP/1.1): Caching".
[27]	3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".
[28]	ETSI TS 102 225: "Smart Cards; Secured packet structure for UICC based applications".
[29]	IETF RFC 7542: "The Network Access Identifier".
[30]	3GPP TR 21.900: "Technical Specification Group working methods".
[31]	IETF RFC 3986: "Uniform Resource Identifier (URI): Generic Syntax".
[32]	3GPP TS 23.632: "User Data Interworking, Coexistence and Migration"
[33]	3GPP TS 29.519: "Policy Data, Application Data and Structured Data for Exposure; Stage 3".
[34]	3GPP TS 29.572: "5G System; Location Management Services; Stage 3".
[35]	3GPP TS 23.288: "Architecture enhancements for 5G System (5GS) to support network data analytics services".
[bookmark: _GoBack][XX]	3GPP TS 29.524: "5G System; Cause codes mapping between 5GC interfaces; Stage 3".

* * * * 2nd Change * * * *

[bookmark: _Toc11338700]6.2.7	Error Handling 
[bookmark: _Toc11338701]6.2.7.1	General
HTTP error handling shall be supported as specified in clause 5.2.4 of 3GPP TS 29.500 [4].
The Cause codes mapping performed by AMF between the following HTTP responses returned by the UDM services to the AMF and the 5GMM related values is specified in clause 4.4.2 of 3GPP TS 29.524 [X].



* * * * End of Change * * * *


