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	Reason for change:
	PFCP Session Modification Request may contain Create PDR, Create FAR, Create URR, Create QER, Create BAR AND Create MAR IEs. The description of these IEs refer to PFCP Session Establishment Request message, but this important info is not completely clear, because their names may be interpreted as being session establishment specific (e.g. Create PDR IE within PFCP Session Establishment Request). In order to improve the spec readability it is proposed to add new clause under PFCP Session Modification Request that will explain the matter.

Another editorial fix is also necessary. Normative Annex D.2.3 Change of PSA reads: "I-SMF shall behave as described in clauses X.2.1 and X.2.2 and return …", where correct clause numbers shall be used.

	
	

	Summary of change:
	New clause added to PFCP Session Modification Request that explains Create PDR/FAR/URR/QER/BAR/MAR IEs specified in PFCP Session Establishment Request are reused in the modification message
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* * * First Change * * * *
[bookmark: _Toc19717314]7.5.4.x	Create PDR/FAR/URR/QER/BAR/MAR IEs within PFCP Session Modification Request
PFCP Session Modification Request message may conditionally include Create PDR IE, Create FAR IE, Create URR IE, Create QER IE, Create BAR IE and Create MAR IE. The encoding of these IEs are specified within PFCP Session Establishment Request message (see clauses 7.5.2.2 – 7.5.2.8).

* * * 2nd Change * * * *
D.2.3	Change of PSA
The corresponding stage 2 call flow is specified in clause 4.23.9.3 of 3GPP TS 23.502 [29].
When the I-SMF indicates to the SMF a change of traffic offload, the SMF shall send a PFCP Session Establishment Request (for the new DNAI), a PFCP Session Deletion Request (for the old DNAI) towards the I-SMF, and a PFCP Session Modification Request for the UL CL/BP if needed. The I-SMF shall behave as described in clauses XD.2.1 and XD.2.2 and return a PFCP Session Establishment Response, a PFCP Session Deletion Response and a PFCP Session Modification Response if needed.

* * * End of Changes * * * *

