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[bookmark: _Toc11339819]* * * First Change * * * *
[bookmark: _Toc20148638]5.4.2	Simple Data Types
This clause specifies common simple data types.
Table 5.4.2-1: Simple Data Types
	Type Name
	Type Definition
	Description

	ApplicationId
	string
	String providing an application identifier. 

	ApplicationIdRm
	string
	This data type is defined in the same way as the "ApplicationId" data type, but with the OpenAPI "nullable: true" property.

	PduSessionId
	integer
	Unsigned integer identifying a PDU session, within the range 0 to 255, as specified in clause 11.2.3.1b, bits 1 to 8, of 3GPP TS 24.007 [13]. If the PDU Session ID is allocated by the Core Network for UEs not supporting N1 mode, reserved range 64 to 95 is used. PDU Session ID within the reserved range is only visible in the Core Network (NOTE).

	Mcc
	string
	Mobile Country Code part of the PLMN, comprising 3 digits, as defined in clause 9.3.3.5 of 3GPP TS 38.413 [11].

Pattern: '^[0-9]{3}$'

	MccRm
	string
	This data type is defined in the same way as the "Mcc" data type, but with the OpenAPI "nullable: true" property.

	Mnc
	string
	Mobile Network Code part of the PLMN, comprising 2 or 3 digits, as defined in clause 9.3.3.5 of 3GPP TS 38.413 [11].


Pattern: '^[0-9]{2,3}$'

	MncRm
	string
	This data type is defined in the same way as the "Mnc" data type, but with the OpenAPI "nullable: true" property.

	Tac
	string
	2 or 3-octet string identifying a tracking area code as specified in clause 9.3.3.10 of 3GPP TS 38.413 [11], in hexadecimal representation. Each character in the string shall take a value of "0" to "9" or "A" to "F" and shall represent 4 bits. The most significant character representing the 4 most significant bits of the TAC shall appear first in the string, and the character representing the 4 least significant bit of the TAC shall appear last in the string.


Examples:
A legacy TAC 0x4305 shall be encoded as "4305".
An extended TAC 0x63F84B shall be encoded as "63F84B"

	TacRm
	string
	This data type is defined in the same way as the "Tac" data type, but with the OpenAPI "nullable: true" property.

	EutraCellId
	string
	28-bit string identifying an E-UTRA Cell Id as specified in clause 9.3.1.9 of 3GPP TS 38.413 [11], in hexadecimal representation. Each character in the string shall take a value of "0" to "9" or "A" to "F" and shall represent 4 bits. The most significant character representing the 4 most significant bits of the Cell Id shall appear first in the string, and the character representing the 4 least significant bit of the Cell Id shall appear last in the string.

Pattern: '^[A-Fa-f0-9]{7}$'

Example:
An E-UTRA Cell Id 0x5BD6007 shall be encoded as "5BD6007".

	EutraCellIdRm
	string
	This data type is defined in the same way as the "EutraCellId" data type, but with the OpenAPI "nullable: true" property.

	NrCellId
	string
	36-bit string identifying an NR Cell Id as specified in clause 9.3.1.7 of 3GPP TS 38.413 [11], in hexadecimal representation. Each character in the string shall take a value of "0" to "9" or "A" to "F" and shall represent 4 bits. The most significant character representing the 4 most significant bits of the Cell Id shall appear first in the string, and the character representing the 4 least significant bit of the Cell Id shall appear last in the string.

Pattern: '^[A-Fa-f0-9]{9}$'

Example:
An NR Cell Id 0x225BD6007 shall be encoded as "225BD6007".

	NrCellIdRm
	string
	This data type is defined in the same way as the "NrCellId" data type, but with the OpenAPI "nullable: true" property.

	Dnai
	string
	DNAI (Data network access identifier), see clause 5.6.7 of 3GPP TS 23.501 [8].

	DnaiRm
	string
	This data type is defined in the same way as the "Dnai" data type, but with the OpenAPI "nullable: true" property.

	5GMmCause
	Uinteger
	This represents the 5GMM cause code values as specified in 3GPP TS 24.501 [20].

	AreaCodeRm
	string
	This data type is defined in the same way as the "AreaCode" data type, but with the OpenAPI "nullable: true" property.

	AmfName
	string
	FQDN (Fully Qualified Domain Name) of the AMF as defined in clause 28.3.2.5 of 3GPP TS 23.003 [7].

	AreaCode
	string
	Values are operator specific.

	N3IwfId
	string
	This represents the identifier of the N3IWF ID as specified in clause 9.3.1.57 of 3GPP TS 38.413 [11].
Pattern: '^[A-Fa-f0-9]+$'

	NgeNbId
	string
	This represents the identifier of the ng-eNB ID as specified in clause 9.3.1.8 of 3GPP TS 38.413 [11]..

The string shall be formatted with following pattern:
Pattern: '^('MacroNGeNB-[A-Fa-f0-9]{5}|
 LMacroNGeNB-[A-Fa-f0-9]{6}|
 SMacroNGeNB-[A-Fa-f0-9]{5})$'

The value of the ng-eNB ID shall be encoded in hexadecimal representation. Each character in the string shall take a value of "0" to "9" or "A" to "F" and shall represent 4 bits. The padding 0 shall be added to make multiple nibbles, so the most significant character representing the padding 0 if required together with the 4 most significant bits of the ng-eNB ID shall appear first in the string, and the character representing the 4 least significant bit of the ng-eNB ID (to form a nibble) shall appear last in the string.

Examples:
" SMacroNGeNB-34B89" indicates a Short Macro NG-eNB ID with value 0x34B89.

	Nid
	string
	This represents the Network Identifier, which together with a PLMN ID is used to identify an SNPN (see  1 23.003 [7] and  1 23.501 [8] clause 5.30.2.1).
Pattern: '^[A-Fa-f0-9]{135}$'

	NidRm
	string
	This data type is defined in the same way as the "Nid" data type, but with the OpenAPI "nullable: true" property.

	NfSetId
	string
	NF Set Identifier (see clause 28.12 of 3GPP TS 23.003 [7]), formatted as the following string:

"<MCC>_<MNC>_<NFType>_<Set ID>"

with 
<MCC> encoded as defined in clause 5.4.2

<MNC> encoded as defined in clause 5.4.2

<NFType> encoded as defined in  1 29.510 [29]

<Set ID> encoded as a string of characters other than "_" Pattern: '^([^_]+)$'


Examples: "345_12_SMF_set1", "345_12_PCF_12"


	NfServiceSetId
	string
	NF Service Set Identifier (see clause 28.12 of 3GPP TS 23.003 [7]) formatted as the following string:

"<MCC>_<MNC>_<NFInstanceID>_<ServiceName>_<Set ID>"

with 
<MCC> encoded as defined in clause 5.4.2

<MNC> encoded as defined in clause 5.4.2

<NFInstanceId> encoded as defined in clause 5.3.2

<ServiceName> encoded as defined in  1 29.510 [29]

<Set ID> encoded as a string of characters other than "_" Pattern: '^([^_]+)$

Examples: 
"345_12_ 54804518-4191-46b3-955c-ac631f953ed8_nsmf-pdusession_set-3"
"345_12_ 54804518-4191-46b3-955c-ac631f953ed8_npcf-smpolicycontrol_2"


	NOTE:	For a PDN connection established via MME, the PDU Session ID value is set to 64 plus the EPS bearer ID of the default EPS bearer of the PDN connection; for a PDN connection established via ePDG, the PDU Session ID value is set to 80 plus the EPS bearer ID of the default EPS bearer of the PDN connection.



Editor's Note: the exact format the NfSetId and NfServiceSetId, e.g. as specified above or as an FQDN, is FFS.  

[bookmark: _Toc11339677]* * * Next Change * * * *
[bookmark: _Toc11339780]A.2	Data related to Common Data Types

***********text not shown for clarity**************

    Nid:
      type: string
      pattern: '^[A-Fa-f0-9]{135}$'
    NidRm:
      type: string
      pattern: '^[A-Fa-f0-9]{135}$'
      nullable: true


***********text not shown for clarity**************


* * * End Of Changes * * * *

