

	
3GPP TSG-CT WG4 Meeting #95	C4-195241
Reno, US; 11th – 15th November 2019
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	29.509
	CR
	0072
	rev
	-
	Current version:
	16.1.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Add UPU protection in AUSF functionality

	
	

	Source to WG:
	  Ericsson

	Source to TSG:
	CT4

	
	

	Work item code:
	SBIProtoc16
	
	Date:
	2019-10-31

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	UPU protection service is defined in 5.4 but the functionality is not mentioned in 4.1 introduction.


	
	

	Summary of change:
	Add UPU protection as AUSF funcationality in 4.1.


	
	

	Consequences if not approved:
	Technical specification internal inconsistency.

	
	

	Clauses affected:
	4.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not change any OpenAPI files.

	
	

	This CR's revision history:
	



Page 1


* * * First Change * * * *
[bookmark: _Toc20128662][bookmark: _Hlk23359057]4.1	Introduction
The Network Function (NF) Authentication Server Function (AUSF) is the network entity in the 5G Core Network (5GC) supporting the following functionalities:
-	Authenticate the UE for the requester NF,
-	Provide keying material to the requester NF,
-	Protect the Steering Information List for the requester NF.
-	Protect the UE Parameter Update Data for the requester NF.
Figure 4-1 shows the reference architecture for the AUSF:



Figure 4-1: AUSF in 5G System architecture
This figure represents the AUSF architecture in the Service-based Architecture model. In the reference point model, the interface between the AMF and the AUSF is named N12. In this release, the SEAF function is collocated with the AMF. The  AUSF may provide the service to the UDM.

* * * End of Changes * * * *
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