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Foreword
[bookmark: spectype3]This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).
The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:
Version x.y.z
where:
x	the first digit:
1	presented to TSG for information;
2	presented to TSG for approval;
3	or greater indicates TSG approved document under change control.
y	the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.
z	the third digit is incremented when editorial only changes have been incorporated in the document.
In the present document, modal verbs have the following meanings:
shall	indicates a mandatory requirement to do something
shall not	indicates an interdiction (prohibition) to do something
The constructions "shall" and "shall not" are confined to the context of normative provisions, and do not appear in Technical Reports.
The constructions "must" and "must not" are not used as substitutes for "shall" and "shall not". Their use is avoided insofar as possible, and they are not used in a normative context except in a direct citation from an external, referenced, non-3GPP document, or so as to maintain continuity of style when extending or modifying the provisions of such a referenced document.
should	indicates a recommendation to do something
should not	indicates a recommendation not to do something
may	indicates permission to do something
need not	indicates permission not to do something
The construction "may not" is ambiguous and is not used in normative elements. The unambiguous constructions "might not" or "shall not" are used instead, depending upon the meaning intended.
can	indicates that something is possible
cannot	indicates that something is impossible
The constructions "can" and "cannot" are not substitutes for "may" and "need not".
will	indicates that something is certain or expected to happen as a result of action taken by an agency the behaviour of which is outside the scope of the present document
will not	indicates that something is certain or expected not to happen as a result of action taken by an agency the behaviour of which is outside the scope of the present document
might	indicates a likelihood that something will happen as a result of action taken by some agency the behaviour of which is outside the scope of the present document
might not	indicates a likelihood that something will not happen as a result of action taken by some agency the behaviour of which is outside the scope of the present document
In addition:
is	(or any other verb in the indicative mood) indicates a statement of fact
is not	(or any other negative verb in the indicative mood) indicates a statement of fact
The constructions "is" and "is not" do not indicate requirements.
[bookmark: introduction][bookmark: _Toc21950977][bookmark: _Toc24973354][bookmark: _Toc26199886]1	Scope
The present document specifies the stage 3 protocol, including message flows and API specification details, for the Nhss services, as part of the 5G Service-Based Architecture, offered by the HSS for interworking with the 5G UDM Network Function.
The 5G System stage 2 architecture and procedures are specified in 3GPP TS 23.501 [2] and 3GPP TS 23.502 [3].
The User Data Interworking, Coexistence and Migration stage 2 architecture and procedures are specified in 3GPP TS 23.632 [8].
The Technical Realization of the Service Based Architecture and the Principles and Guidelines for Services Definition are specified in 3GPP TS 29.500 [4] and 3GPP TS 29.501 [5].
[bookmark: _Toc21950978][bookmark: _Toc24973355][bookmark: _Toc26199887]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[5]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[6]	3GPP TS 23.335: "User Data Convergence (UDC); Technical realization and information flows".
[7]	3GPP TS 29.335: "User Data Convergence (UDC); User Data Repository Access Protocol over the Ud interface".
[8]	3GPP TS 23.632: "User Data Interworking, Coexistence and Migration".
[9]	IETF RFC 7540: "Hypertext Transfer Protocol Version 2 (HTTP/2)".
[10]	OpenAPI Initiative, "OpenAPI 3.0.0 Specification", https://github.com/OAI/OpenAPI-Specification/blob/master/versions/3.0.0.md
[11]	IETF RFC 8259: "The JavaScript Object Notation (JSON) Data Interchange Format".
[12]	IETF RFC 7807: "Problem Details for HTTP APIs".
[13]	3GPP TS 29.503: "5G System; Unified Data Management Services; Stage 3".
[14]	3GPP TR 21.900: "Technical Specification Group working methods".
[bookmark: _Toc21950979][bookmark: _Toc24973356][bookmark: _Toc26199888]3	Definitions of terms, symbols and abbreviations
This clause and its three clauses are mandatory. The contents shall be shown as "void" if the TS/TR does not define any terms, symbols, or abbreviations.
[bookmark: _Toc21950980][bookmark: _Toc24973357][bookmark: _Toc26199889]3.1	Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Definition format (Normal)
<defined term>: <definition>.
example: text used to clarify abstract rules by applying them literally.
[bookmark: _Toc21950981][bookmark: _Toc24973358][bookmark: _Toc26199890]3.2	Symbols
For the purposes of the present document, the following symbols apply:
Symbol format (EW)
<symbol>	<Explanation>

[bookmark: _Toc21950982][bookmark: _Toc24973359][bookmark: _Toc26199891]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GC	5G Core Network
HSS	Home Subscriber Server
JSON	Javascript Object Notation
SBI	Service Based Interface
UDM	Unified Data Management
UDR	Unified Data Repository
[bookmark: _Toc21950983][bookmark: _Toc24973360][bookmark: _Toc26199892]4	Overview
[bookmark: _Toc21950984][bookmark: _Toc24973361][bookmark: _Toc26199893]4.1	Introduction
Within the 5GC, the HSS offers services to the UDM via the Nhss service-based interface (see 3GPP TS 23.501 [2], 3GPP TS 23.502 [3] and 3GPP TS 23.632 [8]).
Figure 4.1-1 provides the reference model in service-based interface representation with focus on the HSS.


Figure 4.1-1: Reference model – HSS
[bookmark: _Toc21950985][bookmark: _Toc24973362][bookmark: _Toc26199894]5	Services offered by the HSS
[bookmark: _Toc21950986][bookmark: _Toc24973363][bookmark: _Toc26199895]5.1	Introduction
The HSS offers the following services via the Nhss interface:
-	Nhss_UEAuthentication Service
-	Nhss_SubscriberDataManagement Service
-	Nhss_UEContextManagement service
All scenarios shown in the following clauses assume that the HSS is stateful and stores information in local memory. However, the HSS may be stateless and stores information externally in the EPS-UDR. If so, the stateless HSS makes use of Ud interface as specified in 3GPP TS 23.335 [6] and 3GPP TS 29.335 [7] to retrieve required data from the EPS-UDR and store them locally before processing an incoming request. Processing the incoming request may then include updating data in the EPS-UDR or subscribing to data change notifications at the EPS-UDR by using the Ud interface. After processing the incoming request, the HSS may delete the locally stored data.
[bookmark: _Toc21950987][bookmark: _Toc24973364][bookmark: _Toc26199896]5.2	Nhss_UEAuthentication Service
[bookmark: _Toc21950988][bookmark: _Toc24973365][bookmark: _Toc26199897]5.2.1	Service Description
The Nhss_UEAuthentication service allows a NF consumer (UDM) to request calculation of a fresh Authentication Vector (AV) for 5G_AKA or EAP_AKA_PRIME and provide the calculated AV to the requesting NF.
[bookmark: _Toc21950989][bookmark: _Toc24973366][bookmark: _Toc26199898]5.2.2	Service Operations
[bookmark: _Toc21950990][bookmark: _Toc24973367][bookmark: _Toc26199899]5.2.2.1	Introduction
For the Nhss_UEAuthentication service the following service operation is defined:
-	Get
The Nhss_UEAuthentication service is used by the UDM to request the HSS to, calculate a fresh authentication vector (AV) for authentication the method 5G_AKA or EAP_AKA_PRIME, and provide it to the UDM by means of the Get service operation. See 3GPP TS 23.632 [8] clause 4.2.2.
[bookmark: _Toc21950991][bookmark: _Toc24973368][bookmark: _Toc26199900]5.2.2.2	Get
[bookmark: _Toc21950992][bookmark: _Toc24973369][bookmark: _Toc26199901]5.2.2.2.1	General
The following procedure using the Get service operation is supported:
-	Authentication Vector Retrieval
[bookmark: _Toc21950993][bookmark: _Toc24973370][bookmark: _Toc26199902]5.2.2.2.2	Authentication Vector Retrieval
Figure 5.2.2.2.2-1 shows a scenario where the NF service consumer (UDM) retrieves an Authentication Vector for the UE from the HSS (see also 3GPP TS 23.632 [8] clause 4.2.2). The request contains the UE's identity (imsi), the serving network name, the authentication method (5G_AKA or EAP_AKA_PRIME) and may contain resynchronization info.


Figure 5.2.2.2.2-1: NF service consumer requesting an Authentication Vector
1.	The NF service consumer sends a POST request (custom method: generate-av) to the HSS.
2a.	The HSS responds with "200 OK" with the message body containing the authentication vector.
2b.	If the operation cannot be authorized due to e.g. UE does not have required subscription data, HTTP status code "403 Forbidden" should be returned including additional error information in the response body (in "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the POST response body.
[bookmark: _Toc21950994][bookmark: _Toc24973371][bookmark: _Toc26199903]5.3	Nhss_SubscriberDataManagement Service
[bookmark: _Toc11338382][bookmark: _Toc21950995][bookmark: _Toc24973372][bookmark: _Toc26199904]5.3.1	Service Description
This service is used to retrieve the subscriber data indicated by the requested data type from HSS. In this release, only the PGW-C+SMF FQDN for S5/S8 interface information is supported as requested data type. See 3GPP TS 23.632 [8], clause 6.1.4.
[bookmark: _Toc11338383][bookmark: _Toc21950996][bookmark: _Toc24973373][bookmark: _Toc26199905]5.3.2	Service Operations
[bookmark: _Toc11338384][bookmark: _Toc21950997][bookmark: _Toc24973374][bookmark: _Toc26199906]5.3.2.1	Introduction
For the Nhss_SubscriberDataManagement service the following service operations are defined:
-	Get
The Nhss_SubscriberDataManagement service is used by Consumer NF (UDM) to retrieve the UE data from the HSS due to IRAT mobility.
[bookmark: _Toc510696591][bookmark: _Toc6488415][bookmark: _Toc21950998][bookmark: _Toc24973375][bookmark: _Toc26199907]5.3.2.2	Get
[bookmark: _Toc510696592][bookmark: _Toc6488416][bookmark: _Toc21950999][bookmark: _Toc24973376][bookmark: _Toc26199908]5.3.2.2.1	General
[bookmark: _Toc510696593][bookmark: _Toc6488417]The following procedure using the Get service operation is supported:
-	UE Context In PGW Data Retrieval
[bookmark: _Toc21951000][bookmark: _Toc24973377][bookmark: _Toc26199909]5.3.2.2.2	UE Context In PGW Data Retrieval
Figure 5.x.2.2.2-1 shows a scenario where the NF service consumer (UDM) sends a request to the HSS to retrieve the UE's Context In PGW data. The request contains the UE's identity (which shall be an IMSI) and the requested information.


[bookmark: _Hlk15463443]Figure 5.3.2.2.2-1: Requesting a UE's Context in PGW Data
1.	The NF service consumer (e.g. UDM) shall send a GET request to the resource representing the UE's Context In PGW Data. 
2a.	On Success, the HSS shall respond with "200 OK" with the message body containing the UE's Context In PGW Data as relevant for the requesting NF service consumer. 
2b.	If there is no valid data for the UE, HTTP status code "404 Not Found" shall be returned including additional error information in the response body (in the "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the GET response body.
[bookmark: _Toc24973378][bookmark: _Toc11338381][bookmark: _Toc26199910]5.4	Nhss_UEContextManagement Service
[bookmark: _Toc24973379][bookmark: _Toc26199911]5.4.1	Service Description
The service allows an NF consumer (UDM) to trigger the cancellation of any previous registered serving node due to IRAT mobility. See 3GPP TS 23.632 [8], clause 6.1.3.
[bookmark: _Toc24973380][bookmark: _Toc26199912]5.4.2	Service Operations
[bookmark: _Toc24973381][bookmark: _Toc26199913]5.4.2.1	Introduction
For the Nhss_UEContextManagement service the following service operations are defined:
-	MmeDeregistration
The Nhss_UEContextManagement service is used by Consumer NF (UDM) to request HSS to deregister the MME via cancel location procedure.
[bookmark: _Toc24973382][bookmark: _Toc26199914]5.4.2.2	MmeDeregistration
[bookmark: _Toc24973383][bookmark: _Toc26199915]5.4.2.2.1	General
The following procedure using the MmeDeregistration service operation is supported:
-	MME Deregistration 
[bookmark: _Toc24973384][bookmark: _Toc26199916]5.4.2.2.2	MME Deregistration
Figure 5.4.2.2.2-1 shows a scenario where the NF service consumer (UDM) requests HSS to initiate S6a Cancel Location procedure towards the MME due to IRAT mobility. The request contains the UE's identity which shall be an IMSI.


Figure 5.4.2.2.2-1: MME Deregistration
1.	The NF service consumer sends a POST request (custom method: deregister-mme) to the HSS; the request body contains the UE identity (IMSI) and the deregistration reason.   
2a.	On success, the HSS responds with "204 No Content". 
2b.	If there is no valid subscription data for the UE, or the UE is not registered in EPS network for 3GPP access, HTTP status code "404 Not Found" should be returned including additional error information in the response body (in the "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the POST response body.

[bookmark: _Toc21951001][bookmark: _Toc24973385][bookmark: _Toc26199917]6	API Definitions
[bookmark: _Toc21951002][bookmark: _Toc24973386][bookmark: _Toc26199918]6.1	Nhss_UEAuthentication Service API
[bookmark: _Toc21951003][bookmark: _Toc24973387][bookmark: _Toc26199919]6.1.1	Introduction
The Nhss_UEAuthentication service shall use the Nhss_UEAuthentication API.
The request URI used in HTTP request from the NF service consumer towards the NF service producer shall have the structure defined in clause 4.4.1 of 3GPP TS 29.501 [5], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [5].
-	The <apiName> shall be "nhss-ueau".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 6.1.
[bookmark: _Toc21951004][bookmark: _Toc24973388][bookmark: _Toc26199920]6.1.2	Usage of HTTP
[bookmark: _Toc21951005][bookmark: _Toc24973389][bookmark: _Toc26199921]6.1.2.1	General
HTTP/2, as defined in IETF RFC 7540 [9], shall be used as specified in clause 5 of 3GPP TS 29.500 [4].
HTTP/2 shall be transported as specified in clause 5.3 of 3GPP TS 29.500 [4].
HTTP messages and bodies for the Nhss_UEAuthentication service shall comply with the OpenAPI [10] specification contained in Annex A.
[bookmark: _Toc21951006][bookmark: _Toc24973390][bookmark: _Toc26199922]6.1.2.2	HTTP standard headers
[bookmark: _Toc21951007][bookmark: _Toc24973391][bookmark: _Toc26199923]6.1.2.2.1	General
The usage of HTTP standard headers shall be supported as specified in clause 5.2.2 of 3GPP TS 29.500 [4].
[bookmark: _Toc21951008][bookmark: _Toc24973392][bookmark: _Toc26199924]6.1.2.2.2	Content type 
The following content types shall be supported:
-	JSON, as defined in IETF RFC 8259 [11], signalled by the content type "application/json".
-	The Problem Details JSON Object (IETF RFC 7807 [12] signalled by the content type "application/problem+json".
[bookmark: _Toc21951009][bookmark: _Toc24973393][bookmark: _Toc26199925]6.1.2.3	HTTP custom headers
[bookmark: _Toc21951010][bookmark: _Toc24973394][bookmark: _Toc26199926]6.1.2.3.1	General
In this release of the specification, no specific custom headers are defined for the Nhss_UEAuthentication service.
For 3GPP specific HTTP custom headers used across all service based interfaces, see clause 5.2.3 of 3GPP TS 29.500 [4].
[bookmark: _Toc21951011][bookmark: _Toc24973395][bookmark: _Toc26199927]6.1.3	Resources
[bookmark: _Toc21951012][bookmark: _Toc24973396][bookmark: _Toc26199928]6.1.3.1	Overview


Figure 6.1.3.1-1: Resource URI structure of the nhss-ueau API
Table 6.1.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.1.3.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	n/a
	generate-av
	generate-av (POST)
	Generate Authentication Vector



[bookmark: _Toc21951013][bookmark: _Toc24973397][bookmark: _Toc26199929]6.1.3.2	Void
[bookmark: _Toc21951014][bookmark: _Toc24973398][bookmark: _Toc26199930]6.1.4	Custom Operations without associated resources
[bookmark: _Toc21951015][bookmark: _Toc24973399][bookmark: _Toc26199931]6.1.4.1	Overview
Table 6.1.4.1-1: Custom operations without associated resources
	Custom operation URI
	Mapped HTTP method
	Description

	{apiRoot}/nhss-ueau/<apiVersion>/generate-av
	POST
	The HSS calculates a fresh Authentication Vector taking into account the received information (imsi, serving network name, authentication method)

	
	
	



[bookmark: _Toc21951016][bookmark: _Toc24973400][bookmark: _Toc26199932]6.1.4.2	Operation: Generate AV
[bookmark: _Toc21951017][bookmark: _Toc24973401][bookmark: _Toc26199933]6.1.4.2.1	Description
This custom operation is used by the NF service consumer (UDM) to request calculation of an authentication vector for the provided imsi.
[bookmark: _Toc21951018][bookmark: _Toc24973402][bookmark: _Toc26199934]6.1.4.2.2	Operation Definition
This operation shall support the response data structures and response codes specified in tables 6.1.4.2.2-1 and 6.1.4.2.2-2.
Table 6.1.4.2.2-1: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	AvGenerationRequest
	M
	1
	Contains input parameters for Authentication Vector calculation



Table 6.1.4.2.2-2: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	AvGenerationResponse
	M
	1
	200 OK
	Upon success, a response body containing the generated authentication vector shall be returned

	ProblemDetails
	M
	1
	403 Forbidden
	The "cause" attribute shall be set to one of the following application errors:
- AUTHENTICATION_REJECTED

	ProblemDetails
	M
	1
	404 Not Found
	The "cause" attribute shall be set to the following application error:
- USER_NOT_FOUND



[bookmark: _Toc21951019][bookmark: _Toc24973403][bookmark: _Toc26199935]6.1.5	Notifications
In this release of this specification, no notifications are defined for the Nhss_UEAuthentication Service.
[bookmark: _Toc21951020][bookmark: _Toc24973404][bookmark: _Toc26199936]6.1.6	Data Model
[bookmark: _Toc21951021][bookmark: _Toc24973405][bookmark: _Toc26199937]6.1.6.1	General
This clause specifies the application data model supported by the API.
Table 6.1.6.1-1 specifies the data types defined for the Nhss service based interface protocol.
Table 6.1.6.1-1: Nhss specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	AvGenerationRequest
	6.1.6.2.2
	Contains imsi, authentication method, serving network name, resynchronization info
	

	AvGenerationResponse
	6.1.6.2.3
	Contains the calculated Authentication Vector
	



Table 6.1.6.1-2 specifies data types re-used by the Nhss service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nhss service based interface. 
Table 6.1.6.1-2: Nhss re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	AuthType
	3GPP TS 29.503 [13]
	
	

	ServingNetworkName
	3GPP TS 29.503 [13]
	
	

	ResynchronizationInfo
	3GPP TS 29.503 [13]
	
	

	AvEapAkaPrime
	3GPP TS 29.503 [13]
	
	

	Av5GHeAka
	3GPP TS 29.503 [13]
	
	



[bookmark: _Toc21951022][bookmark: _Toc24973406][bookmark: _Toc26199938]6.1.6.2	Structured data types
[bookmark: _Toc21951023][bookmark: _Toc24973407][bookmark: _Toc26199939]6.1.6.2.1	Introduction
This clause defines the structures to be used in resource representations. 
[bookmark: _Toc21951024][bookmark: _Toc24973408][bookmark: _Toc26199940]6.1.6.2.2	Type: AvGenerationRequest
Table 6.1.6.2.2-1: Definition of type AvGenerationRequest
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	
	
	
	
	
	

	imsi
	string
	M
	1
	pattern: "[0-9]{5,15}"
	

	authType
	AuthType
	M
	1
	Indicates the authentication method; "EAP_AKA_PRIME" or "5G_AKA"
	

	servingNetworkName
	ServingNetworkName
	M
	1
	
	

	resynchronizationInfo
	ResynchronizationInfo
	O
	0..1
	
	



[bookmark: _Toc21951025][bookmark: _Toc24973409][bookmark: _Toc26199941]6.1.6.2.3	Type: AvGenerationResponse
Table 6.1.6.2.3-1: Definition of type AvGenerationResponse
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	avEapAkaPrime
	AvEapAkaPrime
	C
	0..1
	shall be present if av5GHeAka is absent, otherwise shall be absent.
	

	av5GHeAka
	Av5GHeAka
	C
	0..1
	shall be present if avEapAkaPrime is absent, otherwise shall be absent.
	



[bookmark: _Toc21951026][bookmark: _Toc24973410][bookmark: _Toc26199942]6.1.6.3	Simple data types and enumerations
This clause will define simple data types and enumerations that can be referenced from data structures defined in the previous clauses.
[bookmark: _Toc21951027][bookmark: _Toc24973411][bookmark: _Toc26199943]6.1.6.3.1	Introduction
This clause defines simple data types and enumerations that can be referenced from data structures defined in the previous clauses.
[bookmark: _Toc21951028][bookmark: _Toc24973412][bookmark: _Toc26199944]6.1.6.3.2	Simple data types
The simple data types defined in table 6.1.6.3.2-1 shall be supported.
Table 6.1.6.3.2-1: Simple data types
	Type Name
	Type Definition
	Description
	Applicability

	
	<one simple data type, i.e. boolean, integer, number, or string>
	
	



[bookmark: _Toc21951029][bookmark: _Toc24973413][bookmark: _Toc26199945]6.1.6.3.3	Enumeration: <EnumType1>
The enumeration <EnumType1> represents <something>. It shall comply with the provisions defined in table 6.1.5.3.3-1.
Table 6.1.6.3.3-1: Enumeration < EnumType1>
	Enumeration value
	Description
	Applicability

	
	
	



[bookmark: _Toc21951030][bookmark: _Toc24973414][bookmark: _Toc26199946]6.1.6.3.4	Enumeration: <EnumType2>
And so on if there are more enumerations to define.
[bookmark: _Toc21951031][bookmark: _Toc24973415][bookmark: _Toc26199947]6.1.6.4	Data types describing alternative data types or combinations of data types
[bookmark: _Toc21951032][bookmark: _Toc24973416][bookmark: _Toc26199948]6.1.6.4.1	Type: <TypeName 1>
The data types describing alternative data types or combinations of data types shall represent an OpenAPI schema object using the "oneOf", "anyOf" or "allOf"  keyword to list alternative or to be combined data types (see the OpenAPI specification [4] and https://swagger.io/docs/specification/data-models/oneof-anyof-allof-not/).
An instance (i.e. a corresponding part of a JSON file to be evaluated against the schema) matches , i.e. a list of mutually exclusive alternative data types., as described using the OpenAPI "oneOf" keyword, if the instance matches against one and only one of the alternative data types.
An instance (i.e. a corresponding part of a JSON file to be evaluated against the schema) matches a list of non-exclusive alternative data types, as described using the OpenAPI "anyOf" keyword, if the instance matches against one or more of the alternative data types.
An instance (i.e. a corresponding part of a JSON file to be evaluated against the schema) matches a list of to be combined data types, as described using the OpenAPI "allOf" keyword, if the instance matches against all of the to be combined data types."Attribute name": Name of attributes that belong to the specified data type. The attribute names within a structured data type shall be unique, and their relative order inside the structured data type shall not imply any specific ordering of the corresponding JSON elements in a JSON object.
"Data type": Data type of the alternative or to be combined data type. If the data type is indicated as "<type>", the alternative or to be combined data type shall be of data type <type>. If the data type is indicated as "array(<type>)", the alternative or to be combined data type shall be an array (see IETF RFC 8259 [3]) that contains elements of data type <type>. If the data type is indicated as "map(<type>)", the alternative or to be combined data type shall be an object (see IETF RFC 8259 [3]) encoded in the corresponding OpenAPI specification as a map which values are of data type <type>. <type> can either be "integer", "number", "string" or "boolean" (as defined in the OpenAPI specification [4]), or a data type defined in a 3GPP specification.
"Cardinality": Defines the allowed number of occurrence of data type <type>. A cardinality of "M..N", is only allowed for data types "array(<type>)" and "map(<type>)" and indicates the number of elements within the array or map; the values M and N can either be the characters "M" and "N", respectively, or integer numbers; with M being greater than or equal 0, and N being greater than 0. For data type "<type>", the cardinality shall be set to "1".
"Description": Describes the meaning and use of the attribute and may contain normative statements.
Applicability: If the type is only applicable for optional feature(s) negotiated using the mechanism defined in clause 6.6 of 3GPP TS 29.500 [2], the name of the corresponding feature(s) shall be indicated in this column. If no feature is indicated. the type can be used with any feature. If no optional features are defined for an API, the applicability column can be omitted for that API.
[bookmark: _Hlk510623468]Table 6.1.6.4.1-1: Definition of type <Type name 1> as a list of <"mutually exclusive alternatives" / "non-exclusive alternatives" / "to be combined data types">
	Data type
	Cardinality
	Description
	Applicability

	"<type>" or "array(<type>)" or "map(<type>)"
	"1" or "M..N"
	<only if applicable>
	



[bookmark: _Toc21951033][bookmark: _Toc24973417][bookmark: _Toc26199949]6.1.6.4.2	Type: <TypeName 2>
And so on if there are more types to specify.
[bookmark: _Toc21951034][bookmark: _Toc24973418][bookmark: _Toc26199950]6.1.6.5	Binary data
This clause will specify what is encoded in binary part, if multipart media type is agreed to be supported by CT4 and is supported by the API. It shall be omitted if not applicable.
[bookmark: _Toc21951035][bookmark: _Toc24973419][bookmark: _Toc26199951]6.1.7	Error Handling
[bookmark: _Toc21951036][bookmark: _Toc24973420][bookmark: _Toc26199952]6.1.7.1	General
HTTP error handling shall be supported as specified in clause 5.2.4 of 3GPP TS 29.500 [4].
[bookmark: _Toc21951037][bookmark: _Toc24973421][bookmark: _Toc26199953]6.1.7.2	Protocol Errors
Protocol errors handling shall be supported as specified in clause 5.2.7 of 3GPP TS 29.500 [4].
[bookmark: _Toc21951038][bookmark: _Toc24973422][bookmark: _Toc26199954]6.1.7.3	Application Errors
The application errors defined for the Nhss_UEAuthentication service are listed in table 6.1.7.3-1.
Table 6.1.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	AUTHENTICATION_REJECTED
	403 Forbidden
	The user cannot be authenticated

	USER_NOT_FOUND
	404 Not Found
	The user does not exist in the HPLMN



[bookmark: _Toc21951039][bookmark: _Toc24973423][bookmark: _Toc26199955]6.1.8	Feature negotiation
The optional features in table 6.1.8-1 are defined for the XXX API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [4].
Table 6.1.8-1: Supported Features
	Feature number
	Feature Name
	Description

	
	
	



The feature number is a unique integer number within the API designating the feature. The first feature obtains the number 1, and subsequent features obtain the next numbers (2,3 …).
The feature name is unique name within the API used to designate the feature e.g. in "Applicability" columns of various tables within the API definition.
In the Description column, a description of the feature is provided. A possible withdrawal of the feature is also indicated in the description column; the deficits leading to the withdrawal of the feature are then also explained in that column.
[bookmark: _Toc21951040][bookmark: _Toc24973424][bookmark: _Toc26199956]6.2	Nhss_SubscriberDataManagement Service API 
[bookmark: _Toc18838904][bookmark: _Toc21951041][bookmark: _Toc24973425][bookmark: _Toc26199957]6.2.1	API URI
The Nhss_SubscriberDataManagement service shall use the Nhss_SubscriberDataManagement API.
The request URI used in HTTP request from the NF service consumer towards the NF service producer shall have the structure defined in clause 4.4.1 of 3GPP TS 29.501 [5], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [5].
-	The <apiName> shall be "nhss-sdm".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 6.2.3.
[bookmark: _Toc18838905][bookmark: _Toc21951042][bookmark: _Toc24973426][bookmark: _Toc26199958]6.2.2	Usage of HTTP
[bookmark: _Toc18838906][bookmark: _Toc21951043][bookmark: _Toc24973427][bookmark: _Toc26199959]6.2.2.1	General
HTTP/2, as defined in IETF RFC 7540 [9], shall be used as specified in clause 5 of 3GPP TS 29.500 [4].
HTTP/2 shall be transported as specified in clause 5.3 of 3GPP TS 29.500 [4].
HTTP messages and bodies for the Nhss_SubscriberDataManagement service shall comply with the OpenAPI [10] specification contained in Annex A.
[bookmark: _Toc18838907][bookmark: _Toc21951044][bookmark: _Toc24973428][bookmark: _Toc26199960]6.2.2.2	HTTP standard headers
[bookmark: _Toc18838908][bookmark: _Toc21951045][bookmark: _Toc24973429][bookmark: _Toc26199961]6.2.2.2.1	General
The usage of HTTP standard headers shall be supported as specified in clause 5.2.2 of 3GPP TS 29.500 [4].
[bookmark: _Toc18838909][bookmark: _Toc21951046][bookmark: _Toc24973430][bookmark: _Toc26199962]6.2.2.2.2	Content type 
The following content types shall be supported:
-	JSON, as defined in IETF RFC 8259 [11], signalled by the content type "application/json".
-	The Problem Details JSON Object (IETF RFC 7807 [12] signalled by the content type "application/problem+json".
[bookmark: _Toc18838910][bookmark: _Toc21951047][bookmark: _Toc24973431][bookmark: _Toc26199963]6.2.2.3	HTTP custom headers
[bookmark: _Toc18838911][bookmark: _Toc21951048][bookmark: _Toc24973432][bookmark: _Toc26199964]6.2.2.3.1	General
In this release of the specification, no specific custom headers are defined for the Nhss_SubscriberDataManagement service.
For 3GPP specific HTTP custom headers used across all service-based interfaces, see clause 5.2.3 of 3GPP TS 29.500 [4].
[bookmark: _Toc510696607][bookmark: _Toc6488431][bookmark: _Toc21951049][bookmark: _Toc24973433][bookmark: _Toc26199965]6.2.3	Resources
[bookmark: _Toc18838913][bookmark: _Toc21951050][bookmark: _Toc24973434][bookmark: _Toc26199966]6.2.3.1	Overview


 Figure 6.2.3.1-1: Resource URI structure of the nhss-sdm API
Table 6.2.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.2.3.1-1: Resources and methods overview
	Resource name
(Archetype)
	Resource URI
	HTTP method or custom operation
	Description

	UeContextInPgwData
(Document)
	/{ueId}/ue-context-in-pgw-data
	GET
	Retrieve the UE's Context in PGW Data



[bookmark: _Toc11338639][bookmark: _Toc21951051][bookmark: _Toc24973435][bookmark: _Toc26199967]6.2.3.2	Resource: UeContextInPgwData
[bookmark: _Toc11338640][bookmark: _Toc21951052][bookmark: _Toc24973436][bookmark: _Toc26199968]6.2.3.2.1	Description
This resource represents the allocated PGWs for the UE.  
[bookmark: _Toc11338641][bookmark: _Toc21951053][bookmark: _Toc24973437][bookmark: _Toc26199969]6.2.3.2.2	Resource Definition
Resource URI: {apiRoot}/nhss-sdm/{apiVersion}/{ueId}/ue-context-in-pgw-data
This resource shall support the resource URI variables defined in table 6.2.3.2.2-1.
Table 6.2.3.2.2-1: Resource URI variables for this resource
	Name
	Definition

	apiRoot
	See clause 6.x.1

	apiVersion
	See clause 6.x.1

	ueId
	Represents the UE identifier with type IMSI.
	pattern: "^(imsi-[0-9]{5,15}|.+)$"



[bookmark: _Toc11338642][bookmark: _Toc21951054][bookmark: _Toc24973438][bookmark: _Toc26199970]6.2.3.2.3	Resource Standard Methods
[bookmark: _Toc11338645][bookmark: _Toc21951055][bookmark: _Toc24973439][bookmark: _Toc26199971]6.2.3.2.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.2.3.1-1.
Table 6.2.3.2.3.3-1: URI query parameters supported by the GET method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.2.3.2.3.1-2 and the response data structures and response codes specified in table 6.2.3.2.3.1-3.
Table 6.2.3.2.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	UeContextInPgwData
	M
	1
	200 OK
	A response body containing the UeContextInPgwData shall be returned.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

	NOTE:	In addition common data structures as listed in table 6.2.7-1 are supported.



[bookmark: _Toc11338822]6.2.4	Custom Operations without associated resources 
[bookmark: _Toc11338823]In this release of this specification, no custom operations without associated resources are defined for the Nhss_SubscriberDataManagement Service.
6.2.5	Notifications
In this release of this specification, no notifications are defined for the Nhss_SubscriberDataManagement service.
[bookmark: _Toc510696632][bookmark: _Toc6488456][bookmark: _Toc21951056][bookmark: _Toc24973440][bookmark: _Toc26199972]6.2.6	Data Model
[bookmark: _Toc11338825][bookmark: _Toc21951057][bookmark: _Toc24973441][bookmark: _Toc26199973]6.2.6.1	General
This clause specifies the application data model supported by the API.
Table 6.2.6.1-1 specifies the data types defined for the Nhss_SubscriberDataManagement service API.
Table 6.2.6.1-1: Nhss_SubscriberDataManagement specific Data Types
	Data type
	Clause defined
	Description

	UeContextInPgwData
	6.2.6.2.2
	



Table 6.2.6.1-2 specifies data types re-used by the Nhss_SubscriberDataManagement service API from other APIs, including a reference and when needed, a short description of their use within the Nhss_SubscriberDataManagement service API. 
Table 6.2.6.1-2: Nhss_SubscriberDataManagement re-used Data Types
	Data type
	Reference
	Comments

	PgwInfo
	3GPP TS 29.503 [13]
	



[bookmark: _Toc21951058][bookmark: _Toc24973442][bookmark: _Toc26199974]6.2.6.2	Structured data types
[bookmark: _Toc21951059][bookmark: _Toc24973443][bookmark: _Toc26199975]6.2.6.2.1	Introduction
This clause defines the data structures to be used in resource representations.
[bookmark: _Toc11338134][bookmark: _Toc21951060][bookmark: _Toc24973444][bookmark: _Toc26199976]6.2.6.2.2	Type: UeContextInPgwData
Table 6.2.6.2.2-1: Definition of type UeContextInPgwData
	Attribute name
	Data type
	P
	Cardinality
	Description

	pgwInfo
	array(PgwInfo)
	O
	1..N
	Information about the APNs and PGW-C+SMF FQDNs used in interworking with UDM



[bookmark: _Toc21951061][bookmark: _Toc24973445][bookmark: _Toc26199977]6.2.6.3	Simple data types and enumerations
[bookmark: _Toc21951062][bookmark: _Toc24973446][bookmark: _Toc26199978]6.2.6.3.1	Introduction
This clause defines simple data types and enumerations that can be referenced from data structures defined in the previous clauses.
[bookmark: _Toc21951063][bookmark: _Toc24973447][bookmark: _Toc26199979]6.2.6.3.2	Simple data types
The simple data types defined in table 6.2.6.3.2-1 shall be supported.
Table 6.2.6.3.2-1: Simple data types
	Type Name
	Type Definition
	Description

	
	
	



[bookmark: _Toc18838936][bookmark: _Toc21951064][bookmark: _Toc24973448][bookmark: _Toc11338870][bookmark: _Toc26199980]6.2.7	Error Handling
[bookmark: _Toc18838937][bookmark: _Toc21951065][bookmark: _Toc24973449][bookmark: _Toc26199981]6.2.7.1	General
HTTP error handling shall be supported as specified in clause 5.2.4 of 3GPP TS 29.500 [4].
[bookmark: _Toc18838938][bookmark: _Toc21951066][bookmark: _Toc24973450][bookmark: _Toc26199982]6.2.7.2	Protocol Errors
Protocol errors handling shall be supported as specified in clause 5.2.7 of 3GPP TS 29.500 [4].
[bookmark: _Toc11338873][bookmark: _Toc21951067][bookmark: _Toc24973451][bookmark: _Toc26199983]6.2.7.3	Application Errors
The common application errors defined in the Table 5.2.7.2-1 in 3GPP TS 29.500 [4] may also be used for the Nhss_SubscriberDataManagement service. The following application errors listed in Table 6.x.7.3-1 are specific for the Nhss_SubscriberDataManagement service.
Table 6.2.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	USER_NOT_FOUND
	404 Not Found
	The user does not exist.

	DATA_NOT_FOUND
	404 Not Found
	The requested data is not found/does not exist.



[bookmark: _Toc11338874][bookmark: _Toc21951068][bookmark: _Toc24973452][bookmark: _Toc26199984]6.2.8	Feature Negotiation
The optional features in table 6.6.8-1 are defined for the Nhss_SubscriberDataManagement API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [4].
Table 6.2.8-1: Supported Features
	Feature number
	Feature Name
	Description

	
	
	



[bookmark: _Toc24973453][bookmark: _Toc26199985]6.3	Nhss_UEContextManagement Service API 
[bookmark: _Toc24973454][bookmark: _Toc26199986]6.3.1	Introduction
The Nhss_UEContextManagement service shall use the Nhss_UEContextManagement API.
The request URI used in HTTP request from the NF service consumer towards the NF service producer shall have the structure defined in clause 4.4.1 of 3GPP TS 29.501 [5], i.e.:
{apiRoot}/<apiName>/<apiVersion>/<apiSpecificResourceUriPart>
with the following components:
-	The {apiRoot} shall be set as described in 3GPP TS 29.501 [5].
-	The <apiName> shall be "nhss-uecm".
-	The <apiVersion> shall be "v1".
-	The <apiSpecificResourceUriPart> shall be set as described in clause 6.1.
[bookmark: _Toc24973455][bookmark: _Toc26199987]6.3.2	Usage of HTTP
[bookmark: _Toc24973456][bookmark: _Toc26199988]6.3.2.1	General
HTTP/2, as defined in IETF RFC 7540 [9], shall be used as specified in clause 5 of 3GPP TS 29.500 [4].
HTTP/2 shall be transported as specified in clause 5.3 of 3GPP TS 29.500 [4].
HTTP messages and bodies for the Nhss_UEContextManagement service shall comply with the OpenAPI [10] specification contained in Annex A.
[bookmark: _Toc24973457][bookmark: _Toc26199989]6.3.2.2	HTTP standard headers
[bookmark: _Toc24973458][bookmark: _Toc26199990]6.3.2.2.1	General
The usage of HTTP standard headers shall be supported as specified in clause 5.2.2 of 3GPP TS 29.500 [4].
[bookmark: _Toc24973459][bookmark: _Toc26199991]6.3.2.2.2	Content type 
The following content types shall be supported:
-	JSON, as defined in IETF RFC 8259 [11], signalled by the content type "application/json".
-	The Problem Details JSON Object (IETF RFC 7807 [12] signalled by the content type "application/problem+json".
[bookmark: _Toc24973460][bookmark: _Toc26199992]6.3.2.3	HTTP custom headers
[bookmark: _Toc24973461][bookmark: _Toc26199993]6.3.2.3.1	General
In this release of the specification, no specific custom headers are defined for the Nhss_UEContextManagement service.
For 3GPP specific HTTP custom headers used across all service-based interfaces, see clause 5.2.3 of 3GPP TS 29.500 [4].
[bookmark: _Toc24973462][bookmark: _Toc26199994]6.3.3	Resources 
[bookmark: _Toc24973463][bookmark: _Toc26199995]6.3.3.1	Overview


Figure 6.3.3.1-1: Resource URI structure of the nhss-uecm API
Table 6.3.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.3.3.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method or custom operation
	Description

	n/a
	deregister-mme
	deregister-mme (POST)
	Requesting MME deregistration



[bookmark: _Toc24973464][bookmark: _Toc26199996]6.3.4	Custom Operations without associated resources 
[bookmark: _Toc24973465][bookmark: _Toc26199997]6.3.4.1	Overview
Table 6.3.4.1-1: Custom operations without associated resources
	Custom operation URI
	Mapped HTTP method
	Description

	{apiRoot}/nhss-uecm/<apiVersion>/deregister-mme
	POST
	Requesting MME deregistration.



[bookmark: _Toc24973466][bookmark: _Toc26199998]6.3.4.2	Operation: deregister-mme
[bookmark: _Toc24973467][bookmark: _Toc26199999]6.3.4.2.1	Description
This custom operation is used by the NF service consumer (UDM) to request MME deregistration.
[bookmark: _Toc24973468][bookmark: _Toc26200000]6.3.4.2.2	Operation Definition
This operation shall support the data structures and response codes specified in tables 6.3.4.2.2-1 and 6.3.4.2.2-2.
Table 6.3.4.2.2-1: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	DeregistrationRequest
	M
	1
	



Table 6.3.4.2.2-2: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned.

	ProblemDetails
	O
	1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- CONTEXT_NOT_FOUND



[bookmark: _Toc24973469][bookmark: _Toc26200001]6.3.5	Notifications
In this release of this specification, no notifications are defined for the Nhss_UEContextManagement Service.
[bookmark: _Toc24973470][bookmark: _Toc26200002]6.3.6	Data Model
[bookmark: _Toc24973471][bookmark: _Toc26200003]6.3.6.1	General
This clause specifies the application data model supported by the API.
Table 6.3.6.1-1 specifies the structured data types defined for the Nhss_UECM service API. 
Table 6.3.6.1-1: Nhss_UECM specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	DeregistrationRequest
	6.3.6.2.2
	Contains imsi, deregistration reason
	



Table 6.3.6.1-2 specifies data types re-used by the Nhss_UECM service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nhss_UECM service API. 
Table 6.3.6.1-2: Nhss_UECM re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	n/a
	
	
	



[bookmark: _Toc24973472][bookmark: _Toc26200004]6.3.6.2	Structured data types
[bookmark: _Toc24973473][bookmark: _Toc26200005]6.3.6.2.1	Introduction
This clause defines the structures to be used in resource representations. 
[bookmark: _Toc24973474][bookmark: _Toc26200006]6.3.6.2.2	Type: DeregistrationRequest
Table 6.3.6.2.2-1: Definition of type DeregistrationRequest
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	imsi
	string
	M
	1
	pattern: "^[0-9]{5,15}$"
	

	deregReason
	DeregistrationReason
	M
	1
	String, see clause 6.3.6.3.3
	



[bookmark: _Toc24973475][bookmark: _Toc26200007]6.3.6.3	Simple data types and enumerations
[bookmark: _Toc24973476][bookmark: _Toc26200008]6.3.6.3.1	Introduction
This clause defines simple data types and enumerations that can be referenced from data structures defined in the previous clauses.
[bookmark: _Toc24973477][bookmark: _Toc26200009]6.3.6.3.2	Simple data types
The simple data types defined in table 6.3.6.3.2-1 shall be supported.
Table 6.3.6.3.2-1: Simple data types
	Type Name
	Type Definition
	Description

	
	
	



[bookmark: _Toc24973478][bookmark: _Toc26200010]6.3.6.3.3	Enumeration: DeregistrationReason
Table 6.3.6.3.3-1: Enumeration DeregistrationReason
	Enumeration value
	Description

	"UE_INITIAL_REGISTRATION"
	

	"EPS_TO_5GS_MOBILITY"
	



[bookmark: _Toc24973479][bookmark: _Toc26200011]6.3.7	Error Handling
[bookmark: _Toc24973480][bookmark: _Toc26200012]6.3.7.1	General
HTTP error handling shall be supported as specified in clause 5.2.4 of 3GPP TS 29.500 [4].
[bookmark: _Toc24973481][bookmark: _Toc26200013]6.3.7.2	Protocol Errors
Protocol errors handling shall be supported as specified in clause 5.2.7 of 3GPP TS 29.500 [4].
[bookmark: _Toc24973482][bookmark: _Toc26200014]6.3.7.3	Application Errors
The common application errors defined in the Table 5.2.7.2-1 in 3GPP TS 29.500 [4] may also be used for the Nudm_UEContextManagement service. The application errors defined for the Nhss_UEContextManagement service are listed in Table 6.x.7.3-1.

Table 6.3.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	USER_NOT_FOUND
	404 Not Found
	The user does not exist.

	CONTEXT_NOT_FOUND
	404 Not Found
	It is used when no corresponding UE context exists.



[bookmark: _Toc21951069][bookmark: _Toc24973483][bookmark: _Toc26200015]
Annex A (normative):
OpenAPI specification
[bookmark: _Toc21951070][bookmark: _Toc24973484][bookmark: _Toc26200016]A.1	General
This Annex specifies the formal definition of the Nhss Service API(s). It consists of OpenAPI 3.0.0 specifications in YAML format.
Informative copies of the OpenAPI specification files contained in this 3GPP Technical Specification are available on the public 3GPP file server in the following locations (see clause 5B of the 3GPP TS 21.900 [14] for further information):
-	https://www.3gpp.org/ftp/Specs/archive/OpenAPI/<Release>/, and
-	https://www.3gpp.org/ftp/Specs/<Plenary>/<Release>/OpenAPI/.
[bookmark: _Toc21951071][bookmark: _Toc24973485][bookmark: _Toc26200017]A.2	Nhss_UEAuthentication API
openapi: 3.0.0
info:
  version: '1.0.0.alpha-1'
  title: 'NhssUEAU'
  description: |
    HSS UE Authentication Service.
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.563 Home Subscriber Server (HSS)Services for Interworking With UDM, version 0.4.0
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.563/'

servers:
  - url: '{apiRoot}/nhss-ueau/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501.

security:
  - oAuth2ClientCredentials:
    - nhss-ueau
  - {}

paths:
  /generate-av:
    post:
      summary: Generate authentication vector for the UE
      operationId: GenerateAV
      tags:
        - Generate Auth Vector
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/AvGenerationRequest'
        required: true
      responses:
        '200':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/AvGenerationResponse'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '501':
          $ref: 'TS29571_CommonData.yaml#/components/responses/501'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error


components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows: 
        clientCredentials: 
          tokenUrl: '{nrfApiRoot}/oauth2/token'
          scopes:
            nhss-ueau: Access to the nhss-ueau API


  schemas:

# COMPLEX TYPES:

    AvGenerationRequest:
      type: object
      required:
        - imsi
        - authType
        - servingNetworkName
      properties:
        imsi:
          type: string
          pattern: '^[0-9]{5,15}$'
        authType:
          $ref: 'TS29503_Nudm_UEAU.yaml#/components/schemas/AuthType'
        servingNetworkName:
          $ref: 'TS29503_Nudm_UEAU.yaml#/components/schemas/ServingNetworkName'
        resynchronizationInfo:
          $ref: 'TS29503_Nudm_UEAU.yaml#/components/schemas/ResynchronizationInfo'

    AvGenerationResponse:
      type: object
      oneOf:
        - required:
          - avEapAkaPrime
        - required:
          - av5GHeAka
      properties:
        avEapAkaPrime:
          $ref: 'TS29503_Nudm_UEAU.yaml#/components/schemas/AvEapAkaPrime'
        av5GHeAka:
          $ref: 'TS29503_Nudm_UEAU.yaml#/components/schemas/Av5GHeAka'


# SIMPLE TYPES:


# ENUMS:


[bookmark: _Toc21951072][bookmark: _Toc24973486][bookmark: _Toc26200018]A.3	Nhss_SubscriberDataManagement API
openapi: 3.0.0

info:
  version: '1.0.0.alpha-1'
  title: 'Nhss_SDM'
  description: |
    HSS Subscriber Data Management.
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.563 Home Subscriber Server (HSS)Services for Interworking With UDM, version 0.4.0
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.563/'

servers:
  - url: '{apiRoot}/nhss-sdm/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501.

security:
  - oAuth2ClientCredentials:
    - nhss-sdm
  - {}

paths:
  /{ueId}/ue-context-in-pgw-data:
    get:
      summary: Retrieve the UE Context In PGW
      operationId: GetUeCtxInPgwData
      tags:
        - UE Context In PGW Data Retrieval
      parameters:
        - name: ueId
          in: path
          description: Identifier of the UE
          required: true
          schema:
            type: string
            pattern: '^(imsi-[0-9]{5,15})$'
      responses:
        '200':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/UeContextInPgwData'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error


components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows: 
        clientCredentials: 
          tokenUrl: '{nrfApiRoot}/oauth2/token'
          scopes:
            nhss-sdm: Access to the nhss-sdm API


  schemas:

# COMPLEX TYPES:

    UeContextInPgwData:
      type: object
      properties:
        pgwInfo:
          type: array
          items:
            $ref: 'TS29503_Nudm_SDM.yaml#/components/schemas/PgwInfo'
          minItems: 1



# SIMPLE TYPES:


# ENUMS:

[bookmark: _Toc24973487][bookmark: _Toc21951073][bookmark: historyclause][bookmark: _Toc26200019]A.4	Nhss_UEContextManagement API
openapi: 3.0.0

info:
  version: '1.0.0.alpha-1'
  title: 'Nhss_UECM'
  description: |
    HSS UE Context Management
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

externalDocs:
  description: 3GPP TS 29.563 Home Subscriber Server (HSS)Services for Interworking With UDM, version 0.4.0
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.563/'

servers:
  - url: '{apiRoot}/nhss-uecm/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501.

security:
  - oAuth2ClientCredentials:
    - nhss-uecm
  - {}

paths:
  /deregister-mme:
    post:
      summary: MME Deregistration
      operationId: Deregister MME
      tags:
        - MME Deregistration
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/DeregistrationRequest'
        required: true
      responses:
        '204':
          description: No content
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '501':
          $ref: 'TS29571_CommonData.yaml#/components/responses/501'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error

components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows: 
        clientCredentials: 
          tokenUrl: '{nrfApiRoot}/oauth2/token'
          scopes:
            nhss-uecm: Access to the nhss-uecm API

  schemas:

# COMPLEX TYPES:

    DeregistrationRequest:
      type: object
      required:
        - imsi
        - deregReason
      properties:
        imsi:
          type: string
          pattern: '^[0-9]{5,15}$'
        deregReason:
          $ref: '#/components/schemas/DeregistrationReason'

# SIMPLE TYPES:


# ENUMS:

    DeregistrationReason:
      anyOf:
        - type: string
          enum:
            - UE_INITIAL_REGISTRATION
            - EPS_TO_5GS_MOBILITY
        - type: string  

[bookmark: _Toc24973488][bookmark: _Toc26200020]Annex B (informative):
Withdrawn API versions
[bookmark: _Toc21951074][bookmark: _Toc24973489][bookmark: _Toc26200021]B.1	General
This Annex lists withdrawn API versions of the APIs defined in the present specification. 3GPP TS 29.501 [5] clause 4.3.1.6 describes the withdrawal of API versions.
[bookmark: _Toc21951075][bookmark: _Toc24973490][bookmark: _Toc26200022]B.2	<Service 1> API
Where <Service 1> is to be replaced by the name of the Service (e.g. Nsmf_PDUSession).
One clause is introduced per Service.
The API versions listed in table B.2-1 are withdrawn for the <Service 1> API.
Table B.2-1: Withdrawn API versions of the <Service 1> service
	API version number
	Remarks

	
	



In the Remarks column, the deficits leading to the withdrawal of an API version are explained.
[bookmark: _Toc21951076][bookmark: _Toc24973491][bookmark: _Toc26200023]B.3	<Service 2> API
And so on if there are more than two services supported by the NF.
[bookmark: _Toc21951077][bookmark: _Toc24973492][bookmark: _Toc26200024]Annex C (informative):
Change history

	Change history

	Date
	Meeting
	TDoc
	CR
	Rev
	Cat
	Subject/Comment
	New version

	2019-05
	CT4#91
	C4-192407
	
	
	
	Initial Draft.
	0.1.0

	2019-09
	CT4#93
	C4-193847
	
	
	
	Incorporation of pCRs agreed at CT4#93 in C4-193553, C4-193624.
	0.2.0

	2019-10
	CT4#94
	C4-194521
	
	
	
	Incorporation of pCRs agreed at CT4#94 in C4-194346.
	0.3.0

	2019-11
	CT4#95
	C4-195636
	
	
	
	Incorporation of pCRs agreed at CT4#95 in C4-195579.
	0.4.0

	2019-12
	CT#86
	CP-193067
	
	
	
	TS presented for information
	[bookmark: _GoBack]1.0.0




3GPP
image2.png
=

A GLOBAL INITIATIVE




image3.emf
HSS Nhss

UDM

 


Microsoft_Visio_2003-2010_Drawing.vsd
HSS



image4.emf
NF service 

consumer

HSS

1. POST …/generate-av

(imsi, serving network name, authentication method, resync. info)

2a. 200 OK (Authentication Vector)

2b. 403 Forbidden


Microsoft_Visio_2003-2010_Drawing1.vsd
NF service consumer


HSS


1. POST …/generate-av
(imsi, serving network name, authentication method, resync. info)


2a. 200 OK (Authentication Vector)
2b. 403 Forbidden



image5.emf
NF service 

consumer

HSS

1. GET�«�{ueId}/ue-context-in-pgw-data ()

2a. 200 OK (UeContextInPgwData)

2b. 404 Not Found


Microsoft_Visio_2003-2010_Drawing2.vsd
NF service consumer


HSS


1. GET …/{ueId}/ue-context-in-pgw-data ()


2a. 200 OK (UeContextInPgwData)
2b. 404 Not Found



image6.emf
NF service 

consumer

HSS

1. POST «�deregister-mme (DeregistrationRequest)

2a. 204 No Content ()

2b. 404 Not Found


Microsoft_Visio_2003-2010_Drawing3.vsd
NF service consumer


HSS


1. POST …/deregister-mme (DeregistrationRequest)


2a. 204 No Content ()
2b. 404 Not Found



image7.emf
{apiRoot}/nhss-ueau/<apiVersion>

/generate-av


Microsoft_Visio_Drawing.vsdx
{apiRoot}/nhss-ueau/<apiVersion>
/generate-av



image8.emf
{apiRoot}/nhss-sdm/<apiVersion>

/{ueId}

/ue-context-in-pgw-data


Microsoft_Visio_Drawing1.vsdx
{apiRoot}/nhss-sdm/<apiVersion>
/{ueId}
/ue-context-in-pgw-data



image9.emf
{apiRoot}/nhss-uecm/<apiVersion>

/deregister-mme


Microsoft_Visio_Drawing2.vsdx
{apiRoot}/nhss-uecm/<apiVersion>
/deregister-mme



image1.jpeg
s




