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* * * First Change * * * *
[bookmark: _Toc20232691][bookmark: _Toc20232695]5.5.2.1	General
The de-registration procedure is used:
a)	by the UE to de-register for 5GS services over 3GPP access when the UE is registered over 3GPP access;
b)	by the UE to de-register for 5GS services over non-3GPP access when the UE is registered over non-3GPP access;
c)	by the UE to de-register for 5GS services over both 3GPP access and non-3GPP access when the UE is registered in the same PLMN over both accesses;
d)	by the network to inform the UE that it is deregistered for 5GS services over 3GPP access when the UE is registered over 3GPP access;
e)	by the network to inform the UE that it is deregistered for 5GS services over non-3GPP access when the UE is registered over non-3GPP access;
f)	by the network to inform the UE that it is deregistered for 5GS services over both 3GPP access and non-3GPP access when the UE is registered in the same PLMN over both accesses; and
g)	by the network to inform the UE to re-register to the network.
The de-registration procedure with appropriate de-registration type shall be invoked by the UE:
a)	if the UE is switched off; and
b)	as part of the eCall inactivity procedure defined in subclause 5.5.3.
The de-registration procedure with appropriate de-registration type shall be invoked by the network:
a)	if the network informs whether the UE should re-register to the network.
The de-registration procedure with appropriate access type shall be invoked by the UE:
a)	if the UE needs to de-register for 5GS services over 3GPP access when the UE is registered over 3GPP access;
b)	if the UE needs to de-register for 5GS services over non-3GPP access when the UE is registered over non-3GPP access; or
c)	the UE needs to de-register for 5GS services over both 3GPP access and non-3GPP access when the UE is registered in the same PLMN over both accesses.
The de-registration procedure with appropriate access type shall be invoked by the network:
a)	if the network needs to inform the UE that it is deregistered over 3GPP access when the UE is registered over 3GPP access;
b)	if the network needs to inform the UE that it is deregistered over non-3GPP access when the UE is registered over non-3GPP access; or
c)	if the network needs to inform the UE that it is deregistered over both 3GPP access and non-3GPP access when the UE is registered in the same PLMN over both accesses.
If the de-registration procedure is triggered due to USIM removal, the UE shall indicate "switch off" in the de-registration type IE.
If the de-registration procedure is requested by the network for a UE that has an emergency PDU session, the AMF shall not send a DEREGISTRATION REQUEST message to the UE and indicate to the SMF to release all non-emergency PDU sessions as specified in 3GPP TS 23.502 [9].
If the de-registration procedure for 5GS services is performed, a local release of the PDU sessions, if any, for this particular UE is performed.
The UE is allowed to initiate the de-registration procedure even if the timer T3346 is running.
NOTE:	When the UE has no PDU sessions over non-3GPP access, or the UE moves all the PDU sessions over a non-3GPP access to a 3GPP access, the UE and the AMF need not initiate de-registration over the non-3GPP access.
The AMF shall provide the UE with a non-3GPP de-registration timer.
When the AMF enters the state 5GMM-DEREGISTERED for 3GPP access, the AMF shall delete the stored UE radio capability information, if any.
* * * End of Change * * * *

