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* * * First Change * * * *
[bookmark: _Toc502244558]3.2	Abbreviations
For the purposes of the present document, the following abbreviations apply:
AS	Application Server
CDIV	Communication DIVersion 
CN	Core Network
CONF	CONFerence
CS	Circuit Switched
CSCF	Call Session Control Function
HOLD	communication HOLD
IBCF	Interconnection Border Control Function
IFC	Initial Filter Criteria
IMS	IP Multimedia Subsystem
IP	Internet Protocol
ISDN	Integrated Service Data Network
MCID	Malicious Communication IDentification
MiD	Multi-iDentity
MuD	Multi-Device
OIP	Originating Identification Presentation
OIR	Originating Identification Restriction
PSTN	Public Switch Telephone Network
S-CSCF	Serving-Call Session Control Function
SIP	Session Initiation Protocol
TIP	Terminating Identification Presentation
TIR	Terminating Identification Restriction 
UE	User Equipment
XML	Extensible Markup Language
* * * Next Change * * * *
4.6.a	Multi-Device (MuD)
No impact. Neither service shall affect the operation of the other service.
* * * Next Change * * * *
4.6.b	Multi-Identity (MiD)
No impact on the TIR service. The TIR service handles the Privacy header field following the procedures in this specification.
No impact on the TIP service.
* * * End of Changes * * * *

