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Additional discussion(if needed):
…
Proposed changes:
*** 1st Change ***
6.4.2.2
Type TrafficInfluData

Table 6.4.2.2-1: Definition of type TrafficInfluData

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	upPathChgNotifCorreId
	string
	C
	0..1
	Contains the Notification Correlation Id allocated by the NEF for the UP path change notification. It shall be included when the NEF requests the UP path change notification.
	

	appReloInd
	boolean
	O
	0..1
	Identifies whether an application can be relocated once a location of the application has been selected.
	

	afAppId
	string
	O
	0..1
	Identifies an application.

(NOTE 1) (NOTE 3)
	

	dnn
	Dnn
	O
	0..1
	Identifies a DNN
	

	ethTrafficFilters
	array(EthFlowDescription)
	O
	1..N
	Identifies Ethernet packet filters.

(NOTE 1) (NOTE 3)
	

	snssai
	Snssai
	O
	0..1
	The identification of slice.
	

	interGroupId
	string
	O
	0..1
	Identifies a group of users. (NOTE 2) (NOTE 3)(NOTE 5)
	

	supi
	Supi
	O
	0..1
	Identifies a user. (NOTE 2) (NOTE 3)
	

	trafficFilters
	array(FlowInfo)
	O
	1..N
	Identifies IP packet filters.

(NOTE 1) (NOTE 3)
	

	trafficRoutes
	array(RouteToLocation)
	O
	1..N
	Identifies the N6 traffic routing requirement.
	

	validStartTime
	DateTime
	O
	0..1
	Identifies when the traffic routings start to be applicable. (NOTE 4)
	

	validEndTime
	DateTime
	O
	0..1
	Identifies when the traffic routings are not applicable. (NOTE 4)
	

	tempValidities
	array(TemporalValidity)
	O
	1..N
	Indicates the time interval(s) during which the AF request is to be applied. (NOTE 4)
	MultiTemporalCondition

	nwAreaInfo
	NetworkAreaInfo
	O
	0..1
	Identifies a network area information that the request applies only to the traffic of UE(s) located in this specific zone.
	

	upPathChgNotifUri
	Uri
	C
	0..1
	Contains the URI where the NEF receives the UP path change notification. It shall be included when the NEF requests the UP path change notification.
	

	subscribedEvents
	array(SubscribedEvent)
	O
	1..N
	Identifies the requirement to be notified of the event(s).
	

	dnaiChgType
	DnaiChangeType
	O
	0..1
	Identifies a type of notification regarding UP path management event.
	

	afAckInd
	boolean
	O
	0..1
	Identifies whether the AF acknowledgement of UP path event notification is expected.

Set to "true" if the AF acknowledgement is expected; otherwise set to "false". 

Default value is "false" if omitted.
	URLLC

	addrPreserInd
	boolean
	O
	0..1
	Indicates whether UE IP address should be preserved.

This attribute shall set to "true" if preserved, otherwise, set to "false".

Default value is false if omitted.
	URLLC

	NOTE 1:
One of "afAppId", "trafficFilters" or "ethTrafficFilters" shall be included.

NOTE 2:
Either "supi" or "interGroupId" shall be included.
NOTE 3:
To indicate the deletion of a Traffic Individual Influence Data resource, only the appropriate combination of "supi" or "interGroupId", and "afAppId", "trafficFilters" or "ethTrafficFilters" that identify the resource shall be included. The rest of attributes shall be omitted.

NOTE 4:
Properties "validStartTime" and "validEndTime" shall only be included for single temporal validity condition. Property "tempValidities" shall only be included for multiple temporal validity conditions when the feature MultiTemporalCondition is supported.
NOTE 5: 
If the Traffic Influence Data applies to any UE, then the "interGroupId" sets to "AnyUE".



*** Next Change ***
6.4.2.3
Type TrafficInfluDataPatch

Table 6.4.2.3-1: Definition of type TrafficInfluDataPatch

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	upPathChgNotifCorreId
	string
	O
	0..1
	Contains the Notification Correlation Id allocated by the NEF for the UP path change notification.
	

	appReloInd
	boolean
	O
	0..1
	Identifies whether an application can be relocated once a location of the application has been selected.
	

	dnn
	Dnn
	O
	0..1
	Identifies a DNN.
	

	snssai
	Snssai
	O
	0..1
	The identification of slice
	

	internalGroupId
	string
	O
	0..1
	Identifies a group of users. 
	

	ethTrafficFilters
	array(EthFlowDescription)
	O
	1..N
	Identifies Ethernet packet filters.
	

	supi
	Supi
	O
	0..1
	Identifies a user. 
	

	trafficFilters
	array(FlowInfo)
	O
	1..N
	Identifies IP packet filters
	

	trafficRoutes
	array(RouteToLocation)
	O
	1..N
	Identifies the N6 traffic routing requirement.
	

	validStartTime
	DateTime
	O
	0..1
	Identifies when the traffic routings start to be applicable.
	

	validEndTime
	DateTime
	O
	0..1
	Identifies when the traffic routings are not applicable.
	

	tempValidities
	array(TemporalValidity)
	O
	1..N
	Indicates the time interval(s) during which the AF request is to be applied.
	MultiTemporalCondition

	nwAreaInfo
	NetworkAreaInfo
	O
	0..1
	Identifies a network area information that the request applies only to the traffic of UE(s) located in this specific zone.
	

	upPathChgNotifUri
	Uri
	O
	0..1
	Contains the URI where the NEF receives the UP path change notification. 
	

	afAckInd
	boolean
	O
	0..1
	Identifies whether the AF acknowledgement of UP path event notification is expected. 
	URLLC

	addrPreserInd
	boolean
	O
	0..1
	Indicates UE IP address should be preserved.
	URLLC


*** End of Changes ***

