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Proposed changes:
*** 1st Change ***
4.4.15.2
Creation of a new subscription for 5G LAN parameter provisioning
In order to create a new subscription to provision 5G LAN related parameters, the AF shall initiate an HTTP POST request to the NEF for the "5GLAN Parameters Provision Subscriptions" resource. The body of the HTTP POST message shall include the 5G LAN service related parameters within the "5gLanParmts" attribute.
Upon receipt of the corresponding HTTP POST message, if the AF is authorized by the NEF to provision the parameters, the NEF shall interact with the UDM to create a subscription at the UDM by using Nudm_ParameterProvision service as defined in 3GPP TS 29.503 [17]. If the request is accepted by the UDM and the UDM informs the NEF with a successful response, the NEF shall create a new subscription and assign a subscription identifier for the "Individual 5GLAN Parameters Provision Subscriptions" resource. Then the NEF shall send a HTTP "201 Created" response with 5gLanParametersProvision data structure as response body and a Location header field containing the URI of the created individual subscription resource.

*** Next Change ***
4.4.15.3
Modification of an existing subscription for 5G LAN parameter provisioning
To modify an existing subscription to provision 5G LAN parameters, the AF shall initiate an HTTP PUT request to the NEF for the "Individual 5GLAN Parameters Provision Subscription" resource. The body of the HTTP PUT message shall include the 5glanParametersProvision data as described in subclause 4.4.15.1.

Upon receipt of the corresponding HTTP PUT message, if the AF is authorized by the NEF to provision the parameters, the NEF shall interact with the UDM to modify an existing subscription at the UDM by using Nudm_ParameterProvision service as defined in 3GPP TS 29.503 [17]. If the modification request is accepted by the UDM and the UDM informs the NEF with a successful response, the NEF shall update the existing subscription for the "Individual 5GLAN Parameters Provision Subscriptions" resource. Then the NEF shall send a HTTP "200 OK" response with 5gLanParametersProvision data structure as response.

*** Next Change ***
4.4.15.4
Deletion of an existing subscription for 5G LAN parameter provisioning
To delete an existing subscription to 5GLAN provision parameters, the AF shall initiate an HTTP DELETE request to the NEF for the "Individual 5GLAN Parameters Provision Subscription" resource. 

Upon receipt of the corresponding HTTP DELETE message, if the AF is authorized, the NEF shall interact with the UDM to delete an existing parameters provision subscription at the UDM by using Nudm_ParameterProvision service as defined in 3GPP TS 29.503 [17]. If the request is accepted by the UDM and informs the NEF with a successful response, the NEF shall delete the existing subscription for the "Individual 5GLAN Parameters Provision Subscriptions" resource. Then the NEF shall send a HTTP "204 No Content" response.

*** Next Change ***
5.7.2.3.2
Type: 5GLanParametersProvision

Table 5.7.2.3.2-1: Definition of type 5GLanParametersProvision
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	self
	Link
	C
	0..1
	Identifies the individual parameters provision subscription resource.

Shall be present in the HTTP GET response when reading all the subscriptions for an AF.
	

	5gLanParamts
	5GLanParameters
	M
	0..1
	Represents the 5G LAN service related parameters.
	

	suppFeat
	SupportedFeatures
	M
	1
	Indicates the negotiated supported features.
	


*** End of Changes ***

