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	Reason for change:
	During the paging procedure, if there is ongoing registration, Xn or N2 handover procedure, the AMF will reply N1N2MessageTransfer Response to the SMF with the TEMPORARY_REJECT_REGISTRATION_ONGOING or TEMPORARY_REJECT_HANDOVER_ONGOING error code.

If the AMF receives message from registration, Xn or N2 handover procedure after sending the N1N2MessageTransfer with ATTEMPTING_TO_REACH_UE to the SMF, it is proposed that the AMF will reject the N1N2MessageTransfer by sending the N1N2 Transfer Failure Notification to the SMF. In this scenario, the TEMPORARY_REJECT_REGISTRATION_ONGOING or TEMPORARY_REJECT_HANDOVER_ONGOING are also proposed to be sent to the SMF, which can help SMF to temporary store the downlink message.

And such problem may also exist during the EBI assignment if it is triggered by the PDU session modification, for the registration or N2 handover ongoing, the AMF can reject the request from SMF.
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* * * * Begin of Change * * * *
[bookmark: _Toc20137317]6.1.3.2.4.3.2	Operation Definition
This operation shall support the request data structures specified in table 6.1.3.2.4.3.2-1 and the response data structure and response codes specified in table 6.1.3.2.4.3.2-2.
Table 6.1.3.2.4.3.2-1: Data structures supported by the (POST) assign-ebi Request Body on this resource
	Data type
	P
	Cardinality
	Description

	AssignEbiData
	M
	1
	The information required for AMF to allocate EPS bearer ID(s).



Table 6.1.3.2.4.3.2-2: Data structures supported by the (POST) assign-ebi Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	AssignedEbiData
	M
	1
	200 OK
	Represent successful assignment of EPS bearer ID service operation, with the assigned EBIs included.
AMF may allocate only a subset of the requested EBIs, when not enough available EBI(s) can be allocated, e.g. when other PDU sessions with higher ARP have occupied too many EBIs. If the POST request body contained "releasedEbiList" the AMF shall release those EBI(s) and shall include the "releaseEbiList" IE in the POST response body.

	AssignEbiError
	M
	1
	403 Forbidden
	This represents the case when none of the requested EBI(s) can be assigned by the AMF. The "cause" attribute of the ProblemDetails shall be set to:
-	EBI_EXHAUSTED, if the number of EBIs allocated for the UE has already reached the maximum limit.
-	EBI_REJECTED_LOCAL_POLICY, if the EBI allocation is rejected due to local policies at the AMF as specified in clause 4.11.1.4.1 of 3GPP TS 23.502 [3].
-	EBI_REJECTED_NO_N26, if the EBI allocation was rejected when the AMF is in a serving PLMN that does not support 5GS-EPS interworking procedures with N26 interface as specified in clause 5.17.2.3.1 of 3GPP TS 23.501 [2].

	AssignEbiError
	M
	1
	409 Conflict
	This represents the case when none of the requested EBI(s) can be assigned by the AMF. The "cause" attribute of the ProblemDetails shall be set to:
-	TEMPORARY_REJECT_REGISTRATION_ONGOING, if there is an ongoing registration procedure.
-	TEMPORARY_REJECT_HANDOVER_ONGOING, if there is an ongoing N2 handover procedure.



* * * * Next Change * * * *

[bookmark: _Toc25156352][bookmark: _Toc27591192]6.1.5.6.3	Notification Standard Methods
[bookmark: _Toc25156353][bookmark: _Toc27591193]6.1.5.6.3.1	POST
This method sends an N1/N2 message transfer failure notification to the NF Service Consumer (e.g. SMF).
This method shall support the request data structures specified in table 6.1.5.6.3.1-1 and the response data structures and response codes specified in table 6.1.5.6.3.1-3.
Table 6.1.5.6.3.1-1: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	N1N2MsgTxfrFailureNotification
	M
	1
	Representation of the N1/N2 message transfer failure notification.

The "cause" attribute shall be set to one of following cause value s (see clause 6.1.6.3.6):
	-	UE_NOT_RESPONDING
-	UE_NOT_REACHABLE_FOR_SESSION
-	TEMPORARY_REJECT_REGISTRATION_ONGOING
-	TEMPORARY_REJECT_HANDOVER_ONGOING



Table 6.1.5.6.3.1-2: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	This case represents a successful notification of the N1 / N2 message transfer to the NF service consumer.



* * * * Next Change * * * *
[bookmark: _Toc25156419][bookmark: _Toc27591259]6.1.6.3.6	Enumeration: N1N2MessageTransferCause
Table 6.1.6.3.6-1: Enumeration N1N2MessageTransferCause
	Enumeration value
	Description

	"ATTEMPTING_TO_REACH_UE"
	This cause code represents the case where the AMF has initiated paging to reach the UE in order to deliver the N1 message.

	"N1_N2_TRANSFER_INITIATED"
	This cause code represents the case where the AMF has initiated the N1/N2 message transfer towards the UE and/or the AN.

	"WAITING_FOR_ASYNCHRONOUS_TRANSFER"
	This cause code represents the case where the AMF has stored the N1/N2 message due to Asynchronous Transfer.

	"UE_NOT_RESPONDING"
	This cause code represents the case that the AMF has initiated paging to reach the UE but the UE is not responding to the paging, or the case of a UE in RRC Inactive state when NG-RAN paging is not successful (e.g. NG-RAN initiated a UE context release with a cause indicating the non-delivery of the N1 message).

	"N1_MSG_NOT_TRANSFERRED"
	This cause code represents the case where the AMF has skipped sending N1 message to the UE, when UE is in CM-IDLE and the "skipInd" is set to "true" in the request.

	"UE_NOT_REACHABLE_FOR_SESSION"
	This cause code indicates that the UE is not reachable for the non-3GPP PDU session, due to the UE being in CM-IDLE for non-3GPP access and the PDU session is not allowed to move to 3GPP access.

	"TEMPORARY_REJECT_REGISTRATION_ONGOING"
	This cause code represents the case that the AMF has initiated paging to reach the UE but there is an ongoing registration procedure.

	"TEMPORARY_REJECT_HANDOVER_ONGOING"
	This cause code represents the case that the AMF has initiated paging to reach the UE but there is an ongoing Xn or N2 handover procedure.



* * * * Next Change * * * *

[bookmark: _Toc20137488]6.1.7.3	Application Errors
The common application errors defined in the Table 5.2.7.2-1 in 3GPP TS 29.500 [4] may also be used for the Namf_Communication service. The following application errors listed in Table 6.1.7.3-1 are specific for the Namf_Communication service.
Table 6.1.7.3-1: Application errors
	[bookmark: _Hlk510519236]Application Error
	HTTP status code
	Description

	NF_CONSUMER_REDIRECT_ONE_TXN
	307 Temporary Redirect
	The request has been asked to be redirected to a specified target.

	HANDOVER_FAILURE
	403 Forbidden
	Creation of UE context in the target AMF failed during Handover procedure causing a failure of handover.

	INTEGRITY_CHECK_FAIL
	403 Forbidden
	Integrity check of the complete registration message included in the UE context transfer request failed.

	EBI_EXHAUSTED
	403 Forbidden
	Allocation of EPS Bearer ID failed due to exhaustion of EBI as the maximum number of EBIs has already been allocated to the UE.

	EBI_REJECTED_LOCAL_POLICY
	403 Forbidden
	Allocation of EPS Bearer ID failed due to local policy at the AMF as specified in clause 4.11.1.4.1 of 3GPP TS 23.502 [3].

	EBI_REJECTED_NO_N26
	403 Forbidden
	The allocation of EPS Bearer ID was rejected when the AMF is in a serving PLMN that does not support 5GS-EPS interworking procedures with N26 interface.

	SUPI_OR_PEI_UNKNOWN
	403 Forbidden
	The SUPI or PEI included in the message is unknown.

	UE_IN_NON_ALLOWED_AREA
	403 Forbidden
	UE is currently in a non-allowed area hence the N1/N2 message transfer cannot be completed because the request is not associated with a regulatory prioritized service.

	UNSPECIFIED
	403 Forbidden
	The request is rejected due to unspecified reasons.

	SM_CONTEXT_RELOCATION_REQUIRED
	403 Forbidden
	The request is rejected because the SM Context should be relocated to another SMF, e.g. when AMF detects I-SMF insertion/change/removal or V-SMF change is needed, as specified in clause 4.23 of 3GPP TS 23.502 [3].

	UE_WITHOUT_N1_LPP_SUPPORT
	403 Forbidden
	UE does not support LPP in N1 mode hence the N1 LPP message cannot be sent to the UE.

	CONTEXT_NOT_FOUND
	404 Not Found
	The requested UE Context does not exist on the AMF

	HIGHER_PRIORITY_REQUEST_ONGOING
	409 Conflict
	Paging triggered N1/N2 transfer cannot be initiated since already there is a paging due to a higher priority session ongoing.

	TEMPORARY_REJECT_REGISTRATION_ONGOING
	409 Conflict
	N1/N2 message transfer towards UE / AN cannot be initiated or the EBI assignment fails due to an ongoing registration procedure.

	TEMPORARY_REJECT_HANDOVER_ONGOING
	409 Conflict
	N1/N2 message transfer towards UE / AN cannot be initiated due to an ongoing Xn or N2 handover procedure, or the EBI assignment fails due to an ongoing N2 handover procedure.

	UE_IN_CM_IDLE_STATE
	409 Conflict
	N2 message transfer towards 5G-AN cannot be initiated due to the UE being in CM-IDLE state for the Access Network Type associated to the PDU session.

	UE_NOT_REACHABLE
	504 Gateway Timeout
	The UE is not reachable for paging.



* * * * Next Change * * * *
[bookmark: _Toc25156615][bookmark: _Toc27591462][bookmark: _Hlk18495538]A.2	Namf_Communication API
openapi: 3.0.0
info:
  version: 1.1.0.alpha-3
  title: Namf_Communication
  description: |
    AMF Communication Service
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
security:
  - {}
  - oAuth2ClientCredentials:
      - namf-comm
externalDocs:
  description: 3GPP TS 29.518 V16.2.0; 5G System; Access and Mobility Management Services
  url: 'http://www.3gpp.org/ftp/Specs/archive/29_series/29.518/'
[…]
  /ue-contexts/{ueContextId}/assign-ebi:
    post:
      summary: Namf_Communication EBI Assignment service Operation
      tags:
        - Individual ueContext (Document)
      operationId: EBIAssignment
      parameters:
        - name: ueContextId
          in: path
          description: UE Context Identifier
          required: true
          schema:
            type: string
            pattern: '^(5g-guti-[0-9]{5,6}[0-9a-fA-F]{14}|imsi-[0-9]{5,15}|nai-.+|imei-[0-9]{15}|imeisv-[0-9]{16}|.+)$'
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/AssignEbiData'
        required: true
      responses:
        '200':
          description: EBI Assignment successfully performed.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/AssignedEbiData'
        '400':
          description: Bad Request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/AssignEbiError'
        '403':
          description: Forbidden
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/AssignEbiError'
        '409':
          description: Conflict
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/AssignEbiError'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          description: Internal Server Error
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/AssignEbiError'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error
[…]
    N1N2MessageTransferCause:
      anyOf:
      - type: string
        enum:
          - ATTEMPTING_TO_REACH_UE
          - N1_N2_TRANSFER_INITIATED
          - WAITING_FOR_ASYNCHRONOUS_TRANSFER
          - UE_NOT_RESPONDING
          - N1_MSG_NOT_TRANSFERRED
          - UE_NOT_REACHABLE_FOR_SESSION
          - TEMPORARY_REJECT_REGISTRATION_ONGOING
          - TEMPORARY_REJECT_HANDOVER_ONGOING
      - type: string
[…]
* * * * End of Change * * * *

