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* * * First Change * * * *
[bookmark: _Toc25073975][bookmark: _Toc27584615][bookmark: _Toc25074002][bookmark: _Toc27584642][bookmark: _Toc25073768][bookmark: _Toc27584408][bookmark: _Toc25073930][bookmark: _Toc27584570][bookmark: _Toc19777539][bookmark: _Toc27740836][bookmark: _Toc24937714][bookmark: _Toc27589585]6.1.6.2.47	Type: SendMoDataReqData
Table 6.1.6.2.47-1: Definition of type SendMoDataReqData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	moData
	RefToBinaryData
	M
	1
	This IE shall reference the mobile originated data (see clause 6.1.6.4.x6).
	CPCIOT

	ueLocation
	UserLocation
	O
	0..1
	When present, this IE shall contain the user location.
	CPCIOT



* * * Next Change * * * *
[bookmark: _Hlk32310281]6.1.6.4.6	Mobile Originated Data 
Mobile Originated Data shall encode the Data Contents of the CIoT small data container or Payload Container specified in 3GPP TS 24.501 [7], using the vnd.3gpp.5gnas content-type, as summarized in Table 6.1.6.4.6-1.
Table 6.1.6.4.6-1: Mobile Originated Data
	Mobile Originated Data
	Reference
(3GPP TS 24.501 [7])
	Related NAS SM message

	Data contents in octet 4 to octet up to 257 of CIoT small data container contents. 
	9.11.3.18B67
(Figure 9.11.3.18B.2)
	Control Plane Service Request

	Payload container contents in octets 4 to n
	9.11.3.39
(Figure 9.11.3.39.1)
	Control Plane Service Request
UL NAS Transport




* * * End of Changes * * * *
