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	Reason for change:
	Description statements in the "ApnRateStatus" type definition are not completely accurate. Relevant attributes contain values that apply to all PDN connections to the given APN.

	
	

	Summary of change:
	The description statements are corrected to "… for the given APN (all PDN connections of the UE to this APN)".

	
	

	Consequences if not approved:
	Ambiguous description of an attribute.
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* * * First Change * * * *
[bookmark: _Toc24925877][bookmark: _Toc24926055][bookmark: _Toc24926231][bookmark: _Toc27592870][bookmark: _Toc25073945][bookmark: _Toc27584585]5.4.4.40	Type: ApnRateStatus
Table 5.4.4.40-1: Definition of type ApnRateStatus
	Attribute name
	Data type
	P
	Cardinality
	Description

	remainPacketsUl
	integer
	C
	0..1
	This IE shall be included if available.
When present, it shall contain the number of packets the UE is allowed to send uplink in the given time unit for the given APN (all PDN connections of the UE to this APN, (see clause 4.7.7.3 in 3GPP TS 23.401 [33]).

	remainPacketsDl
	integer
	C
	0..1
	This IE shall be included if available.
When present, it shall contain the number of packets, which the UE is allowed to send downlink for the given time unit period of time and for the given APN (all PDN connections of the UE to this APN, (see clause 4.7.7.3 in 3GPP TS 23.401 [33]).

	validityTime
	DateTime
	C
	0..1
	This IE shall be included if available.
When present, it shall indicate the period of time during which the APN rate control status will remain valid.

	remainExReportsUl
	integer
	C
	0..1
	This IE shall be included if available.
When present, it shall indicate the number of additional exception reports the UE is allowed to send uplink in the given time unit for the given APN (all PDN connections of the UE to this APN, (see clause 4.7.7.3 in 3GPP TS 23.401 [33]).

	remainExReportsDl
	integer
	C
	0..1
	This IE shall be included if available.
When present, it shall indicate the number of additional exception reports the AF is allowed to send downlink in the given time unit for the given APN (all PDN connections of the UE to this APN, (see clause 4.7.7.3 in 3GPP TS 23.401 [33]).
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