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*************************The start of changes*************************
[bookmark: _Toc25227266][bookmark: _Toc27592448]6.1.6.1	General
This clause specifies the application data model supported by the API.
Table 6.1.6.1-1 specifies the data types defined for the Nsmsf service based interface protocol.
Table 6.1.6.1-1: Nsmsf specific Data Types
	Data type
	Clause defined
	Description

	UeSmsContextData 
	See 6.1.6.2.2
	Information used for activating SMS service for a service user, or updating the parameters for SMS service.

	SmsRecordData
	See 6.1.6.2.3
	Information within request message invoking UplinkSMS service operation, for delivering SMS payload.

	SmsRecordDeliveryData
	See 6.1.6.2.6
	Information for result of invoking UplinkSMS service operation.



Table 6.1.6.1-2 specifies data types re-used by the Nsmsf service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nsmsf service based interface. 
Table 6.1.6.1-2: Nsmsf re-used Data Types
	Data type
	Reference
	Comments

	Supi
	3GPP TS 29.571 [6]
	Subscription Permanent Identifier

	Gpsi
	3GPP TS 29.571 [6]
	General Public Subscription Identifier

	Pei
	3GPP TS 29.571 [6]
	Permanent Equipment, it contains an IMEI or IMEISV.

	Guami
	3GPP TS 29.571 [6]
	Globally Unique AMF Identifier

	AccessType
	3GPP TS 29.571 [6]
	Access Type (3GPP or non-3GPP access)

	UserLocation
	3GPP TS 29.571 [6]
	User location information

	TimeZone
	3GPP TS 29.571 [6]
	User time zone information

	NfInstanceId
	3GPP TS 29.571 [6]
	NF Instance ID

	RefToBinaryData
	3GPP TS 29.571 [6]
	Information for indicating the binary content of SMS payload.

	TraceData
	3GPP TS 29.571 [6]
	Trace control and configuration parameters

	BackupAmfInfo
	3GPP TS 29.571 [6]
	Backup AMF Information

	NfGroupId
	3GPP TS 29.571 [6]
	Network Function Group Id

	RatType
	3GPP TS 29.571 [6]
	RAT Type



*************************Next change*************************
[bookmark: _Toc25227269][bookmark: _Toc27592451]6.1.6.2.2	Type: UeSmsContextData
Table 6.1.6.2.2-1: Definition of type UeSmsContextData
	Attribute name
	Data type
	P
	Cardinality
	Description

	supi
	Supi
	M
	1
	This IE shall be present, and it shall contain the subscriber permanent identify of the service user.

	gpsi
	Gpsi
	O
	0..1
	When present, this IE shall contain the generic public subscriber identifier of the service user.

	pei
	Pei
	O
	0..1
	When present, this IE shall contain the IMEI or IMEISV of the service user.

	accessType
	AccessType
	M
	1
	This IE shall be present, and it shall contain the access type from which the service user accesses to network.

	amfId
	NfInstanceId
	M
	1
	This IE shall be present, and it shall contain the NF instance ID of the requesting AMF.

	guamis
	array(Guami)
	O
	1..N
	When present, this IE shall contain the GUAMI(s) of the AMF.

	ueLocation
	UserLocation
	O
	0..1
	When present, this IE shall contain the UE location information (e.g. TAI and CGI).

	ueTimeZone
	TimeZone
	O
	0..1
	When present, this IE shall contain the current time zone of the service user.

	traceData
	TraceData
	O
	0..1
	Trace Data. The Null value indicates that trace is not active.

	backupAmfInfo
	array(BackupAmfInfo)
	C
	1..N
	This IE shall be included if the NF service consumer is an AMF and the AMF supports the AMF management without UDSF when the UE Context for SMS to be created in the SMSF, or to be updated in the SMSF.
The SMSF uses this attribute to do an NRF query in order to invoke later services in a backup AMF e.g. Namf_MT.

	udmGroupId
	NfGroupId
	O
	0..1
	Identity of the UDM group serving the supi

	routingIndicator
	string
	O
	0..1
	When present, it shall indicate the Routing Indicator of the UE.

	ratType
	RatType
	C
	0..1
	When present, it shall indicate the RAT type of the UE.



*************************Next change*************************
[bookmark: _Toc25227288][bookmark: _Toc27592470]A.2	Nsmsf_SMService API
openapi: 3.0.0
(… text not shown for clarity …)
  schemas:
    UeSmsContextData:
      type: object
      required:
        - supi
        - amfId
        - accessType
      properties:
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        pei:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Pei'
        amfId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
        guamis:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Guami'
          minItems: 1
        accessType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AccessType'
        gpsi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Gpsi'
        ueLocation:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/UserLocation'
        ueTimeZone:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TimeZone'
        traceData:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/TraceData'
        backupAmfInfo:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/BackupAmfInfo'
          minItems: 1
        udmGroupId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfGroupId'
        routingIndicator:
          type: string
        ratType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/RatType'
(… text not shown for clarity …)
*************************The end of changes*************************
