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This clause specifies common simple data types.
Table 5.2.2-1: Simple Data Types
	Type Name
	Type Definition
	Description

	Binary
	string
	String with format "binary" as defined in OpenAPI Specification [3]

	BinaryRm
	string
	This data type is defined in the same way as the "Binary" data type, but with the OpenAPI "nullable: true" property.

	Bytes
	string
	String with format "byte" as defined in OpenAPI Specification [3], i.e, base64-encoded characters,

	BytesRm
	string
	This data type is defined in the same way as the "Bytes" data type, but with the OpenAPI "nullable: true" property.

	Date
	string
	String with format "date" as defined in OpenAPI Specification [3]

	DateRm
	string
	This data type is defined in the same way as the "Date" data type, but with the OpenAPI "nullable: true" property.

	DateTime
	string
	String with format "date-time" as defined in OpenAPI Specification [3]

	DateTimeRm
	string
	This data type is defined in the same way as the "DateTime" data type, but with the OpenAPI "nullable: true" property.

	DiameterIdentity
	string
	String containing a Diameter Identity, according to clause 4.3 of IETF RFC 6733 [18].
Pattern: '^([A-Za-z0-9]+([-A-Za-z0-9]+)\.)+[a-z]{2,}$'

	DiameterIdentityRm
	string
	This data type is defined in the same way as the "DiameterIdentity" data type, but with the OpenAPI "nullable: true" property.

	Double
	number
	Number with format "double" as defined in OpenAPI Specification [3]

	DoubleRm
	number
	This data type is defined in the same way as the "Double" data type, but with the OpenAPI "nullable: true" property.

	DurationSec
	integer
	Unsigned integer identifying a period of time in units of seconds. 

	DurationSecRm
	integer
	This data type is defined in the same way as the "DurationSec" data type, but with the OpenAPI "nullable: true" property.

	Float
	number
	Number with format "float" as defined in OpenAPI Specification [3]

	FloatRm
	number
	This data type is defined in the same way as the "Float" data type, but with the OpenAPI "nullable: true" property.

	Uint16
	integer
	Unsigned 16-bit integers, i.e. only value between 0 and 65535 are permissible.

	Uint16Rm
	integer
	This data type is defined in the same way as the "Uint16" data type, but with the OpenAPI "nullable: true" property.

	Int32
	integer
	Integer with format "int32" as defined in OpenAPI Specification [3]

	Int32Rm
	integer
	This data type is defined in the same way as the "Int32" data type, but with the OpenAPI "nullable: true" property.

	Int64
	integer
	Integer with format "int64" as defined in OpenAPI Specification [3]

	Int64Rm
	integer
	This data type is defined in the same way as the "Int64" data type, but with the OpenAPI "nullable: true" property.

	Ipv4Addr
	string
	String identifying a IPv4 address formatted in the "dotted decimal" notation as defined in in IETF RFC 1166 [4].
Pattern: '^(([0-9]|[1-9][0-9]|1[0-9][0-9]|2[0-4][0-9]|25[0-5])\.){3}([0-9]|[1-9][0-9]|1[0-9][0-9]|2[0-4][0-9]|25[0-5])$'

	Ipv4AddrRm
	string
	This data type is defined in the same way as the "Ipv4Addr" data type, but with the OpenAPI "nullable: true" property.

	Ipv4AddrMask
	string
	String identifying a IPv4 address mask formatted in the "dotted decimal" notation as defined in in IETF RFC 1166 [4].
Pattern: '^(([0-9]|[1-9][0-9]|1[0-9][0-9]|2[0-4][0-9]|25[0-5])\.){3}([0-9]|[1-9][0-9]|1[0-9][0-9]|2[0-4][0-9]|25[0-5])(\/.+)$'

	Ipv4AddrMaskRm
	string
	This data type is defined in the same way as the "Ipv4AddrMask" data type, but with the OpenAPI "nullable: true" property.

	Ipv6Addr
	string
	String identifying an IPv6 address formatted according to clause 4 of IETF RFC 5952 [5]. The mixed IPv4 IPv6 notation according to clause 5 of IETF RFC 5952 [5] shall not be used.
Pattern: '^((:|(0?|([1-9a-f][0-9a-f]{0,3}))):)((0?|([1-9a-f][0-9a-f]{0,3})):){0,6}(:|(0?|([1-9a-f][0-9a-f]{0,3})))$'
and
Pattern: '^((([^:]+:){7}([^:]+))|((([^:]+:)*[^:]+)?::(([^:]+:)*[^:]+)?))$'

	Ipv6AddrRm
	string
	This data type is defined in the same way as the "Ipv6Addr" data type, but with the OpenAPI "nullable: true" property.

	Ipv6Prefix
	string
	String identifying an IPv6 address prefix formatted according to clause 4 of IETF RFC 5952 [5]. 
Pattern: '^((:|(0?|([1-9a-f][0-9a-f]{0,3}))):)((0?|([1-9a-f][0-9a-f]{0,3})):){0,6}(:|(0?|([1-9a-f][0-9a-f]{0,3})))(\/(([0-9])|([0-9]{2})|(1[0-1][0-9])|(12[0-8])))$'
and
Pattern: '^((([^:]+:){7}([^:]+))|((([^:]+:)*[^:]+)?::(([^:]+:)*[^:]+)?))(\/.+)$'

	Ipv6PrefixRm
	string
	This data type is defined in the same way as the "Ipv6Prefix" data type, but with the OpenAPI "nullable: true" property.

	MacAddr48
	string
	String identifying a MAC address formatted in the hexadecimal notation according to clause 1.1 and clause 2.1 of IETF RFC 7042 [17].
Pattern: '^([0-9a-fA-F]{2})((-[0-9a-fA-F]{2}){5})$'

	MacAddr48Rm
	string
	This data type is defined in the same way as the "MacAddr48" data type, but with the OpenAPI "nullable: true" property.

	SupportedFeatures
	string
	A string used to indicate the features supported by an API that is used as defined in clause 6.6 in 3GPP TS 29.500 [25].
The string shall contain a bitmask indicating supported features in hexadecimal representation:
Each character in the string shall take a value of "0" to "9" or "A" to "F" and shall represent the support of 4 features as described in table 5.2.2-3. The most significant character representing the highest-numbered features shall appear first in the string, and the character representing features 1 to 4 shall appear last in the string. The list of features and their numbering (starting with 1) are defined separately for each API. If the string contains a lower number of characters than there are defined features for an API, all features that would be represented by characters that are not present in the string are not supported.

	Uinteger
	integer
	Unsigned Integer, i.e. only value 0 and integers above 0 are permissible. 

	UintegerRm
	integer
	This data type is defined in the same way as the "Uinteger" data type, but with the OpenAPI "nullable: true" property.

	Uint32
	integer
	Unsigned 32-bit integers, i.e. only value 0 and 32-bit integers above 0 are permissible. 

	Uint32Rm
	integer
	This data type is defined in the same way as the "UInt32" data type, but with the OpenAPI "nullable: true" property.

	Uint64
	integer
	Unsigned 64-bit integers, i.e. only value 0 and 64-bit integers above 0 are permissible. 

	Uint64Rm
	integer
	This data type is defined in the same way as the "Uint64" data type, but with the OpenAPI "nullable: true" property.

	Uri
	string
	String providing an URI formatted according to IETF RFC 3986 [6]. 

	UriRm
	string
	This data type is defined in the same way as the "Uri" data type, but with the OpenAPI "nullable: true" property.

	VarUeId
	string
	String represents the SUPI or GPSI.
Pattern: "^(imsi-[0-9]{5,15}|nai-.+|msisdn-[0-9]{5,15}|extid-[^@]+@[^@]+|gci-.+|gli-.+|.+)$".

	VarUeIdRm
	string
	This data type is defined in the same way as the "VarUeId" data type, but with the OpenAPI "nullable: true" property.

	TimeZone
	string
	String with format "<time-numoffset>" optionally appended by "<daylightSavingTime>", where:

-  <time-numoffset> shall represent the time zone adjusted for daylight saving time and be encoded as time-numoffset as defined in clause 5.6 of IETF RFC 3339 [10];

- <daylightSavingTime> shall represent the adjustment that has been made and shall be encoded as "+1" or "+2" for a +1 or +2 hours adjustment.

Example: "-08:00+1" (for 8 hours behind UTC, +1 hour adjustment for Daylight Saving Time).

	TimeZoneRm
	string
	This data type is defined in the same way as the "TimeZone" data type, but with the OpenAPI "nullable: true" property.

	StnSr
	string
	String representing the STN-SR as defined in clause 18.6 of 3GPP TS 23.003 [7].

	StnSrRm
	string
	This data type is defined in the same way as the "StnSr" data type, but with the OpenAPI "nullable: true" property.

	CMsisdn
	string
	String representing the C-MSISDN as defined in clause 18.7 of 3GPP TS 23.003 [7]).
Pattern: "^[0-9]{5,15}$".

	CMsisdnRm
	string
	This data type is defined in the same way as the "CMsisdn" data type, but with the OpenAPI "nullable: true" property.

	DayOfWeek
	integer
	Integer between and including 1 and 7 denoting a weekday. "1" shall indicate "Monday", and the subsequent weekdays shall be indicated with the next higher numbers. "7" shall indicate "Sunday".

	TimeOfDay
	string
	String with format "partial-time" or "full-time" as defined in clause 5.6 of IETF RFC 3339 [10]. 
Examples: "20:15:00", "20:15:00-08:00" (for 8 hours behind UTC).



Table 5.2.2-2: Reused OpenAPI data types
	Type Name
	Description

	boolean
	As defined in OpenAPI Specification [3]

	integer
	As defined in OpenAPI Specification [3]

	number
	As defined in OpenAPI Specification [3]

	string
	As defined in OpenAPI Specification [3]

	NOTE	Data types defined in OpenAPI Specification [3] do not follow the UpperCamel convention for data types in 3GPP TS 29.501 [2]



Table 5.2.2-3: Meaning of a Hexadecimal Character in SupportedFeatures Type
	Character
	Feature n+3
supported
	Feature n+2
supported
	Feature n+1
supported
	Feature n
supported

	"0"
	no
	no
	no
	no

	"1"
	no
	no
	no
	yes

	"2"
	no
	no
	yes
	no

	"3"
	no
	no
	yes
	yes

	"4"
	no
	yes
	no
	no

	"5"
	no
	yes
	no
	yes

	"6"
	no
	yes
	yes
	no

	"7"
	no
	yes
	yes
	yes

	"8"
	yes
	no
	no
	no

	"9"
	yes
	no
	no
	yes

	"A"
	yes
	no
	yes
	no

	"B"
	yes
	no
	yes
	yes

	"C"
	yes
	yes
	no
	no

	"D"
	yes
	yes
	no
	yes

	"E"
	yes
	yes
	yes
	no

	"F"
	yes
	yes
	yes
	yes

	NOTE 1	"n" shall be i * 4 + 1, where "i" is zero or a natural number, i.e permissible values of "n" are 1, 5, 9, …
NOTE 2	If a feature is not defined, it shall be indicated with value "no".



For example, if only the first feature defined in the feature list is set to 1, the corresponding SupportedFeatures attribute would have a value of "1", or "001" (any amount of 0's to the left of the 1 would result into an equivalent feature list). If we have 32 features defined, and only the last feature in a feature list is set to 1, the corresponding SupportedFeatures attribute would have a value of "80000000".

* * * Next Change * * * *
5.3.2	Simple Data Types
This clause specifies common simple data types.
Table 5.3.2-1: Simple Data Types
	Type Name
	Type Definition
	Description

	Dnn
	string
	String representing a Data Network as defined in clause 9A of 3GPP TS 23.003 [7]; it shall contain either a DNN Network Identifier, or a full DNN with both the Network Identifier and Operator Identifier, as specified in 3GPP TS 23.003 [7] clause 9.1.1 and 9.1.2. It shall be coded as string in which the labels are separated by dots (e.g. "Label1.Label2.Label3"). See NOTE 2.

	DnnRm
	string
	This data type is defined in the same way as the "Dnn" data type, but with the OpenAPI "nullable: true" property.

	WildcardDnn
	string
	String representing the Wildcard DNN.
It shall contain the string "*".
Pattern: '^[*]$'

	WildcardDnnRm
	string
	This data type is defined in the same way as the "WildcardDnn" data type, but with the OpenAPI "nullable: true" property.

	Gpsi
	string
	String identifying a Gpsi shall contain either an External Id or an MSISDN. It shall be formatted as follows:
-External Identifier: "extid-<extid>, where <extid> shall be formatted according to clause 19.7.2 of 3GPP TS 23.003 [7] that describes an External Identifier.
-MSISDN: "msisdn-<msisdn>, where <msisdn> shall be formatted according to clause 3.3 of 3GPP TS 23.003 [7] that describes an MSISDN.
Pattern: '^(msisdn-[0-9]{5,15}|extid-.+@.+|.+)$'

	GpsiRm
	string
	This data type is defined in the same way as the "Gpsi" data type, but with the OpenAPI "nullable: true" property.

	GroupId
	string
	String identifying a group of devices network internal globally unique ID which identifies a set of IMSIs, as specified in clause 19.9 of 3GPP TS 23.003 [7].

Pattern: '^[A-Fa-f0-9]{8}-[0-9]{3}-[0-9]{2,3}-([A-Fa-f0-9][A-Fa-f0-9]){1,10}$'.

	GroupIdRm
	string
	This data type is defined in the same way as the "GroupId" data type, but with the OpenAPI "nullable: true" property.

	Pei
	string
	String representing a Permanent Equipment Identifier, if it contains an IMEI or IMEISV it is defined as specified in clause 6.2 of 3GPP TS 23.003 [7]. It shall contain a MAC address for a 5G-CRG or FN-CRG via wireline access, as specified in clause 4.7.7 of 3GPP TS 23.316 [30].
Pattern: '^(imei-[0-9]{15}|imeisv-[0-9]{16}|mac([0-9a-fA-F]{2})((-[0-9a-fA-F]{2}){5})|.+)$'. See NOTE 1.

Examples:
imei-012345678901234
imeisv-0123456789012345
mac-00-00-5E-00-53-00

	PeiRm
	string
	This data type is defined in the same way as the "Pei" data type, but with the OpenAPI "nullable: true" property.

	Supi
	string
	String identifying a Supi that shall contain either an IMSI, or a network specific identifier NAI, a Global Cable Identifier (GCI) or a Global Line Identifier (GLI). 
It shall be formatted as follows for:
- 	for an IMSI: "imsi-<imsi>", where <imsi> shall be formatted according to clause 2.2 of 3GPP TS 23.003 [7] that describes an IMSI.
-	 for a network specific identifier: NAI "nai-<nai>", where <nai> shall be formatted according to clause 28.67.2 of 3GPP TS 23.003 [7] that describes an NAI.
-	for a GCI: "gci-<gci>", where <gci> shall be formatted according to clause 28.15.2 of of 3GPP TS 23.003 [7].
-	for a GLI: "gli-<gli>", where <gli> shall be formatted according to clause 28.16.2 of of 3GPP TS 23.003 [7].
To enable that the value is used as part of an URI, the string shall only contain characters allowed according to the "lower-with-hyphen" naming convention defined in 3GPP TS 29.501 [2].

Pattern: '^(imsi-[0-9]{5,15}|nai-.+|gci-.+|gli-.+|.+)$'. 
See (NOTE 1).

	SupiRm
	string
	This data type is defined in the same way as the "Supi" data type, but with the OpenAPI "nullable: true" property.

	NfInstanceId
	string
	String uniquely identifying a NF instance. The format of the NF Instance ID shall be a Universally Unique Identifier (UUID) version 4, as described in IETF RFC 4122 [15].

	AmfId
	string
	String identifying the AMF ID composed of AMF Region ID (8 bits), AMF Set ID (10 bits) and AMF Pointer (6 bits) as specified in clause 2.10.1 of 3GPP TS 23.003 [7].
It is encoded as a string of 6 hexadecimal characters (i.e., 24 bits).

Pattern: '^[A-Fa-f0-9]{6}$'

	AmfRegionId
	string
	String identifying the AMF Region ID (8 bits), as specified in clause 2.10.1 of 3GPP TS 23.003 [7].
It is encoded as a string of 2 hexadecimal characters (i.e. 8 bits).
Pattern: '^[A-Fa-f0-9]{2}$'

	AmfSetId
	string
	String identifying the AMF Set ID (10 bits) as specified in clause 2.10.1 of 3GPP TS 23.003 [7].
It is encoded as a string of 3 hexadecimal characters where the first character is limited to values 0 to 3 (i.e. 10 bits).
Pattern: '^[0-3][A-Fa-f0-9]{2}$'

	RfspIndex
	integer
	Unsigned integer representing the "Subscriber Profile ID for RAT/Frequency Priority" as specified in 3GPP TS 36.413 [16].
Minimum = 1. Maximum = 256.

	RfspIndexRm
	integer
	This data type is defined in the same way as the "RfspIndex" data type, but with the OpenAPI "nullable: true" property.

	NfGroupId
	string
	Identifier of a group of NFs 

	MtcProviderInformation
	string
	String uniquely identifying MTC provider information.

	CagId
	string
	String containing a Closed Access Group Identifier. 
Pattern: "^[A-Fa-f0-9]{8}$" 

	NOTE 1:	The encoding of 3GPP defined identifiers (e.g. IMSI, NAI, GCI, GLI) shall be prefixed with its corresponding prefix (e.g. 'imsi-','nai-', 'gci-', 'gli-'). 
NOTE 2:	Whether the Dnn data type contains just the DNN Network Identifier, or the Network Identifier plus the Operator Identifier, shall be documented in each API where this data type is used.



[bookmark: _Hlk30171788]Editor's Note:	the length of CagId (32bit) is to be confirmed by RAN2.

* * * Next Change * * * *
[bookmark: _Toc24925935][bookmark: _Toc24926113][bookmark: _Toc24926289][bookmark: _Toc27592929]A.2	Data related to Common Data Types
openapi: 3.0.0

info:
  version: '1.2.0.alpha-3'
  title: 'Common Data Types'
  description: |
    Common Data Types for Service Based Interfaces.
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.

[…]

    VarUeId:
      type: string
      pattern: '^(imsi-[0-9]{5,15}|nai-.+|msisdn-[0-9]{5,15}|extid-[^@]+@[^@]+|gci-.+|gli-.+|.+)$'
    VarUeIdRm:
      type: string
      pattern: '^(imsi-[0-9]{5,15}|nai-.+|msisdn-[0-9]{5,15}|extid-[^@]+@[^@]+|gci-.+|gli-.+|.+)$'
      nullable: true

[…]

# SIMPLE DATA TYPES
#
    Dnn:
      type: string
    DnnRm:
      type: string
      nullable: true
    WildcardDnn:
      type: string
      pattern: '^[*]$'
    WildcardDnnRm:
      type: string
      pattern: '^[*]$'
      nullable: true
    Gpsi:
      type: string
      pattern: '^(msisdn-[0-9]{5,15}|extid-[^@]+@[^@]+|.+)$'
    GpsiRm:
      type: string
      pattern: '^(msisdn-[0-9]{5,15}|extid-[^@]+@[^@]+|.+)$'
      nullable: true
    GroupId:
      type: string
      pattern: '^[A-Fa-f0-9]{8}-[0-9]{3}-[0-9]{2,3}-([A-Fa-f0-9][A-Fa-f0-9]){1,10}$'
    GroupIdRm:
      type: string
      pattern: '^[A-Fa-f0-9]{8}-[0-9]{3}-[0-9]{2,3}-([A-Fa-f0-9][A-Fa-f0-9]){1,10}$'
      nullable: true
    Pei:
      type: string
      pattern: '^(imei-[0-9]{15}|imeisv-[0-9]{16}|mac([0-9a-fA-F]{2})((-[0-9a-fA-F]{2}){5})|.+)$'
    PeiRm:
      type: string
      pattern: '^(imei-[0-9]{15}|imeisv-[0-9]{16}|mac([0-9a-fA-F]{2})((-[0-9a-fA-F]{2}){5})|.+)$'
      nullable: true
    Supi:
      type: string
      pattern: '^(imsi-[0-9]{5,15}|nai-.+|gci-.+|gli-.+|.+)$'
    SupiRm:
      type: string
      pattern: '^(imsi-[0-9]{5,15}|nai-.+|gci-.+|gli-.+|.+)$'
      nullable: true

[…]


* * * End of Changes * * * *

