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	Reason for change:
	Clause 5.2.2.3.1.2 specifies for the N1N2 message transfer service operation: 

-	Same as step 2b of Figure 5.2.2.3.1.1-1, the AMF shall respond with the status code "403 Forbidden", if the UE is in a Non-Allowed Area and the service request is not for regulatory prioritized service. The AMF shall set the application error as "UE_IN_NON_ALLOWED_AREA" in POST response body.
A similar text and application error are missing for EnableUeReachability (for MT SMS). 


	
	

	Summary of change:
	The AMF returns the application error "UE_IN_NON_ALLOWED_AREA" in POST response body of EnableUeReachability if the UE is in a Non-Allowed Area.
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* * * First Change * * * *
[bookmark: _Toc25156241][bookmark: _Toc27591071][bookmark: _Toc25156375][bookmark: _Toc27591215][bookmark: _Toc25073758][bookmark: _Toc27584398][bookmark: _Toc25073768][bookmark: _Toc27584408][bookmark: _Toc25073930][bookmark: _Toc27584570][bookmark: _Toc19777539][bookmark: _Toc27740836][bookmark: _Toc24937714][bookmark: _Toc27589585]5.4.2.2	EnableUEReachability
[bookmark: _Toc25156242][bookmark: _Toc27591072]5.4.2.2.1	General
The EnableUEReachability service operation is used in the following procedure:
-	MT SMS over NAS in CM-IDLE state (see 3GPP TS 23.502 [3], clause 4.13.3.6), or in CM-CONNECTED state (see 3GPP TS 23.502 [3], clause 4.13.3.7).
-	UPF anchored Mobile Terminated Data Transport in Control Plane CIoT 5GS Optimisation (see clause 4.24.2 of 3GPP TS 23.502 [3]).
The EnableUEReachability service operation shall be invoked by the NF Service Consumer (e.g. SMSF, SMF) to enable the reachability of the UE.
The NF Service Consumer shall invoke the service by using the HTTP method PUT, towards the URI of a "ueReachInd" resource as specified in clause 6.3.3.2. See also figure 5.4.2.2.1-1.


Figure 5.4.2.2.2-1: NF Service Consumer enables the reachability of the UE
1.	The NF Service Consumer sends a PUT request to the resource representing the ueReachInd resource of the AMF. The payload body of the PUT request shall contain an "EnableUeReachabilityReqData" object.
2a.	On success:
-	if the UE is in CM-CONNECTED state, the AMF shall immediately respond using "200 OK" status code, with payload containing an "EnableUeReachabilityRspData" object.
-	if the UE is in CM-IDLE state and the NAS message is to be sent over via 3GPP access, the AMF shall page the UE. When UE becomes CM-CONNECTED, "200 OK" shall be returned with payload containing an "EnableUeReachabilityRspData" object.
2b.	On failure or redirection, one of the HTTP status code listed in Table 6.3.3.2.3.1-3 shall be returned. For a 4xx/5xx response, the message body shall contain a ProblemDetails or ProblemDetailsEnableUeReachability structure with the "cause" attribute set to one of the application error listed in Table 6.3.3.2.3.1-3.

The AMF shall respond with the status code "403 Forbidden", if the UE is in a Non-Allowed Area and the service request is not for regulatory prioritized service. The AMF shall set the application error as "UE_IN_NON_ALLOWED_AREA" in POST response body.

* * * Next Change * * * *
[bookmark: _Toc25156535][bookmark: _Toc27591375]6.3.3.2.3.1	PUT
This method shall support the URI query parameters specified in table 6.3.3.2.3.1-1.
Table 6.3.3.2.3.1-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 6.3.3.2.3.1-2 and the response data structures and response codes specified in table 6.3.3.2.3.1-3.
Table 6.3.3.2.3.1-2: Data structures supported by the PUT Request Body on this resource
	Data type
	P
	Cardinality
	Description

	EnableUeReachabilityReqData

	M
	1
	Contain the State of the UE, the value shall be set to UE Reachable.



Table 6.3.3.2.3.1-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	EnableUeReachabilityRspData
	M
	1
	200 OK
	Indicate the ueReachInd is updated to UE Reachable.

	ProblemDetails
	M
	1
	307 Temporary Redirect
	This represents the case when the related UE context is not fully available at the target NF Service Consumer (e.g. AMF) during a planned maintenance case (e.g. AMF planned maintenance without UDSF case). The "cause" attribute shall be set to the following application error:
-	NF_CONSUMER_REDIRECT_ONE_TXN

See table 6.3.7.3-1 for the description of these errors
The Location header of the response shall be set to the URI of the resource located on the target NF Service Consumer (e.g. AMF) to which the request is redirected.

	ProblemDetailsEnableUeReachability
	M
	1
	403 Forbidden
	The "cause" attribute shall be set to one of the following application errors:
-	UNABLE_TO_PAGE_UE
-	UNSPECIFIED
-	UE_IN_NON_ALLOWED_AREA

See table 6.3.7.3-1 for the description of this error.

	ProblemDetails
	M
	1
	404 Not Found
	This represents the case when the related UE is not found in the NF Service Consumer (e.g. AMF). The "cause" attribute shall be set to one of the following application error:
-	CONTEXT_NOT_FOUND

See table 6.3.7.3-1 for the description of these errors

	ProblemDetails
	M
	1
	503 Service Unavailable
	The "cause" attribute shall be set to one of the errors defined in Table 5.2.7.2-1 of 3GPP TS 29.500 [4].

The HTTP header field "Retry-After" shall not be included in this scenario.

	ProblemDetailsEnableUeReachability
	M
	1
	504 Gateway Timeout
	The "cause" attribute shall be set to the following application error:
-	UE_NOT_RESPONDING

See table 6.3.7.3-1 for the description of this error.




* * * End of Changes * * * *
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