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*** First change ***
[bookmark: _Toc19631646][bookmark: _Toc19633056][bookmark: _Toc27235679]2.4.18	Access Restriction Data
The use of this data is described in 3GPP TS 23.221 [57] and in 3GPP TS 23.401 [74] clauses 4.3.28, 4.3.2a and 4.3.30.
The Access Restriction Data is permanent subscriber data and is conditionally stored per PLMN in the HLR/HSS, the VLR, the SGSN and the MME.
The parameter takes either of the following values:
-	GERAN not allowed, the subscriber shall not be allowed to access the network in GERAN radio access. Valid for Idle and Connected mode;
-	UTRAN not allowed, the subscriber shall not be allowed to access the network in LA/RAs using a UTRAN radio access. Valid for Idle and Connected mode;
-	E-UTRAN not allowed, the subscriber shall not be allowed to access the network in TAs using a E-UTRAN radio access. Valid for Idle and Connected mode;
-	GAN not allowed, the subscriber shall not be allowed to access the network via GAN;
-	I-HSPA-Evolution not allowed, the subscriber shall not be allowed to access the network in LA/RAs using I-HSPA-Evolution radio access. Valid for Idle and Connected mode;
-	HO-To-Non-3GPP-Access not allowed, the subscriber is not allowed to get EPS services that require handover support between 3GPP and non-3GPP accesses;
-	NB-IoT not allowed, the subscriber shall not be allowed to access the network in TAs using a NB-IoT radio access. Valid for Idle and Connected mode;
-	Enhanced Coverage not allowed, the subscriber shall not be allowed to use enhanced coverage;
-	NR as secondary RAT not allowed, the subscriber shall not be allowed to access the network using NR radio access as secondary RAT. Valid for Idle and Connected mode;
[bookmark: _GoBack]-	Unlicensed Spectrum as secondary RAT not allowed, the subscriber shall not be allowed to access the network using unlicensed spectrum in the form of LAA,  or LWA/LWIP or NR in unlicensed bands as secondary RAT. Valid for Idle and Connected mode.
Only the access restriction for WB-E-UTRAN and NB-IoT may include a different value per PLMN.
The use of this parameter for LA/RA/TA update procedures is described in 3GPP TS 23.012 [8], 3GPP TS 23.060 [21], and 3GPP TS 23.401 [74].
*** Next change ***
[bookmark: _Toc27236093]2.25.47	Access Restriction Data
The use of this data is described in 3GPP TS 23.501 [112] clause 5.3.4.1.1.
The Access Restriction Data is permanent subscriber data and is conditionally stored per PLMN in the UDM and the AMF.
The parameter takes either of the following values:
-	NR not allowed as primary RAT, the subscriber shall not be allowed to access the network in TAs using NR radio access. Valid for Idle and Connected mode;
-	NR not allowed as secondary RAT, the subscriber shall not be allowed to access the network using NR radio access as secondary RAT. Valid for Connected mode;
-	NR in unlicensed bands not allowed as primary RAT, the subscriber shall not be allowed to access the network in TAs using NR radio access in unlicensed bands. Valid for Idle and Connected mode;
-	NR in unlicensed bands not allowed as secondary RAT, the subscriber shall not be allowed to access the network using NR radio access in unlicensed bands as secondary RAT. Valid for Connected mode;
-	E-UTRA not allowed as primary RAT, the subscriber shall not be allowed to access the network in TAs using E-UTRA radio access. Valid for Idle and Connected mode;
-	E-UTRA not allowed as secondary RAT, the subscriber shall not be allowed to access the network using E-UTRA radio access as secondary RAT. Valid for Connected mode;
-	E-UTRA in unlicensed bands not allowed as primary RAT, the subscriber shall not be allowed to access the network in TAs using E-UTRA radio access in unlicensed bands. Valid for Idle and Connected mode;
-	E-UTRA in unlicensed bands not allowed as secondary RAT, the subscriber shall not be allowed to access the network using E-UTRA radio access in unlicensed bands as secondary RAT. Valid for Connected mode;
-	NB-IoT not allowed, the subscriber shall not be allowed to access the network in TAs using NB-IoT radio access. Valid for Idle and Connected mode;
-	LTE-M not allowed, the subscriber shall not be allowed to access the network in TAs using LTE-M radio access. Valid for Idle and Connected mode.
Only the access restriction for WB-E-UTRA and NB-IoT may include a different value per PLMN.
The use of this parameter for TA update procedures is described in 3GPP TS 23.501 [112].
*** End of changes ***

