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	CR
	Rev
	Rel
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	Cat
	Vsn
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	24.501
	1781
	3
	Rel-16
	Correcting unimplementable condition regarding N26 interworking support detection
	F
	16.3.0
	C1ah-200208
	BlackBerry UK Ltd., Nokia, Nokia Shanghai Bell
	5GProtoc16
	3.1, 5.4.2.3
	 

	24.501
	1784
	2
	Rel-16
	Maintain Selected EPS NAS security algorithms during N1 mode to N1 mode handover
	F
	16.3.0
	C1ah-200211
	Huawei, HiSilicon
	5GProtoc16
	4.4.2.3
	 

	24.501
	1785
	-
	Rel-16
	Correction for AUTHENTICATION REJECT handling
	F
	16.3.0
	C1ah-200023
	Ericsson
	5GProtoc16
	5.4.1.2.2.11, 5.4.1.2.3.1, 5.4.1.2.3A.1, 5.4.1.3.5
	 

	24.501
	1786
	1
	Rel-16
	Editorial correction of an input parameter for 5G NAS message integrity protection
	D
	16.3.0
	C1ah-200155
	Samsung
	5GProtoc16
	4.4.3.3
	 

	24.501
	1789
	1
	Rel-16
	Correction to sending of EPS NAS message container in Registration Request message
	F
	16.3.0
	C1ah-200154
	Samsung, Nokia, Nokia Shanghai Bell
	5GProtoc16
	5.5.1.3.2
	 

	24.501
	1793
	-
	Rel-16
	Correct "ANSDP"
	D
	16.3.0
	C1ah-200032
	Intel
	5GProtoc16
	D.3
	 

	24.501
	1794
	2
	Rel-16
	Handling of unsupported SSC mode
	F
	16.3.0
	C1-200332
	Qualcomm Incorporated
	5GProtoc16
	6.4.1.4.3
	 

	24.501
	1797
	1
	Rel-16
	Abnormal case for service request procedure
	F
	16.3.0
	C1ah-200129
	ZTE
	5GProtoc16
	5.6.1.7
	 

	24.501
	1798
	2
	Rel-16
	Mapped EPS bearer contexts deletion
	F
	16.3.0
	C1ah-200192
	ZTE, Huawei, HiSilicon, Ericsson
	5GProtoc16
	6.3.2.3, 6.4.1.3
	 

	24.501
	1799
	1
	Rel-16
	Service Request for PS Data Off
	F
	16.3.0
	C1ah-200137
	ZTE
	5GProtoc16
	5.6.1.7
	 

	24.501
	1800
	1
	Rel-16
	Abnormal case for UL NAS TRANSPORT
	F
	16.3.0
	C1ah-200191
	ZTE
	5GProtoc16
	5.4.5.2.6
	 

	24.501
	1804
	-
	Rel-16
	Declare syntactical error when both MFBR uplink and MFBR downlink equal zero
	F
	16.3.0
	C1ah-200047
	Qualcomm Incorporated
	5GProtoc16
	9.11.4.12
	 

	24.501
	1805
	1
	Rel-16
	Editorial correction to T3447 timer behavior
	D
	16.3.0
	C1ah-200177
	Qualcomm Incorporated
	5GProtoc16
	5.3.17
	 

	24.501
	1807
	1
	Rel-16
	Handling multiple QoS errors during a PDU session establishment procedure
	F
	16.3.0
	C1ah-200187
	Qualcomm Incorporated, MediaTek Inc., Ericsson
	5GProtoc16
	6.4.1.3
	 

	24.501
	1810
	1
	Rel-16
	Inclusion of PDU session reactivation result error cause IE
	F
	16.3.0
	C1ah-200156
	Huawei, HiSilicon
	5GProtoc16
	5.5.1.3.4, 5.6.1.4.1, 8.2.7.11
	 

	24.501
	1811
	-
	Rel-16
	Correction on NAS transparent container for 5G-4G interworking
	F
	16.3.0
	C1ah-200059
	Huawei, HiSilicon
	5GProtoc16
	4.4.3.1, 9.10
	 

	24.501
	1812
	2
	Rel-16
	Deletion of the rejected NSSAI for the current registration area
	F
	16.3.0
	C1-200515
	Huawei, HiSilicon
	5GProtoc16
	4.6.2.2
	 

	24.501
	1813
	-
	Rel-16
	Trigger for stopping timer T3511
	F
	16.3.0
	C1ah-200062
	Huawei, HiSilicon
	5GProtoc16
	5.5.1.3.7
	 

	24.501
	1814
	-
	Rel-16
	Correction on T3502 for deactivated value
	F
	16.3.0
	C1ah-200063
	Huawei, HiSilicon
	5GProtoc16
	5.3.8
	 

	24.501
	1815
	1
	Rel-16
	5GMM cause #22 for resetting registration attempt counter
	F
	16.3.0
	C1ah-200158
	Huawei, HiSilicon
	5GProtoc16
	5.5.1.2.5, 5.5.1.3.5, 5.5.2.3.2
	 

	24.501
	1816
	-
	Rel-16
	Consistent use of additional 5G security information IE
	F
	16.3.0
	C1ah-200067
	Huawei, HiSilicon
	5GProtoc16
	5.4.2.3, 9.11.3.12
	 

	24.501
	1817
	1
	Rel-16
	Correction on N26 interface indicator
	F
	16.3.0
	C1ah-200190
	Huawei, HiSilicon, Samsung
	5GProtoc16
	5.5.1.3.4
	 

	24.501
	1818
	-
	Rel-16
	Correction on reference of TS 36.304
	F
	16.3.0
	C1ah-200070
	Huawei, HiSilicon
	5GProtoc16
	5.3.20.2, 5.3.20.3
	 

	24.501
	1819
	1
	Rel-16
	Inclusion of 5GSM cause in PDU session modification request
	F
	16.3.0
	C1ah-200159
	Huawei, HiSilicon
	5GProtoc16
	6.4.2.2, 8.3.7.3
	 

	24.501
	1820
	-
	Rel-16
	Inclusion of 5GSM cause in PDU session release request
	F
	16.3.0
	C1ah-200072
	Huawei, HiSilicon
	5GProtoc16
	6.4.3.2, 8.3.12.2
	 



