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5.6.1
General

This subclause specifies the application data model supported by the API.

The Npcf_SMPolicyControl API allows the SMF to retrieve the session management related policy from the PCF as defined in 3GPP TS 23.503 [6].

Table 5.6.1-1 specifies the data types defined for the Npcf_SMPolicyControl service based interface protocol.

Table 5.6.1-1: Npcf_SMPolicyControl specific Data Types

	Data type
	Section defined
	Description
	Applicability

	5GSmCause
	5.6.3.2
	Indicates the 5GSM cause code value.
	RAN-NAS-Cause

	AccNetChargingAddress
	5.6.2.35
	Identifies the address of the network node performing charging and used for charging applications.
	

	AccNetChId
	5.6.2.23
	Contains the access network charging identifier for the PCC rule(s) or whole PDU session.
	

	AccuUsageReport
	5.6.2.18
	Contains the accumulated usage report information.
	UMC

	AfSigProtocol
	5.6.3.10
	Indicates the protocol used for signalling between the UE and the AF.
	ProvAFsignalFlow

	AuthorizedDefaultQos
	5.6.2.34
	Authorized Default QoS.
	

	ChargingData
	5.6.2.11
	Contains charging related parameters.
	

	ChargingInformation
	5.6.2.17
	Contains the addresses of the charging functions.
	

	ConditionData
	5.6.2.9
	Contains conditions for applicability of a rule.
	

	CreditManagementStatus
	5.6.3.16
	Indicates the reason of the credit management session failure.
	

	ErrorReport
	5.6.2.36
	Contains the rule reports.
	

	FailureCause
	5.6.3.14
	Indicates the cause of the failure in a Partial Success Report.
	

	FailureCode
	5.6.3.9
	Indicates the reason of the PCC rule failure.
	

	FlowDirection
	5.6.3.3
	Indicates the direction of the service data flow.
	

	FlowDirectionRm
	5.6.3.15
	This data type is defined in the same way as the "FlowDirection" data type, but with the OpenAPI "nullable: true" property.
	

	FlowInformation
	5.6.2.14
	Contains the flow information.
	

	MeteringMethod
	5.6.3.5
	Indicates the metering method.
	

	MulticastAccessControl
	5.6.3.20
	Indicates whether the service data flow, corresponding to the service data flow template, is allowed or not allowed.
	WWC

	
	
	
	

	PacketFilterInfo
	5.6.2.30
	Contains the information from a single packet filter sent from the SMF to the PCF.
	

	PartialSuccessReport
	5.6.2.33
	Includes the information reported by the SMF when some of the PCC rules are not successfully installed/activated.
	

	PccRule
	5.6.2.6
	Contains the PCC rule information.
	

	PduSessionRelCause
	5.6.3.24
	Contains the SMF PDU Session release cause. 
	PDUSessionRelCause

	PolicyControlRequestTrigger
	5.6.3.6
	Contains the policy control request trigger(s).
	

	QosCharacteristics
	5.6.2.16
	Contains QoS characteristics for a non-standardized or non-configured 5QI.
	

	QosData
	5.6.2.8
	Contains the QoS parameters.
	

	QosMonitoringData
	5.6.2.40
	Contains QoS monitoring related control information.
	QosMonitoring

	QosMonitoringReport
	5.6.2.42
	Contains QoS monitoring reporting information.
	QosMonitoring

	QosNotificationControlInfo
	5.6.2.32
	Contains the QoS Notification Control Information.
	

	RanNasRelCause
	5.6.2.28
	Contains the RAN/NAS release cause.
	RAN-NAS-Cause

	RedirectAddressType
	5.6.3.12
	Indicates the redirect address type.
	

	RedirectInformation
	5.6.2.13
	Contains the redirect information.
	

	ReportingFrequency
	5.6.3.22
	Indicates the frequency for the reporting
	QosMonitoring

	ReportingLevel
	5.6.3.4
	Indicates the reporting level.
	

	RequestedQos
	5.6.2.31
	Contains the QoS information requested by the UE.
	

	RequestedQosMonitoringParameter
	5.6.3.21
	Indicates the requested QoS monitoring parameters to be measured.
	QosMonitoring

	RequestedRuleData
	5.6.2.24
	Contains rule data requested by the PCF to receive information associated with PCC rules. 
	

	RequestedRuleDataType
	5.6.3.7
	Contains the type of rule data requested by the PCF.
	

	RequestedUsageData
	5.6.2.25
	Contains usage data requested by the PCF requesting usage reports for the corresponding usage monitoring data instances. 
	

	RuleOperation
	5.6.3.11
	Indicates a UE initiated resource operation that causes a request for PCC rules.
	

	RuleReport
	5.6.2.27
	Reports the status of PCC.
	

	RuleStatus
	5.6.3.8
	Indicates the status of PCC or session rule.
	

	ServingNfIdenty
	5.6.2.38
	Contains the serving Network Function identity.
	

	SessionRule
	5.6.2.7
	Contains session level policy information.
	

	SessionRuleFailureCode
	5.6.3.17
	Indicates the reason of the session rule failure.
	

	SessionRuleReport
	5.6.2.37
	Reports the status of session rule.
	

	SmPolicyAssociationReleaseCause
	5.6.3.23
	Represents the cause why the PCF requests the termination of the SM policy association.
	

	SmPolicyControl
	5.6.2.2
	Contains the parameters to request the SM policies and the SM policies authorized by the PCF.
	

	SmPolicyContextData
	5.6.2.3
	Contains the parameters to create individual SM policy resource.
	

	SmPolicyDecision
	5.6.2.4
	Contains the SM policies authorized by the PCF.
	

	SmPolicyNotification
	5.6.2.5
	Contains the update of the SM policies.
	

	SmPolicyDeleteData
	5.6.2.15
	Contains the parameters to be sent to the PCF when the individual SM policy is deleted.
	

	SmPolicyUpdateContextData
	5.6.2.19
	Contains the met policy control request trigger(s) and corresponding new value(s) or the error report of the policy enforcement.
	

	SteeringFunctionality
	5.6.3.18
	Indicates functionality to support traffic steering, switching and splitting determined by the PCF.
	ATSSS

	SteeringMode
	5.6.2.39
	Contains the steering mode value and parameters determined by the PCF.
	ATSSS

	SteeringModeValue
	5.6.3.19
	Indicates the steering mode value determined by the PCF.
	ATSSS

	TerminationNotification
	5.6.2.21
	Termination Notification.
	

	TrafficControlData
	5.6.2.10
	Contains parameters determining how flows associated with a PCCRule are treated (blocked, redirected, etc).
	

	TsnBridgeInfo
	5.6.2.41
	Contains parameters that describe and identify the TSN bridge.
	TimeSensitiveNetworking

	UeCampingRep
	5.6.2.26
	Contains the current applicable values corresponding to the policy control request triggers.
	

	UeInitiatedResourceRequest
	5.6.2.29
	Indicates a UE requests specific QoS handling for selected SDF.
	

	UpPathChgEvent
	5.6.2.20
	Contains the UP path change event subscription from the AF.
	TSC

	UsageMonitoringData
	5.6.2.12
	Contains usage monitoring related control information.
	UMC

	Volume
	3GPP TS 29.122 [32]
	Unsigned integer identifying a volume in units of bytes.
	

	VolumeRm
	3GPP TS 29.122 [32]
	This data type is defined in the same way as the "VolumeRm" data type, but with the OpenAPI "nullable: true" property.
	


Table 5.6.1-2 specifies data types re-used by the Npcf_SMPolicyControl service based interface protocol from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Npcf_SMPolicyControl service based interface. 

Table 5.6.1-2: Npcf_SMPolicyControl re-used Data Types

	Data type
	Reference
	Comments
	Applicability

	5GMmCause
	3GPP TS 29.571 [11]
	Contains the cause value of 5GMM protocol.
	RAN-NAS-Cause

	5Qi
	3GPP TS 29.571 [11]
	Unsigned integer representing a 5G QoS Identifier (see subclause 5.7.2.1 of 3GPP TS 23.501 [2]), within the range 0 to 255.
	

	5QiPriorityLevel
	3GPP TS 29.571 [11]
	Unsigned integer indicating the 5QI Priority Level (see subclauses 5.7.3.3 and 5.7.4 of 3GPP TS 23.501 [2]), within the range 1 to 127.

Values are ordered in decreasing order of priority, i.e. with 1 as the highest priority and 127 as the lowest priority.
	

	5QiPriorityLevelRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "5QiPriorityLevel" data type, but with the OpenAPI "nullable: true" property.
	

	AccessType
	3GPP TS 29.571 [11]
	The identification of the type of access network.
	

	Ambr
	3GPP TS 29.571 [11]
	Session AMBR.
	

	AnGwAddress
	3GPP TS 29.514 [17]
	Carries the control plane address of the access network gateway. (NOTE 1)
	

	ApplicationChargingId
	3GPP TS 29.571 [11]
	Application provided charging identifier allowing correlation of charging information.
	AF_Charging_Identifier

	Arp
	3GPP TS 29.571 [11]
	ARP.
	

	AverWindow
	3GPP TS 29.571 [11]
	Averaging Window.
	

	AverWindowRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "AverWindow" data type, but with the OpenAPI "nullable: true" property.
	

	Bytes
	3GPP TS 29.571 [11]
	String with format "byte".
	TimeSensitiveNetworking

	BitRate
	3GPP TS 29.571 [11]
	String representing a bit rate that shall be formatted as follows:

pattern: "^\d+(\.\d+)? (bps|Kbps|Mbps|Gbps|Tbps)$"

Examples: 

"125 Mbps", "0.125 Gbps", "125000 Kbps".
	

	BitRateRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "BitRate" data type, but with the OpenAPI "nullable: true" property.
	

	ChargingId
	3GPP TS 29.571 [11]
	Charging identifier allowing correlation of charging information.
	

	ContentVersion
	3GPP TS 29.514 [17]
	Indicates the content version of a PCC rule. It uniquely identifies a version of the PCC rule as defined in subclause 4.2.6.2.14.
	RuleVersioning

	DateTime
	3GPP TS 29.571 [11]
	String with format "date-time" as defined in OpenAPI Specification [10].
	

	DateTimeRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "DateTime" data type, but with the OpenAPI "nullable: true" property.
	

	DnaiChangeType
	3GPP TS 29.571 [11]
	Describes the types of DNAI change.
	

	Dnn
	3GPP TS 29.571 [11]
	The DNN the user is connected to.
	

	DurationSec
	3GPP TS 29.571 [11]
	Identifies a period of time in units of seconds.
	

	DurationSecRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "DurationSec" data type, but with the OpenAPI "nullable: true" property.
	

	EthFlowDescription
	3GPP TS 29.514 [17]
	Defines a packet filter for an Ethernet flow. (NOTE 2)
	

	ExtMaxDataBurstVol
	3GPP TS 29.571 [11]
	Maximum Data Burst Volume.
	EMDBV

	ExtMaxDataBurstVolRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "ExtMaxDataBurstVol" data type, but with the OpenAPI "nullable: true" property.
	EMDBV

	FinalUnitAction
	3GPP TS 32.291 [19]
	Indicates the action to be taken when the user's account cannot cover the service cost.
	

	FlowStatus
	3GPP TS 29.514 [17]
	Describes whether the IP flow(s) are enabled or disabled. The value "REMOVED" is not applicable to Npcf_SMPolicyControl service.
	

	Gpsi
	3GPP TS 29.571 [11]
	Identifies a GPSI.
	

	GroupId
	3GPP TS 29.571 [11]
	Identifies a group of internal globally unique ID.
	

	Guami
	3GPP TS 29.571 [11]
	Globally Unique AMF Identifier.
	

	IpIndex
	3GPP TS 29.519 [15]
	Information that identifies which IP pool or external server is used to allocate the IP address.
	

	Ipv4Addr
	3GPP TS 29.571 [11] 
	Identifies an Ipv4 address.
	

	Ipv6Addr
	3GPP TS 29.571 [11]
	Identifies an IPv6 address.
	

	Ipv6Prefix
	3GPP TS 29.571 [11]
	The Ipv6 prefix allocated for the user.
	

	MacAddr48
	3GPP TS 29.571 [11]
	MAC Address.
	

	MaxDataBurstVol
	3GPP TS 29.571 [11]
	Maximum Data Burst Volume.
	

	MaxDataBurstVolRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "MaxDataBurstVol" data type, but with the OpenAPI "nullable: true" property.
	

	NfInstanceId
	3GPP TS 29.571 [11]
	The NF instance identifier.
	

	NgApCause
	3GPP TS 29.571 [11]
	Contains the cause value of NgAP protocol.
	RAN-NAS-Cause

	PacketDelBudget
	3GPP TS 29.571 [11]
	Packet Delay Budget.
	

	PacketErrRate
	3GPP TS 29.571 [11]
	Packet Error Rate.
	

	PacketLossRateRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "PacketLossRate" data type, but with the OpenAPI "nullable: true" property.
	

	PduSessionId
	3GPP TS 29.571 [11]
	The identification of the PDU session.
	

	PduSessionType
	3GPP TS 29.571 [11]
	Indicate the type of a PDU session.
	

	Pei
	3GPP TS 29.571 [11]
	The Identification of a Permanent Equipment.
	

	PlmnIdNid
	3GPP TS 29.571 [11]
	The identification of the Network. PLMN Identity, and for SNPN NID.
	

	
	
	
	

	PresenceInfo

	3GPP TS 29.571 [11]
	Contains the information which describes a Presence Reporting Area.
	PRA

	PresenceInfoRm
	3GPP TS 29.571 [11]
	This data type is defined in the same way as the "PresenceInfo" data type, but with the OpenAPI "nullable: true" property.
	

	QosNotifType
	3GPP TS 29.514 [17]
	Indicates whether the GBR targets for the indicated SDFs are "NOT_GUARANTEED" or "GUARANTEED" again.
	

	QosResourceType
	3GPP TS 29.571 [11]
	Indicates whether the resource type is GBR, delay critical GBR, or non-GBR.
	

	RatingGroup
	3GPP TS 29.571 [11]
	Identifier of a rating group.
	

	RatType
	3GPP TS 29.571 [11]
	The identification of the RAT type.
	

	RouteToLocation
	3GPP TS 29.571 [11]
	A traffic routes to applications location.
	TSC

	ServiceId
	3GPP TS 29.571 [11]
	Identifier of a service.
	

	Snssai
	3GPP TS 29.571 [11]
	Identifies the S-NSSAI.
	

	SubscribedDefaultQos
	3GPP TS 29.571 [11]
	Subscribed Default QoS.
	

	Supi
	3GPP TS 29.571 [11]
	The identification of the user (i.e. IMSI, NAI).
	

	SupportedFeatures
	3GPP TS 29.571 [11]
	Used to negotiate the applicability of the optional features defined in table 5.8-1.
	

	TraceData
	3GPP TS 29.571 [11]
	
	

	TimeZone
	3GPP TS 29.571 [11]
	Contains the user time zone information.
	

	Uinteger
	3GPP TS 29.571 [11]
	Unsigned Integer.
	TimeSensitiveNetworking

	Uri
	3GPP TS 29.571 [11]
	URI.
	

	UserLocation
	3GPP TS 29.571 [11]
	Contains the user location.
	

	NOTE 1:
"AnGwAddr" data structure is only applicable to the 5GS and EPC/E-UTRAN interworking scenario as defined in Annex B.

NOTE 2:
In order to support a set of MAC addresses with a specific range in the traffic filter, feature MacAddressRange as specified in subclause 5.8 shall be supported.


*** End of Changes ***

