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* * * * Begin of Change * * * *
[bookmark: _Toc24925763][bookmark: _Toc24925941][bookmark: _Toc24926117][bookmark: _Toc27592756][bookmark: _Toc20137427][bookmark: _Toc20133459]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[3]	OpenAPI: "OpenAPI 3.0.0 Specification", https://github.com/OAI/OpenAPI-Specification/blob/master/versions/3.0.0.md.
[4]	IETF RFC 1166: "Internet Numbers".
[5]	IETF RFC 5952: "A recommendation for IPv6 address text representation".
[6]	IETF RFC 3986: "Uniform Resource Identifier (URI): Generic Syntax".
[7]	3GPP TS 23.003: "Numbering, addressing and identification".
[8]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[9]	IETF RFC 7807: "Problem Details for HTTP APIs".
[10]	IETF RFC 3339: "Date and Time on the Internet: Timestamps".
[11]	3GPP TS 38.413: "NG-RAN; NG Application Protocol (NGAP) ".
[12]	IETF RFC 6901: "JavaScript Object Notation (JSON) Pointer".
[13]	3GPP TS 24.007: "Mobile radio interface signalling layer 3; General aspects".
[14]	IETF RFC 6902: "JavaScript Object Notation (JSON) Patch".
[15]	IETF RFC 4122: "A Universally Unique IDentifier (UUID) URN Namespace".
[16]	3GPP TS 36.413: "Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 Application Protocol (S1AP)".
[17]	IETF RFC 7042: "IANA Considerations and IETF Protocol and Documentation Usage for IEEE 802 Parameters".
[18]	IETF RFC 6733: "Diameter Base Protocol".
[19]	3GPP TS 32.422: "Telecommunication management; Subscriber and equipment trace; Trace control and configuration management".
[20]	3GPP TS 24.501: "Non-Access-Stratum (NAS) Protocol for 5G System (5GS); Stage 3".
[21]	3GPP TS 29.002: "Mobile Application Part (MAP) specification".
[22]	Void.
[23]	3GPP TS 23.032: "Universal Geographical Area Description (GAD)".
[24]	ITU-T Recommendation Q.763 (1999): "Specifications of Signalling System No.7; Formats and codes".
[25]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[26]	3GPP TS 23.015: "Technical Realization of Operator Determined Barring".
[27]	3GPP TR 21.900: "Technical Specification Group working methods".
[28]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[29]	3GPP TS 29.510: "5G System; Network Function Repository Services; Stage 3".
[30]	3GPP TS 23.316: "Wireless and wireline convergence access support for the 5G System (5GS)".
[31]	IEEE Std 802.11-2012: "IEEE Standard for Information technology - Telecommunications and information exchange between systems - Local and metropolitan area networks - Specific requirements - Part 11: Wireless LAN Medium Access Control (MAC) and Physical Layer (PHY) Specifications".
[bookmark: _Hlk8920865][32]	CableLabs WR-TR-5WWC-ARCH: "5G Wireless Wireline Converged Core Architecture".
[33]	3GPP TS 23.401: "General Packet Radio Service (GPRS) enhancements for Evolved Universal Terrestrial Radio Access Network (E-UTRAN) access; Stage 2".
[34]	BBF TR-069: "CPE WAN Management Protocol".
[35]	BBF TR-369: "User Services Platform (USP)".
[x]	3GPP TS 23.287: "Architecture enhancements for 5G System (5GS) to support Vehicle-to-Everything (V2X) services".

* * * * Next Change * * * *
[bookmark: _Toc20148658]5.4.3.x	Enumeration: UeAuth
Table 5.4.3.x-1: Enumeration UeAuth
	Enumeration value
	Description

	"AUTHORIZED"
	Indicates that the UE is authorized.

	"NOT_AUTHORIZED"
	Indicates that the UE is not authorized.



* * * * Next Change * * * *
[bookmark: _Toc20137416]5.4.4.a	Type: NrV2xAuth
Table 5.4.4.a-1: Definition of type NrV2xAuth
	Attribute name
	Data type
	P
	Cardinality
	Description

	vehicleUeAuth
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized as Vehicle UE.

	pedestrianUeAuth
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized as Pedestrian UE.



5.4.4.b	Type: LteV2xAuth
Table 5.4.4.b-1: Definition of type LteV2xAuth
	Attribute name
	Data type
	P
	Cardinality
	Description

	vehicleUeAuth
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized as Vehicle UE.

	pedestrianUeAuth
	UeAuth
	C
	0..1
	This IE shall be present if available. When present, it shall indicate whether the UE is authorized as Pedestrian UE.




5.4.4.c	Type: Pc5QoSPara
Table 5.4.4.c-1: Definition of type Pc5QoSPara
	Attribute name
	Data type
	P
	Cardinality
	Description

	pc5QosFlowList
	array(Pc5QosFlowItem)
	M
	1..N
	This IE shall contain the set of PC5 flow(s).

	pc5LinkAmbr
	BitRate
	C
	0..1
	This IE shall be present if available. When present, it shall represent the PC5 Link Aggregated Bit Rates for all the Non-GBR QoS Flows (see clause 5.4.2.3 of 3GPP TS 23.287 [x]).



5.4.4.d	Type: Pc5QosFlowItem
Table 5.4.4.d-1: Definition of type Pc5QosFlowItem
	Attribute name
	Data type
	P
	Cardinality
	Description

	pqi
	5Qi
	M
	1
	PQI is a special 5QI (see clause 5.4.2.1 of 3GPP TS 23.287 [x]).

	pc5FlowBitRates
	Pc5FlowBitRates
	C
	0..1
	This IE shall be present if available. When present, it shall represent the PC5 Flow Bit Rates (see clause 5.4.2.2 of 3GPP TS 23.287 [x]).

	range
	Uinteger
	C
	0..1
	This IE shall be present if available. When present, it shall represent the Range in the unit of meters (see clause 5.4.2.4 of 3GPP TS 23.287 [x]).




5.4.4.e	Type: Pc5FlowBitRates
Table 5.4.4.e-1: Definition of type Pc5FlowBitRates
	Attribute name
	Data type
	P
	Cardinality
	Description

	guaFbr
	BitRate
	C
	0..1
	This IE shall be present if available. When present, it shall contain the guaranteed Bit Rate for the PC5 QoS flow.

	maxFbr
	BitRate
	C
	0..1
	This IE shall be present if available. When present, it shall contain the maximum Bit Rate for the PC5 QoS flow.






* * * * Next Change * * * *
[bookmark: _Toc24925935][bookmark: _Toc24926113][bookmark: _Toc24926289][bookmark: _Toc27592929]A.2	Data related to Common Data Types
openapi: 3.0.0

info:
  version: '1.2.0.alpha-3'
  title: 'Common Data Types'
  description: |
    Common Data Types for Service Based Interfaces.
    © 2019, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).
    All rights reserved.
[…]
    TrafficProfileRm:
      allOf:
        - $ref: '#/components/schemas/TrafficProfile'
        - nullable: true
    UeAuth:
      anyOf:
        - type: string
          enum:
            - AUTHORIZED
            - NOT_AUTHORIZED
        - type: string
[…]
    AcsInfo:
      type: object
      properties:
        acsUrl:
          $ref: '#/components/schemas/Uri'
        acsIpv4Addr:
          $ref: '#/components/schemas/Ipv4Addr'
        acsIpv6Addr:
          $ref: '#/components/schemas/Ipv6Addr'
    AcsInfoRm:
      allOf:
        - $ref: '#/components/schemas/AcsInfo'
        - nullable: true
    NrV2xAuth:
      type: object
      properties:
        vehicleUeAuth:
          $ref: '#/components/schemas/UeAuth'
        pedestrianUeAuth:
          $ref: '#/components/schemas/UeAuth'
    LteV2xAuth:
      type: object
      properties:
        vehicleUeAuth:
          $ref: '#/components/schemas/UeAuth'
        pedestrianUeAuth:
          $ref: '#/components/schemas/UeAuth'
    Pc5QoSPara:
      type: object
      required:
        - pc5QosFlowList
      properties:
        pc5QosFlowList:
          type: array
          items:
            $ref: '#/components/schemas/Pc5QosFlowItem'
        pc5LinkAmbr:
          $ref: '#/components/schemas/BitRate'
    Pc5QosFlowItem:
      type: object
      required:
        - pqi
      properties:
        pqi:
          $ref: '#/components/schemas/5Qi'
        pc5FlowBitRates:
          $ref: '#/components/schemas/Pc5FlowBitRates'
        range:
          $ref: '#/components/schemas/Uinteger'
    Pc5FlowBitRates:
      type: object
      properties:
        guaFbr:
          $ref: '#/components/schemas/BitRate'
        maxFbr:
          $ref: '#/components/schemas/BitRate'

* * * * End of Change * * * *

