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* * * * Begin of Change * * * *
6.2.6.2.5	Type: DeregistrationData 
Table 6.2.6.2.5-1: Definition of type DeregistrationData
	Attribute name
	Data type
	P
	Cardinality
	Description

	deregReason
	DeregistrationReason
	M
	1
	String; see clause 6.2.6.3.3

	accessType
	AccessType
	CM
	0..1
	Access type where the UE is deregistered. Shall be present in Deregistration Notifications sent to the AMF.

	pduSessionId
	PduSessionId
	C
	0..1
	It shall be present if the deregistration of SMF happens.
If present, indicates PDU Session ID for which old SMF is deregistered.

	newSmfInstanceId
	NfInstanceId
	O
	0..1
	NF Instance Id of the new SMF to which the SMF context is transferred.
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*************text not shown for clarity**********


    DeregistrationData:
      type: object
      required:
        - deregReason
        - accessType
      properties:
        deregReason:
          $ref: '#/components/schemas/DeregistrationReason'
        accessType:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/AccessType'
        pduSessionId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionId'
        newSmfInstanceId:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/NfInstanceId'
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