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[bookmark: _Toc25073938][bookmark: _Toc34063121][bookmark: _Toc36455985]6.1.6.2.10	Type: PduSessionCreatedData
Table 6.1.6.2.10-1: Definition of type PduSessionCreatedData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	pduSessionType
	PduSessionType
	M
	1
	This IE shall indicate the selected PDU type.
	

	sscMode
	string
	M
	1
	This IE shall indicate the SSC mode applicable to the PDU session.
When present, it shall be encoded as one character in hexadecimal representation, taking a value of "0" to "7", representing the 3 bits of the SSC mode value of the SSC mode IE specified in clause 9.11.4.16 of 3GPP TS 24.501 [7].

Pattern: "^[0-7]$"

Example: SSC mode 3 shall be encoded as "3".
See NOTE 1.
	

	hcnTunnelInfo
	TunnelInfo
	C
	0..1
	This IE shall be present for a HR PDU session, except when Control Plane CIoT 5GS Optimisation is enabled and data delivery via NEF is selected for this PDU session.

When present, this IE shall contain the N9 tunnel information of the home CN side, i.e. H-UPF.
	

	cnTunnelInfo
	TunnelInfo
	C
	0..1
	This IE shall be present for a PDU session involving an I-SMF, except when Control Plane CIoT 5GS Optimisation is enabled and data delivery via NEF is selected for this PDU session.

When present, this IE shall contain the N9 tunnel information of	the SMF.
	DTSSA

	additionalCnTunnelInfo
	TunnelInfo
	C
	0..1
	This IE shall be present if a MA-PDU session is established for a UE registered over both 3GPP access and Non-3GPP access. 
When present, it shall contain additional N9 tunnel information of the UPF controlled by the H-SMF or SMF. 
	MAPDU

	sessionAmbr
	Ambr
	C
	0..1
	This IE shall be present, except when Control Plane CIoT 5GS Optimisation is enabled for the PDU session.

When present, this IE shall contain the Session AMBR granted to the PDU session.
	

	qosFlowsSetupList
	array(QosFlowSetupItem)
	C
	1..N
	This IE shall be present, except when Control Plane CIoT 5GS Optimisation is enabled for the PDU session.

When present, this IE shall contain the full set of QoS flow(s) to establish for the PDU session. It shall contain at least the Qos flow associated to the default Qos rule.
	

	hSmfInstanceId
	NfInstanceId
	C
	0..1
	This IE shall be present for a HR PDU session. When present, it shall contain the identifier of the home SMF.
	

	smfInstanceId
	NfInstanceId
	C
	0..1
	This IE shall be present for a PDU session with an I-SMF. When present, it shall contain the identifier of the SMF.

	DTSSA

	pduSessionId
	PduSessionId
	C
	0..1
	This IE shall be present during an EPS to 5GS Idle mode mobility or handover preparation using the N26 interface.
When present, it shall be set to the PDU Session ID. 
	

	sNssai
	Snssai
	C
	0..1
	This IE shall be present during an EPS to 5GS Idle mode mobility or handover using the N26 interface.
When present, it shall contain:
-	the S-NSSAI assigned to the PDU session in the Home PLMN, for a HR PDU session;
-	the S-NSSAI assigned to the PDU session in the serving PLMN, for a PDU session with an I-SMF.
	

	enablePauseCharging
	boolean
	C
	0..1
	This IE shall be present, based on operator's policy, to enable the use of Pause of Charging for the PDU session (see clause 4.4.4 of 3GPP TS 23.502 [3]).

When present, it shall be set as follows:
- true: enable Pause of Charging;
- false (default): disable Pause of Charging. 
	

	ueIpv4Address
	Ipv4Addr
	C
	0..1
	This IE shall be present if the SMF assigns a UE IPv4 address to the PDU session. 
	

	ueIpv6Prefix
	Ipv6Prefix
	C
	0..1
	This IE shall be present if the SMF assigns a UE IPv6 prefix to the PDU session.
	

	n1SmInfoToUe
	RefToBinaryData
	C
	0..1
	This IE shall be present if the SMF needs to send N1 SM information to the UE that does not need to be interpreted by the V-SMF or I-SMF. When present, this IE shall reference the n1SmInfoToUe binary data (see clause 6.1.6.4.4). 
	

	epsPdnCnxInfo
	EpsPdnCnxInfo
	C
	0..1
	This IE shall be present if the PDU session may be moved to EPS during its lifetime.
	

	epsBearerInfo
	array(EpsBearerInfo)
	C
	1..N
	This IE shall be present if the PDU session may be moved to EPS during its lifetime.
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	This IE shall be present if at least one optional feature defined in clause 6.1.8 is supported. 
	

	maxIntegrityProtectedDataRate
	MaxIntegrityProtectedDataRate
	C
	0..1
	This IE shall be present if the upSecurity IE is present and indicates that integrity protection is preferred or required. 
	

	alwaysOnGranted
	boolean
	C
	0..1
	This IE shall be present if the alwaysOnRequested IE was received in the request or if the SMF determines, based on local policy, that the PDU session needs to be established as an always-on PDU session.

When present, it shall be set as follows:

- true: always-on PDU session granted.
- false (default): always-on PDU session not granted.
	

	gpsi
	Gpsi
	C
	0..1
	This IE shall be present if no GPSI IE is provided in the request, e.g. for a PDU session moved from another access or another system, and the SMF knows that a GPSI is already associated with the PDU session.

When present, it shall contain the user's GPSI associated with the PDU session.
	

	upSecurity
	UpSecurity
	O
	0..1
	When present, this IE shall indicate the security policy for integrity protection and encryption for the user plane of the PDU session.
	

	roamingChargingProfile
	RoamingChargingProfile
	O
	0..1
	Roaming Charging Profile selected by the HPLMN (see clauses 5.1.9.1, 5.2.1.7 and 5.2.2.12.2 of 3GPP TS 32.255 [25]). 
	

	hSmfServiceInstanceId
	string
	O
	0..1
	When present, this IE shall contain the serviceInstanceId of the H-SMF service instance serving the PDU session, for a HR PDU session.
This IE may be used by the V-SMF to identify PDU sessions affected by a failure or restart of the H-SMF service (see clause 6.2 of 3GPP TS 23.527 [24]).
	

	smfServiceInstanceId
	string
	O
	0..1
	When present, this IE shall contain the serviceInstanceId of the SMF service instance serving the PDU session, for a PDU session with an I-SMF.
This IE may be used by the I-SMF to identify PDU sessions affected by a failure or restart of the SMF service (see clause 6.2 of 3GPP TS 23.527 [24]).
	DTSSA

	recoveryTime
	DateTime
	O
	0..1
	Timestamp when the SMF service instance serving the PDU session was (re)started (see clause 6.3 of 3GPP TS 23.527 [24]).
	

	dnaiList
	array(Dnai)
	C
	1..N
	This IE shall be present over N16a, if available and an I-SMF has been inserted into a PDU session, during the following procedures: PDU session establishment, Registration, Service Request, Xn based handover, Inter NG-RAN node N2 based handover (see clause 4.23 of 3GPP TS 23.502 [3]).
When present, it shall include the list of DNAIs of interest for the PDU session for local traffic steering at the I-SMF.  
	DTSSA

	ipv6MultiHomingInd
	boolean
	C
	0..1
	This IE shall be present over N16a, if available and an I-SMF has been inserted into the PDU session during the following procedures: PDU session establishment, Registration, Service Request, Xn based handover, Inter NG-RAN node N2 based handover (see clause 4.23 of 3GPP TS 23.502 [3]).

When present, it shall be set as follows:

- true: IPv6 multi-homing is permitted.
- false (default): IPv6 multi-homing is not allowed.
	DTSSA

	maAcceptedInd
	boolean
	C
	0..1
	This IE shall be present if a request to establish a MA PDU session was accepted or if a single access PDU session was upgraded into a MA PDU session (see clauses 4.22.2 and 4.22.3 of 3GPP TS 23.502 [3]). 
When present, it shall be set as follows:

- true: MA PDU session
- false (default): single access PDU session
	MAPDU

	homeProvidedChargingId
	string
	O
	0..1
	When present, this IE shall contain the Home provided Charging ID (see 3GPP TS 32.255 [25]).
	

	nefExtBufSupportInd
	boolean
	C
	0..1
	This IE shall be present with value "true", if NEF has indicated Extended Buffering Support for mobile terminated data in SMF-NEF connection establishment response.

When present, this IE shall be set as following:
- true:	Extended Buffering supported by NEF
- false (default): Extended Buffering not supported by NEF
	CIOT

	NOTE 1:	This IE contains information that the V-SMF or I-SMF only needs to transfer to the UE (without interpretation). It is sent as a separate IE rather than within the n1SmInfoToUE binary data because the Selected SSC mode IE is defined as a "V" IE (i.e. without a Type field) in the NAS PDU Session Establishment Accept message.
NOTE 2:	In scenarios with a V-SMF/I-SMF insertion, the V-SMF/I-SMF may receive in the Create Response some IEs it has already received during the earlier SM context retrieval from the SMF (e.g. due to the condition of presence of IEs in the Create Response). In such a case, the V-SMF/I-SMF shall overwrite the IEs earlier received with the new IEs received in the Create Response.
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