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	Reason for change:
	The service description of Location Context Transfer requires the LMF URI for operation invoking is provided by AMF or locally configured, and the new LMF directly invoke on the URI provided (like notification URI).

In TS 29.518, the once a new LMF is selected, the AMF indicate the new LMF ID, isntead of the the URI:

Table 6.1.6.2.16-1: Definition of type N1MessageNotification
	Attribute name
	Data type
	P
	Cardinality
	Description

	newLmfIdentification
	LMFIdentification
	O
	0..1
	If a new LMF is selected by AMF, this IE may include the new selected LMF Identification.



The current LMF then discovers the URI of the custom operation and invoke the service operation.
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[bookmark: _Toc11339834]* * * First Change * * * *
5.2.2.5.2	Transfer Location Context
This procedure allows a NF service consumer NF (e.g. the old LMF) to transfer location context information for periodic or triggered location for a target UE. The location context information is delivered toThe NF service consumer discovers the service URI of the new LMF by performing a discovery via NRF using: 
-	the URI identification of an the LMF received (from an AMF) during an earlier Namf_Communication_N1MessageNotify service operation to the consumer NF; 
Editor's note [WI: 5G_eLCS, CR#0033]: TS 29.518 needs to be updated to enable the AMF to provide the callback URI of an LMF.
otherwise (if not available),
-	the URI identification of an LMF locally provisioned in the consumer NF.




Figure 5.2.2.5.2-1: LocationContextTransfer Request
1.	The NF Service Consumer shall send an HTTP POST request to the resource Custom operation URI ("/location-context-transfer") on the Service URI discovered determined as described above. The request body shall include an AMF identity, Deferred location type, Deferred location parameters, Notification Target Address (H-GMLC callback URI), Notification Correlation ID (LDR reference), an embedded event report message and may include an event reporting status and UE location information.
2a.	On success, "204 No content" shall be returned by the LMF.
2b.	On failure, one of the HTTP status codes listed in Table 6.1.4.2.2-2 shall be returned. For a 4xx/5xx response, the message body should contain a ProblemDetails structure with the "cause" attribute set to one of the application error listed in Table 6.1.4.2.2-2.

* * * End of Changes * * * *
[bookmark: _Toc34147897][bookmark: _Toc36463281]6.1.3	Resources 
[bookmark: _Toc20150361][bookmark: _Toc25168608][bookmark: _Toc27593027][bookmark: _Toc34147898][bookmark: _Toc36463282]6.1.3.1	Overview
The structure of the Resource URIs of the Nlmf_Location service is shown in figure 6.1.3.1-1.


Figure 6.1.3.1-1: Resource URI structure of the Nlmf_Location API

* * * Information * * * *
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