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	Reason for change:
	locationFilterList is an optional attribute in the AmfEvent, if the LOCATION_REPORT event type is subscribed, and the locationFilterList is not included, it is not clear which type of the location can be reported.

	
	

	Summary of change:
	Propose to define the default filter as TAI change reporting if the locationFilterList is not included in the message.
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[bookmark: _Toc34124788][bookmark: _Toc36461460]6.2.6.2.3	Type: AmfEvent
Table 6.2.6.2.3-1: Definition of type AmfEvent
	Attribute name
	Data type
	P
	Cardinality
	Description

	type
	AmfEventType
	M
	1
	Describes the AMF event type to be reported

	immediateFlag
	boolean
	O
	0..1
	Indicates if an immediate event report in the subscription response is requested. The report contains the current value / status of the event stored at the time of the subscription in the AMF (NOTE). If the flag is not present then immediate reporting shall not be done.

	areaList
	array(AmfEventArea)
	O
	1..N
	Identifies the area to be applied to PRESENT_IN_AOI_REPORT and UES_IN_AREA_REPORT event types. More than one instance of AmfEventArea IE shall be used only when the AmfEventArea is provided during event subscription for Presence Reporting Area subscription.

	locationFilterList
	array(LocationFilter)
	O
	1..N
	Describes the filters to be applied for LOCATION_REPORT event type.
If this attribute is not present in the request, it indicates the change of the TA used by the UE should be reported.

	refId
	ReferenceId
	O
	0..1
	Indicates the Reference Id associated with the event.

	trafficDescriptorList
	array(TrafficDescriptor)
	O
	1..N
	Indicates the filters to be applied for AVAILABILITY_AFTER_DDN_FAILURE event type.

	NOTE:	The current value of the location is the last known location if the immediate report filter request to provide the 3GPP location information down to the Cell-ID or the TAI. An NF Service Consumer willing to only receive the current location shall not set the immediateFlag to true when subscribing to a location event report.
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