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*************************The start of changes*************************
[bookmark: _Toc36457118][bookmark: _Toc27585157][bookmark: _Toc11338525]6.1.3.11.3.1	GET
This method shall support the URI query parameters specified in table 6.1.3.11.3.1-1.
NOTE:	The retrieval of these data sets can also be achieved by sending individual GET requests to the corresponding sub-resources under the {supi} resource. When multiple data sets need to be retrieved by the NF Service consumer, it is recommended to use a single GET request with query parameters rather than issuing multiple GET requests.
Table 6.1.3.11.3.1-1: URI query parameters supported by the GET method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	dataset-names
	[bookmark: _GoBack]DatasetNamesarray(DataSetName)
	M
	12..N
	Contains names of the data sets that are required to retrieve.unique items

	plmn-id
	PlmnId
	C
	0..1
	Iif absent, H-PLMN ID is used as default.
It is only used for data sets whose DataSetNames are listed below:
"AM"
"SMF_SEL"
"UEC_SMF"
"UEC_SMSF"
"SMS_SUB"
"SM"
"TRACE"
"SMS_MNG"

	supported-features
	SupportedFeatures
	O
	0..1
	see 3GPP TS 29.500 [4] clause 6.6



This method shall support the request data structures specified in table 6.1.3.11.3.1-2 and the response data structures and response codes specified in table 6.1.3.11.3.1-3.
Table 6.1.3.11.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.1.3.11.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	SubscriptionDataSets
	M
	1
	200 OK
	Upon success, a response body containing the requested data sets shall be returned.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- USER_NOT_FOUND
- DATA_NOT_FOUND

	NOTE:	In addition common data structures as listed in table 6.1.7-1 are supported.The manadatory HTTP error status code for the POST method listed in Table 5.2.7.1-1 of 3GPP TS 29.500 [4] also apply.



*************************The end of changes*************************
