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[bookmark: _Toc24937542][bookmark: _Toc33962357]* * * First Change * * * *
[bookmark: _Toc11338645][bookmark: _Toc27587188][bookmark: _Toc36459251]6.2.3.2.3.1	GET
This method shall support the URI query parameters specified in table 6.2.3.2.3.1-1.
Table 6.2.3.2.3.1-1: URI query parameters supported by the GET method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	nf-type
	array(NFType)
	M
	1..N
	see 3GPP TS 29.510 [14] 

	subscriber-id
	SubscriberId
	M
	1
	Represents the Subscription Identifier SUPI or GPSI or IMPI or IMPU (see 3GPP TS 23.501 [2] clause 5.9.2) 
	pattern: ^(imsi-[0-9]{5,15}|nai-.+|msisdn-[0-9]{5,15}|extid-[^@]+@[^@]+|impi-.+|impu-.+|.+)$



This method shall support the request data structures specified in table 6.2.3.2.3.1-2 and the response data structures and response codes specified in table 6.2.3.2.3.1-3.
Table 6.2.3.2.3.1-2: Data structures supported by the GET Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	



Table 6.2.3.2.3.1-3: Data structures supported by the GET Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	NfGroupIdMapResult
	M
	1
	200 OK
	Upon success, a response body containing the NF-Group IDs for the requested NF types shall be returned.

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be set to one of the following application errors:
- USER_NOT_FOUND

	NOTE:	In addition common data structures as listed in table 6.2.7-1 are supported.



* * * End of Changes * * * *
