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	UE IP address allocation shall be supported by SMF/PGW-C or UPF/PGW-U as defined in clause 5.21.
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* * * * Begin of Change * * * *

[bookmark: _Toc36030895][bookmark: _Toc36042815]5.21	UE IP address/prefix Allocation and Release (for 5GC)
[bookmark: _Toc36030896][bookmark: _Toc36042816]5.21.1	General
Stage 2 requirements for UE IP address allocation in the EPC and 5GC are specified in clause 5.8.2.2 of 3GPP TS 23.501 [28] and clause 4.6.2 of 3GPP TS 23.316 [57]. The following types of UE IP addresses may be assigned over N4 or Sxb:
-	IPv4 address;
-	/64 IPv6 Prefix;
-	IPv6 prefix other than default /64, including individual /128 IPv6 address, if the UPF indicates supports of the IP6PL feature (see clause 8.2.25), for IPv6 address allocation using DHCPv6 specified in clause 4.6.2.2 of 3GPP TS 23.316 [57];
-	IPv6 prefix shorter than the default /64 prefix for support of IPv6 prefix delegation as specified in clause 4.6.2.3 of 3GPP TS 23.316 [57] and clause 5.14.
More than one UE IP address may be assigned to a PDU session, e.g. multiple /128 IPv6 addresses, if the UPF indicates supports of the IP6PL feature (see clause 8.2.25), by provisioning multiple instances of the UE IP Address IE in a same PDI or Traffic Endpoint, or by provisioning multiple PDIs or Traffic Endpoints with a different UE IP Address.
A UE IPv4 address or IPv6 prefix may be allocated by the CP function or the UP function. A given IP address pool shall be controlled by a unique entity (either the SMF/PGW-C or the UPF/PGW-U or an external server).
The support of UE IP address/prefix allocation by the CP function is mandatory. The support of UE IP address/prefix allocation by the UP function is optional. See clause 5.8.2.2 of 3GPP TS 23.501 [28].
The UP function shall set the UEIP feature flag in the UP Function Features IE if it supports UE IP address/prefix allocation in the UP function (see clause 8.2.25). If so, the CP function shall determine whether UE IP address or prefix is allocated by the CP function or the UP function based on network configuration.

* * * * End of Change * * * *

