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	Reason for change:
	Clause 8.4 specifies that "Invalid Reply from remote peer" is used by the SGW for the messages spanning through two interfaces. This cause value is returned by the SGW to the MME/SGSN or PGW in a reply message where the corresponding reply message on S5/S8 or S11/S4 from the PGW or MME/SGSN is not decoded as valid. Clause 7.7.6 "Missing Information Elements" however does not explicitly specify what an SGW shall do if a mandatory IE is missing from a message that spans through two interfaces.

	
	

	Summary of change:
	It is clarified that if a mandatory IE is missing in a Response message, which the SGW needs to forward over another interface (e.g. when SGW forwards a message from PGW to MME), the SGW shall include in the forwarded Response message a rejection Cause "Invalid Reply from remote peer".
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[bookmark: _Toc19702431][bookmark: _Toc27751587]* * * First Change * * * *
[bookmark: _Toc19777577][bookmark: _Toc27740874]7.7.6	Missing Information Elements
A GTP entity shall check if all mandatory IEs are present in the received Request message. Apart from Echo Request message, if one or more mandatory information elements are missing in the received Request message, the GTP entity should log the error and shall send a Response message with Cause IE value set to "Mandatory IE missing" together with the type and instance of the missing mandatory IE.
If a GTP entity receives a Response message with Cause IE value set to "Mandatory IE missing", it shall notify its upper layer.
A GTP entity shall check if all mandatory IEs are present in the received Response message without a rejection Cause value. If one or more mandatory information elements are missing, the GTP entity shall notify the upper layer and should log the error. If a mandatory IE is missing in a Response message, which the SGW shall forward over another interface (e.g. when SGW forwards a message from PGW to MME), the SGW shall include the rejection Cause "Invalid Reply from remote peer" (see clause 8.4) in the forwarded Response message.
A GTP entity shall check if conditional information elements are present in the received Request message, if possible (i.e. if the receiving entity has sufficient information available to check if the respective conditions were met). If one or more conditional information elements are missing, a GTP entity should log the error and shall send a Response message with Cause IE value set to "Conditional IE missing" together with the type and instance of the missing conditional IE.
A GTP entity shall check if conditional information elements are present in the received Response message without a rejection Cause value, if possible (i.e. if the receiving entity has sufficient information available to check if the respective conditions were met). If one or more conditional information elements are missing, a GTP entity shall notify the upper layer and should log the error.
For Response messages containing a rejection Cause value, see clause 6.1.1.
If the Indication IE is applicable for the message as a conditional IE and if it is not present, the GTP entity shall not reject the message unless there are other reasons to reject the message.
If the Indication IE is applicable for the message as conditional IE and if it is present with the value of all the applicable flags set to "0", the GTP entity shall not reject the message unless there are other reasons to reject the message.
Absence of an optional information element shall not trigger any of the error handling processes.
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* * * End of Changes * * * *

