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	Rev
	Rel
	Title
	Cat
	Vsn
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	24.501
	1701
	5
	Rel-16
	Enhancement on CPSR for CIoT CP data transport
	C
	16.4.1
	C1-202795
	Huawei, HiSilicon, Vodafone, ZTE, China Mobile, China Telecom, CATT, InterDigital
	5G_CIoT
	8.2.30.1
	 

	24.501
	2030
	2
	Rel-16
	Indication of change in the use of enhanced coverage
	F
	16.4.1
	C1-202904
	Samsung, InterDigital, Huawei, HiSilicon
	5G_CIoT
	4.19, 4.20
	 

	24.501
	2031
	-
	Rel-16
	Integrity protection data rate for UEs that don't support N3 data transfer
	F
	16.4.1
	C1-202079
	Samsung, Huawei, HiSilicon, InterDigital
	5G_CIoT
	9.11.4.7
	 

	24.501
	2032
	-
	Rel-16
	Addition of Control Plane Service Request in the abnormal cases for service request procedure
	F
	16.4.1
	C1-202082
	InterDigital, China Mobile
	5G_CIoT
	5.6.1.7
	 

	24.501
	2034
	5
	Rel-16
	DRX parameters for NB-IoT
	F
	16.4.1
	C1-202926
	InterDigital, Ericsson
	5G_CIoT
	5.5.1.2.2; 5.5.1.2.4; 5.5.1.3.2; 5.5.1.3.4; 8.2.6; 8.2.6.x (New); 8.2.7; 8.2.7.x (New); 9.11.3.x (New)
	 

	24.501
	2035
	-
	Rel-16
	Correcting a wrong reference
	F
	16.4.1
	C1-202085
	InterDigital
	5G_CIoT
	5.3.1.4
	 

	24.501
	2056
	3
	Rel-16
	Adding a new abnormal case on the network side for CPSR
	C
	16.4.1
	C1-203418
	China Mobile, InterDigital
	5G_CIoT
	5.6.1.8
	 

	24.501
	2062
	-
	Rel-16
	Correction of SGC
	F
	16.4.1
	C1-202176
	vivo
	5G_CIoT
	5.3.17
	 

	24.501
	2063
	1
	Rel-16
	Emergency PDU sesseion established after WUS negotiation
	F
	16.4.1
	C1-202735
	vivo, Huawei, HiSilicon
	5G_CIoT
	5.3.24
	 

	24.501
	2077
	1
	Rel-16
	Generic UE configuration update trigger for registration and EC Restriction change
	C
	16.4.1
	C1-202892
	Ericsson, Samsung,InterDigital, Huawei, HiSilicon
	5G_CIoT
	5.3.18, 5.4.4.1, 5.4.4.2, 5.4.4.3, 8.2.19.1, 8.2.19.x (new), 9.11.3.x (new)
	 

	24.501
	2094
	1
	Rel-16
	Correct UE behavior for receiving 5GMM cause #31 in 5GS
	F
	16.4.1
	C1-202676
	Qualcomm Incorporated
	5G_CIoT
	4.4.4.2, 5.3.20.2, 5.5.1.2.5, 5.5.1.3.5
	 

	24.501
	2106
	3
	Rel-16
	Avoid repeated redirection for CIoT
	F
	16.4.1
	C1-204048
	OPPO
	5G_CIoT
	4.9.2
	 

	24.501
	2107
	2
	Rel-16
	PDU session release due to CP only revocation
	F
	16.4.1
	C1-202866
	OPPO
	5G_CIoT
	6.3.3.2
	 

	24.501
	2112
	1
	Rel-16
	Clarification on the UE behaviour when receiving T3448
	F
	16.4.1
	C1-202782
	ZTE
	5G_CIoT
	5.6.1.5
	 

	24.501
	2113
	2
	Rel-16
	Connection Resumption for Notification
	F
	16.4.1
	C1-203337
	ZTE, vivo
	5G_CIoT
	5.6.2.2.1, 5.6.3.1, 5.6.3.2, 10.2
	 

	24.501
	2114
	1
	Rel-16
	CIoT user or small data container in CPSR message not forwarded
	F
	16.4.1
	C1-202779
	ZTE, InterDigital, Huawei, HiSilicon, Ericsson
	5G_CIoT
	5.4.5.3.1, 5.4.5.3.2, 5.6.1.8
	 

	24.501
	2130
	-
	Rel-16
	Correction on terminology for the Control plane CIoT 5GS optimization
	F
	16.4.1
	C1-202367
	SHARP
	5G_CIoT
	5.4.5.2.4
	 

	24.501
	2132
	1
	Rel-16
	Handling of PDU session and PDN connection associated with Control plane only indication in case of N26 based interworking procedures
	F
	16.4.1
	C1-202699
	SHARP
	5G_CIoT
	6.1.4.1
	 

	24.501
	2145
	1
	Rel-16
	QoS error checks for UEs in NB-N1 mode
	F
	16.4.1
	C1-202614
	Samsung, Ericsson
	5G_CIoT
	6.3.2.4, 6.4.1.3
	 

	24.501
	2150
	1
	Rel-16
	Retransmission of a CPSR message after integrity check failure at the AMF
	F
	16.4.1
	C1-202626
	Samsung
	5G_CIoT
	5.4.2.3, 5.4.2.4
	 

	24.501
	2162
	-
	Rel-16
	Corrections to CR#1907
	F
	16.4.1
	C1-202419
	Qualcomm Incorporated
	5G_CIoT
	5.5.1.2., 5.5.1.2.4, 5.5.1.3.2
	 

	24.501
	2164
	1
	Rel-16
	Signalling of EPS APN rate control parameters during PDU session establishment
	B
	16.4.1
	C1-202880
	Qualcomm Incorporated
	5G_CIoT
	6.4.1.3
	 

	24.501
	2173
	-
	Rel-16
	Acknowledgement of truncated 5G-S-TMSI configuration
	F
	16.4.0
	C1-202462
	Huawei, HiSilicon
	5G_CIoT
	5.5.1.2.4, 5.5.1.3.4
	 

	24.501
	2174
	-
	Rel-16
	NAS-MAC calculation for RRC connection reestablishment for NB-IoT CP optimisation
	F
	16.4.0
	C1-202463
	Huawei, HiSilicon
	5G_CIoT
	5.4.5.2.6
	 



