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	Reason for change:
	In current specification,
[bookmark: _Toc20232547][bookmark: _Toc27746637][bookmark: _Toc36212818][bookmark: _Toc36656995] as per subsection 5.2.3.2.3	ATTEMPTING-REGISTRATION-UPDATE
b)	shall initiate a registration procedure for mobility and periodic registration update on the expiry of timers T3502, T3511 or T3346;
The above clause will be applicable for T3511 only when timer T3511 has been started in 5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE substate and initiate a registration procedure for mobility and periodic registration upon the expiry of timer T3511 in 5GMM-REGISTERED.ATTEMPTING-REGISTRATION-UPDATE,
But, as per subsection , 5.5.1.3.7, T3511 can be started in 5GMM-REGISTERED.NORMAL-SERVICE.
As per subsection 5.5.1.3.7,
If the registration attempt counter is less than 5:
-	if the TAI of the current serving cell is included in the TAI list, the 5GS update status is equal to 5U1 UPDATED, and the UE is not performing the registration procedure after an inter-system change from S1 mode to N1 mode, the UE shall keep the 5GS update status to 5U1 UPDATED and enter state 5GMM-REGISTERED.NORMAL-SERVICE. The UE shall start timer T3511. If in addition the REGISTRATION REQUEST message did not include the MICO indication IE or the Extended DRX IE, and

In current specification , it needs a clarification for T3511 expiry in 5GMM-REGISTERED.NORMAL-SERVICE i.e shall initiate a registration procedure for mobilty and periodic registration upon expiry of timer T3511 similar to subsection 5.2.3.2.3 since it is neither defined in subsection 5.2.3.2.1 nor in subsection 5.5.1.3.2.


	
	

	Summary of change:
	In 5GMM-REGISTERED.NORMAL-SERVICE, shall initiate a registration procedure for mobility and periodic registration update on the expiry of timers T3511

	
	

	Consequences if not approved:
	T3511 timeout in 5GMM-REGISTERED.NORMAL-SERVICE will lead to ambigous.
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[bookmark: _Toc20232545][bookmark: _Toc27746635][bookmark: _Toc36212816][bookmark: _Toc36656993]5.2.3.2.1	NORMAL-SERVICE
The UE:
a)	shall initiate the mobility or the periodic registration update procedure (according to conditions given in subclause 5.5.1.3.2), except that the periodic registration update procedure shall not be initiated over non-3GPP access;
b)	shall initiate the service request procedure (according to conditions given in subclause 5.6.1);
c)	shall respond to paging; and
d)	if configured for eCall only mode as specified in 3GPP TS 31.102 [22], shall perform the eCall inactivity procedure at expiry of timer T3444 or timer T3445 (see subclause 5.5.3); and
e)	shall initiate a registration procedure for mobility and periodic registration update on the expiry of timer T3511..
NOTE:	Paging is not supported over non-3GPP access.


