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* * * First Change * * * *
[bookmark: _Toc20232790][bookmark: _Toc27746893][bookmark: _Toc36213077][bookmark: _Toc36657254]6.2.10	Handling of 3GPP PS data off
A UE, which supports 3GPP PS data off (see 3GPP TS 23.501 [8]), can be configured with up to two lists of 3GPP PS data off exempt services as specified in 3GPP TS 24.368 [17] or in the EF3GPPPSDATAOFF USIM file as specified in 3GPP TS 31.102 [22]:
a)	a list of 3GPP PS data off exempt services to be used in the HPLMN or EHPLMN; and
b)	a list of 3GPP PS data off exempt services to be used in the VPLMN.
If only the list of 3GPP PS data off exempt services to be used in the HPLMN or EHPLMN is configured at the UE, this list shall be also used in the VPLMN.
If the UE supports 3GPP PS data off, the UE shall provide the 3GPP PS data off UE status in the extended protocol configuration options IE during UE-requested PDU session establishment procedure, and UE-requested PDU session modification procedure (see subclause 6.4.1 and subclause 6.4.2).
The network shall support of 3GPP PS data off.
The UE shall indicate change of the 3GPP PS data off UE status for the PDU session by using the UE-requested PDU session modification procedure as specified in subclause 6.4.2.
When the 3GPP PS data off UE status is "activated":
a)	the UE does not send uplink IP packets via 3GPP access except:
1)	for those services indicated in the list of 3GPP PS data off exempt services to be used in the HPLMN or EHPLMN as specified in 3GPP TS 24.368 [17] when the UE is in its HPLMN or EHPLMN;
2)	for those services indicated in the list of 3GPP PS data off exempt services to be used in the HPLMN or EHPLMN when the UE is in the VPLMN, if only the list of 3GPP PS data off exempt services to be used in the HPLMN or EHPLMN is configured to the UE as specified in 3GPP TS 24.368 [17];
3)	for those services indicated in the list of 3GPP PS data off exempt services to be used in the VPLMN when the UE is in the VPLMN, if the list of 3GPP PS data off exempt services to be used in the VPLMN is configured to the UE as specified in 3GPP TS 24.368 [17];
4)	for those services indicated in the EF3GPPPSDATAOFF USIM file as specified in 3GPP TS 31.102 [22];
5)	any uplink traffic due to procedures specified in 3GPP TS 24.229 [14]; and
6)	any uplink traffic due to procedures specified in 3GPP TS 24.623 [20];
b)	the UE does not send uplink Ethernet user data packets via 3GPP access; and
c)	the UE does not send uplink Unstructured user data packets via 3GPP access.
Otherwise the UE sends uplink user data packets without restriction.
NOTE:	If the UE supports 3GPP PS data off, uplink IP packets are filtered as specified in 3GPP TS 24.229 [14] in U.3.1.5.
[bookmark: OLE_LINK9][bookmark: _GoBack]3GPP PS data off does not restrict sending of uplink user data packets via non-3GPP access of a single access PDU session or an MA PDU session.
* * * End of Changes * * * *
